



















a 4 
rete ee ot Th 
Pantha hentai ts 7p Ac tiben tiotoner ers eee 
_ % 7 ‘a " dy r 
Dirt Pek Sate Me ae eerily, trinket atoend Rhone oe ected rete Briere 
ara Ae oe ee ‘pia oth Pg oe diodes, ‘ : 2 O1UR don ase ibid! gh deetied gh Mot 
t+. oe , 4 © ‘dete Oe a9 "OO OOP ase “ih hedll ee - 
i ee SF | 7: a Pre a dey ak i ’ 4 TPE rb bree , : ; 
ore wetig Ot Pitre hey kr) PBA relay POF pede " ‘4 PoP tesa PP’ | . 
‘ ? Fite 4 WOO ig J ‘ Wad slats ren Pre tha ad, Ma? Be a ee Dae, TY 

erie wT thers hak, ” 

. ee etre Bs 

Whigidoe Lh, 

















































ee, ‘plea 
Late | 
WW aeteeeamel A oll Eee a " Aes 
Crore tse DW bith oF ah aiedl tae te ees ves 
FP deetVidialese Hy Buiter &. mw Pee wx 
. 4 ¥ Ciubedcstll te 0s hen iw a Oe eo pre b bre ance Prey 
a wi “aia ? “ ‘ on OP s) ORal is OF Peeteheh em prety nee ae LAral of ot tty 7 Pope Oe chek tie ol of orn 
3 Vamhad 9" 4 Pr) ‘nae Ms wMrtag Y 4 > eitvdes Pi po eer ee ae ies) ahead tl uk Ot 1 rate 
eb yal ay ; ay 9 PW il ah ie ed I toh te Pals nie ter Cleie teksty ge teed 4 ete ot phe thy td Lect pear arr} ane reel mahatany taghyt wr 
; 4a 7 d Hee ta 4 eee ee fe pg re Pesta tie HM alirgry ve or ae PoP Bye, torehe Dain, Pelee Ye dhal, eee * oe Merce ie, 
hia Ve DOS dA Pighe gah gt hl te ' eric Pane ORG F gts ‘ ake TENS Har naiber Haeuts KUM a 0 gabe eee aS 
hd Lee aoe ye" ye a ria rid 4 4 eee eT | ea oe ine yegt th pres . Po ped bet PD Oy a be ve SAR 8G kr. ta 
Vd AA eae io Oded Pete rivtel pias hi tapiicot on ot f pnbteasm tint one Lakegt oh tf tiple beers at ie at ya SO8k ter pegs 
Pin ; aerg ’ ie Oy Ps tesege #988 os Besa releey be tlely Ts oF hae La ne a mae Po Paphos. vs 
; Oe jb) Peg i bsel atk heey nae teat eds cakes Sad oa gis js 4 ohae O14" i peealandy ba wine Sie e eerie Merge : 
a Bt Le Phe ys Latah Ma Fy Heals Px At MOM ahs Vora, p' ‘4 wee eight rep . toppeyt bol ids i 
we ey ; : of «fy i . PPro ais pearyiy ; a? ihe : we . eon L. oe at ee ttt 4 item * 
ebay 5 ' al / : Pie: aye + yal ae ditse Waen P iD Dirasies eae te tay ten Yee 
a 3 : ; tb wry ogres : vist atglotamid nig COUN RY AE 
' ™ id Patra: 


Shani. tie ag 
citer 
patent ae ia w 


ones pwn 


SOOO aed ares Worgre 
£2 rele ala ustbsptaeh here 
she ame , IMoa 












‘ha i Svegpele 
Chae at brett * . neler, 
4 on Pf 
Py ple Shon ee savstont ai tntaty® + 
harkarinag on O29 0 ts aah by 
§ timate ani faraeres we 
. i] ff ive | 4 satath a 
‘ 4) 9 ats Fed ome doh pea eo / ; 
a3 : DSi, . . + hy YP ale 
fle eit ier 
; 


chi a AT ay irgi 
WR eBags et pee 
bitte PES TPES iE mean ne Ths ws 

PPAR ES ; ‘ 

hagyig's ‘ 





f i) 
Pile rey eee Ng 





ae eual xistel Deane 
a Ne owns Ba 
Sythe ee eel etl ter sae 














































































































































































































































































PERS h? pie 
vs ie 
Oe) Pe ara, rit ae 
on Rep vlan ay 4 Neh ote TH we OVER er 43 
Vda weg ot foe pe i 
baie uh PLY deh ia wait fy Withee ned i 
tic ati ital fotati en eeeo as 
: STP ER BEE RC oR LETT ce Lh tt TH) Err erate i ba Witdiany a eet Fe yatta pity 
- ied | : . ve ; ; ‘ PBR agaessats +as Poe pha eee 
eit bea ie rs Lil ieaed th ia Lieeot Sneaks re Ea : Tat eer 82908 died Caray tata nih 
tiv wt pan ra ot , reba ty ‘ y ae Ta, TRF seven Bien dinate aves oritghes eh HAY Oot alge eee 
f + ae +e beat LE ye fd vf i if phd yy ind ‘ Wiemeta eh be of SY reee ae ip 59° O683 Way Len eres genes 4 Repl sh of 4 
| je hit, "1 aati) ; of A a7} nts tte oc Po samh realy titer ality sonar shit ine BCR ety VPLduatabac all) Mt nt) ser ae tr 
ah mb (9 te UPR ga: MND: ot Bas fe PD ibs a4 Rieter pod hges ee aCT By tt Spy 
itp i teh 554 cj Heat PM etotbo Odin Vege Pa ray ary en 
po + ‘4 H : v7} ; Byera, a SULT od Pyare aurea * he Mobos if aay stately ade re 
; AE f uy phar sna iiy lh oor ae if yey Vier Mrw ret ine Stet hd ae Peavey. Bun as 
a} Pipvheiny a) } aoe | ' yo ag Per masttie 1 eae ab ater aeymeren ctissig 
hae AAMT pee edie bare» I: Hane aber ta 8 Beads de ay Mcrae re Pest £5 
Pau ; hore’ rT y , CHC he ” HD hava S012 ge fh metntet eft ol 
oe hall uae | soins, ae ’ rf a " 
, sashes ! ye rv ith 9 ae open at Ie vy q ae afiserealbes 
EAL PED Uf et * eis rarent ; 14) ’ senbsese aba ; 
PORa te RR ATES PE a : 
J 7 bead Phe Hotty ays, a 
4 eee han a} raat 
Ty ivy ehhh) Seer ee AE Sars 1) nH ie ais 
y reid thats sate Hav iavabepata at Tyee ae 
Ei Wedles) us meh 5 iM it } tate 
z J iff Pe Pear) iF q 
7 Hy } Haateys iat ah if ’) ¥F ; er 
' 4 ; siesta al ; oh be vs, 
5 : ei dat PEVATOD be A belt je ae 2 ’ b r 4 rae 4 
Waeieyte Ad ASN eE AE DLA Dace dD sd sieaelaap ary tient ey at : Ais st Vy) nea a) nn : 
. ) ey ; Any \/ fies hat ah yi ig? My vay, eave tlie ee ay Let SPV a, )4 i 4 499, ies $4 4 a J , : of Oi 
t ah eve hs ae rs | bbtanae. ; | Peele hase ye yy) i ote. 4 { ) L Fidel ed ot NEA ¢ hep ' i, 
Wer Pt eh ata Matar an er Pape +f 9 \ Vy TNA DER TT | Naat) TOKAI eat Kt Di ‘ ) ' ie M8 on ; ae Prete rele PreAibs Wage gy ‘ ' Sit i Fs 
aa yee eS Yi bb st ei Lwihid Facy tate ROWE pri) rh) hp aale D RD Wianas ryt Resale fag yh yey ot rey tt Sete Gt * 1 : 
; j } yy + : " ; Feat Saag 11g Taser r at ia ial shyt B3 ot } 5 Mieke a 4 i ; “ cals ‘i a a 
; | : ] py) adden : ei Lhhe Peppy ey i. Hae lain og 4 r r , 3 
| Pia ay GN i I Re vy rapes i hin) 390) ee Hibs te p Ho) , Lee gh aan via yey f aL seat ; 
} Wher Sy Ais S148) hats yah rer yd OY ' any ny ARS 7 it} he Ga) } ne Pte tat Mae earls ee iK : Wie) 
l eval peg nee ae A ? Maid i at i dbs Hietegs Tat % nu Me rye ee! Hay Al ety ad heh ndiusanity Patt palasaeies ‘ poape 
Pe RR HE aH PEMA P tae (ties te SEAM TY ioe ORAS, HOU UE eT iat) heb Sih aide saan bps sai ti etsy ee 
Na ha AP A ’, I Masbgiaee? PH eee AS LALIT hin ea Se yWhpeel, PST ESG isa) t dogs MABEL AN Ke at ty ASneiat oa ott PM ial pidae 
ogous nih ATUL SRE aA tL LPS at anita tyes Hse DM ei fear neh 3 Piet stun Hi bet 
, \ y it [ LEA BR be aa | heey ee aot Pee cin bh ye 12 , poh , yh i f Hed gouh i rie Peer ats te Ley ase LTA ae ae ae 
a ehe art iq nA AVERT EE a ait RTT Hy Mabe MAPLE 1) ie ee BAG H. He shearers ate, Deis SATS a ai yr ithy SANG ATL 
eg RPE Sa Ta eae TTA Shae athe atid ey ) asa reat) (yey jabaheserstaiita Pies at tie eheraeaee id ia ie Ray i gists? ise p ty hers onteas tha: ‘ts 
bi TC TRE L) UPL ES LLRE EAE Gee NC od PMD Dea Sy be page. ies Rebcskaes tH PRM teats sae if ite v0) Mp iy a CO a eH Ea RG waste nee sth 
the rapes My it ett a Eg epal pay UE re Atay ced yi tls ‘be iad ss ’ : Sanh ie S43 
“aga Dees Ha pas va AB arnt ibe ht oes Oo, SHELIA Re He et bade MOBLIN S eat, Rita yeh at ial aa ah Hie a te Lad 
53 4h ; 4 etl et at A Leyes ! et ay nw rire ij We om, bes thin pI pel ears Aes iv ef a ve cAI abs fu bine ' No ' 
9) pA as phere Bite VILA ey, a La RO ea Aly Lye Hah 4) ¥ bigs i ny age Vari Popes: ros {ters nme 
d ; " ® 7 | lL / ay i ‘ nS i. t ih 
POLE MALI ae CoM hen CHL SEM SF Yah ee Ho RRR RYE EDULE DINE print ee c ay: uaa Nt nea any ie if aA, 2) ctaeaaen 
‘ ENS Bair hia rf hs , ve Mi pevehadiae ate PS TUIB CEST Bute) BE} WU ate w vca waa) Spee inn Mase het ports 
; i} " iF er by Ne i iit sans ICON ARMY it hy Ha Raat ”) vet } ¥ ws tai ky Hin mt 
; j j t Tales | iH) iv rau * be ¥ 
Ey itd, Wie? SAN ANH stat at Ae Wier HED te. lara pa ahs es} P45 et it rie 
bodoki td rh tba sig 4 - sa 4 f m nie) M - 
} UP i s] ’ fey ; OTE a) ab *u | 4 iT Lat 
ot yh NT an | idly? | Yih ( ys nits) ih ‘eee ORRu: ip . bettas 
; if WA Pe ye] hog PRPS y, (ay it Th Geo ie eehee wal i ( 918 bo be Bat 
aie Lear nan MET Leet SEEM BEL Tarte “41a W sie de iy - 
Ff , i ‘st “ A ind 
TER Bi te Pa dirt) te) beats) Ley Hy Dae p: Gown el te sh SE 
i ") Mas 7} PAA LA vee ts eS rey Rey 4 Ml ve YG areaeh, He ed 
; restate gi Weyeedy yh SUT AA F aD ‘ 5° i ALS stat it ¥ fakane: “lc 
l ati Fe aa teie ada) Hed ML) hit ny PSS | Vy yy ‘) , Hata ai) Fe ik ibe 
é yey ey Wirt, Fela Le f raya Ly ag ny et ett “yy lxée ay itl Hf naa ratte 
Witreg tad py id Fa Kens Susie “al vnatres |) nu HPA a ii Pees un aber, red 
be i afi ‘ OMe RE i 1 iu a Abe 133s 4 ata? nl By 1 aa ia si s oe Hite bi EL 
" 4 ’ ’ he . 4 " > 2 
emt UN Nay Wah STG UA TNT oe cBsCeat e { Restate f ean hate) 
- ’ a] Ape f Pat } j ! be My a ‘ ra fee fea iW f) ! f Hy : a inh it sua rt aH 
),! t : Taps Fay Uno zy ; } at ie * Uy Ha Hue ay f : ps { fi Ses ia varie i ; : nk 
PN e RUSSO Te FY MOR agitate hiya i MoLAO RUS SY Ef Oy SAD eh shod 
REN RIMS i ehhcl DERMBTACAL MEME aint rn tH ote Nit ah ae te fie get tit 
H \ UPees ia a} } * > ; é 
da Sri bo Eee Om UT RAT RMT E eh Ent PULL ARID ED CLEA GLY ati si a sags rh, eat oui ; ; 
we si. | A ithe hy a) ; i) gh ui Hie) Wane Mie ie ay rey riage t ean H in ADEE Ul et ae air 
’ Me vita W : ve hey es) Ms Erste bat 
a) i etsy i eh "5 wy} ye hast seh it iti atin ! ayy } eePy : ‘ A} ft 7. be) ! : a iit é Reet rials 
i i Su tel UNL a | aid Pf | RS Ih ie kt a 5 eyes teh ite “Nh ast Sop ah sas ries ’ ef Wea tran 
Aa i) PAP AL ADAG 8 D Be EUPREN DISD hati a Ny Lat? rE Seas ea a PU pana aii Nesaaie Wysa0 uri: a Fe 
yea hy 4 i PRs? 8 Bp BE a Peay PER RAxt Chi A ep Pea Ph heh Has APA at Tog ye ae fd iih bbe ti eed ae Pry f+ att Rant 4 ts i A 
; \ HLM tot ta) NLP RITEOPN ELIS Har ed ake iy Has Hite Nak Phew UHL EL! sd rae aia % Hite i Hae sim iy A ol 
itis (baa yh HI sus a aS HL: Sawin ye 9° Wii } vain ape 93 Hie bani be hotties EA ah we Tanase Mey sieaat Me ae a i Pet 
WANT AMES TO HEMP tt hay TAREE LON RE eA Pee aah a jars es Vii fa eee Reta ir narielt 
i) at SEL Ue ae Se AD pS a ah BRST Eat aan ert HV am AUD ELtag a By45 i On) eViasiined Na y ptt Ranney Hn bed q oibabe bahar 
wy 4 7 ha ed Lyre j { tik eye Heh My, Hany Ka i $4y its 4> Wank hi + Leh 
i ity ay MARIA EM hee oh oy abe BM ¢ iit 2 if nak eh a 
rh eta PG PAey) gn dae te Waa hans he yaa ake site tayay) Ob bbs ye topae 
PASS ay held HERHEEL PUM Re TE Pe ye eon i Ut UIA MTS Wed 
ADEN (ued hed ROURS IDET UT YE atl OPE ty a het | 4) me ea Wea THs ivtibeta We pays} of 
\ } BFR? Rupr Fi ; } a AF ett yh of nt iH i Ora “ Atetent te t 
TeURh eS Re j ; ris Satie Masaya sates Wit beg reat tie rine eit WHS pany he depts 
ae rhe) by Py } ‘ a VF Saat PE a pee bes PAHO {$i Whe jr tits iene get ye fi $ 
a *y } | DEMON AH Sd NWN yates ad Tay Py oh} ated ES io Pee Wilh 1 pote, ( WOT 8b ado ge pL Ra 
yay LAT ba B bbe gala | ATA aa Gite ibal Pee eete nt weg MELO R Veit Losnre. 5 pe Heater " i ise 4 itd obey MiahitiretaNe he ; 
' fy ; aah ny iP hy ty i } 7 if ay PRA IU EST CREE OB ya ym) Cee Pk soe iy) tt ote , Tb pkey pile ee ae ayyray be ae yi Mab he 
ye eee etd ayy 4 beirey | reeh Jit ey ’ esata a 5) Sa WIA itch fags hes ra wie ab SO ane «its 
pve) eley a, D : 4 iy 4\ i Uppal i he 
Petty MesL RK E eM Hie 8 TAAL RUT RE Hs i oh rs 
? MHD ASD she ele! esta) " : 
MARAT : ats} '9 ie arate) tie wish be Fee Me tetay siti rat mit Hhis nH RS t Vea 
Cpa fh Porat ey ay “ ye " 14 He At +A oy muse a NS i ratte 
yi Raat j j hy 4 i | i 2 ERG: ie Naw Nil iy gate 0 thy ok i x at ant 
5 ' hy ively eed Re ior ; ; BES RADE LR beth abhe : 
ay i LR MH Ee RETA nit MAE pont! Varin int te MWe aE ERGs Satine we 
yt aa mpe tea Tea ‘i ati py Payee? iat Heil Ha nincusstaeatgti mst ips ile wh sith nih i tein nb ibe wis pede DMM hv gad bl 
ly) y Pills Fe ta BOER Neatats er alle Ree be) a : PREM ab oe PMO Apa t) , ‘ ‘ aba ; bed ¥ 
it : a) Wala et Je hey 4 it Jj ieeaaytada if ney uN As AMAL Hea bite i$ M4 an ay Fy af Intnl +45 : im | na 4 ie shasta seus suit i? ratte eh Maan ae 4 W : Arik bie 
Moseley | nae Mi ARAN RCH tats naam y MDa ene catitney bet 
adits WD Fi A RG ee Lae ee MAREE BE IRE RS hy Aree y UAE ey gedit Thoth ey Weibel han : 
Py ad oh TS eH Poet Daan | / aye at Ht Tihany Thier tf Soren i Hic HN ste be ia Uyre 
. ayy bys! PR ? ne) 4 heh say yt Natit Uy ny aid ‘Vio Hii Paar SH MEL hk 
; seas hie : ; Rees teva yaa 04) | i 
Hee tw MR Ce AOA Ny RCA eee iyi § Rub ih By heel veaegea ANN it Peytty F 
ee a | ) w) 1 aly eh V aaa PPTL Vela ab yi liys 
; yb] 1; { ] ¥ i 
) ay yy 4, Ve G 1 Vy 1 i 0) PAH GLARE ih : } Thy Aaa aiteg on rn 
u i ‘ Lr ee] ‘ a4 4 ; . 
;" Aiete y 3s bev bed by Ca Say Be ec Pa ii * eri Sets hhy 
Ua) a rN ) MP 7 ’ : 


9; 049 (ef (HR Veh Moe re] aS i Wa | th Ae Beats 
ike 4 Pte ii) hPa gi ag Vale sk ne pMeasbari at w sie 
thy ai ravaidsi¥s Dedan Hates 144) ae Wales q 
ee Me teks ged A} 
bebaye 








ve AS ha fide 


bi 
y Nea 
Srey is tk ) ood teany 
AM init t iH aH A a 
Oxbade wea stt Pa be nae : 
itis case hen 


; shalt: 
Med triehaae nN) beh y es 
; oa (toe ie 
Me ba Laas an ir se) 0 Peat ett H 
aD useless Papen 
he he Phebe y ipa we ay . ' 
3 : Key, LAL bee Le 
ron a aie 5 ash wn Baan 
tine ah Ral he BA in 






4) pty kad 
ie eat 
BGA Ne 
Dery 
Aw 














, 
aia K he 
i TMU 























a 
ae ae 
| 4 Wh 07 he by Ie 
eh hp REEL hae a cH badly sis a} 
; TU tate ob prand eh Rea ay Lei te t nN : ieeak FSi FATT bs deh 
nai br ager [ibe sth Path WEN es ajay ny ia ye Jeo ly ic +92 MH NR Wh at Artal 
Waepeote Mt saaoatideatune phat yee SHE wh a a Pera Hit FRO Nan 10 ae: 135 M aU 
' q 5 i apy ; . : | vi 
ne ne ba aa a aaa Ne Hit 5 Host ii squat Pasi wy 
HN A Rl GEE shy : f Hen STNG duh 
i! AP EE Se VE Pay BL Hiviets : mae 
10h abe bygeaes wil ry Heth Reh aan ny 
i ae Ut asta jean hs eth carne 
Naa i iiseaiey ibtvsia cae pert , 
Ve We Te 
a ah apitoes Wak 
| i, MMA Wiel bee yr 


Wile BDAY dnivia rete iM stity ee 


‘ * ' Mino Ag tye tina 
it yh as M sana ‘ oh ae Ha Reet 
be hi Ly fi tee sita}s a ayes 
Lye cH , eas ie } Hf Meret aehee ms anaes 


Led ed? ar] Disererart rat yeti yen 
Gyn eatin Gn Me 





yet 
ay Rabittisiced Paik 











ri i ie mt} Therein 
et AO 


Asaiptaey 
Wee mait 





‘ 
HPEL ES 
pi ee 


Pai 

sey 
See bade he 5% iy A monet 
ua) re eee ey shane i f 





































































































































ati trs 
Pena 
4 
be i PaPe Pane be! Tea aib iad mele ty ; IA nea pais 
f i pS at Ate Kaisit e VS rheh the 33 vr astaesay Hilngundusieiets tess 4 maeaseae aaeE (4 reat 
Hf “ tiiohs jy poete 4 nt MECH MS a eee oc NAGEL PET Manta ety i 4 
' (seals Seb y Warnes shat Tees en Rane ite to CLM eines Sanath lacing a i it ! 
TRAM Mp keay Led eg LIST CH HEED ta ss : ; “Woke ieee FLD Dyke hIS ¥) : ; 
ACU AU RM RE OES Pe SE sistant PCH et et Hem te tikntag tate 
r bys} HIRD Wy ah j ‘ mihyde 1 Tenagge nate i 4 ; yey ~ " ‘yay ; p faa Ge 
) HB PCM PALTRY Hy Sunt peahete es 14 A ag Y94| bi ans UVP bat aE UAE MESA Pea SAL PP SERCO SMT PAR: iheWh tacpeaaaact Huatactied} Neath oi pangs CEN 294 FDI aah Raita tens $9 
‘ ‘ Wei ths K . ont t wee Sear pee ESR EL AREER Led 811 | BD 7 ies hiave 
Hat STH TupahTPanR SS SRR Pusu Sat ykzts Pet hr HR Wy Bits eote Py tet tet ais Hpi Veta Lnitn) Ae ate ye Ath sy body AY seatean PanY tight Weaitiannicpenss bribes mt 
" : Fy hat brea OM a bBY Atha vi la’ Sey ear phy fy Bigg Pate Paes +45 i4ly ' 5 Gent, 4 7 ; : if ” ; 
3h} 7) Nt? i} Hf pay Ut Fae ; Miah it} bint Thy HAM by H +, Ne}, ete ) 4 anh ie uit! ‘ bath parted ae Osho bah ? Fw sinh ya) $35] Y vi 1fAba HG DENG MW An gede tat idan i ees yous 
Heh) vihtaas ABraeat " Vay VOU EEMIRET att Ulta be a4 Oped Haisdgy ans 1 RNa testy ty Liq tia Mabey warts rehty iby) ashe ah nh Seal Wier ee A) Natio hl aa eT if Pte tas us winrheds N mani it aH teh 
PRUs EUS LSD GSR GRRL AEA Aa Aaa err aN HER HREM UA NA ARS ClagteGa ie snati i aeatat HERI UnE HHT NS ct sititahs 
irre et A ek Wowisyniy te mat | i \ ‘ EOE eR EOL en | be SYS ETA Pega Vy sheds ‘ , Py ] JAF EDN btn baeee af 
PSE aries oe EMT HD Rage Aneta ste bint, EA qu Loni tah a eee tba NEMS aba pita sat Mithila “tic bcaehe = fh He Meo aN peciiigd 
Win } wn t T ; a : 9 7 J Sie $ r] a q rai 
di yy ot PRS 8 oh Vel ve es | ‘ "y ! TEN nt Hae ee eek Tat eect onay helane Fhe Dok sieiy tobi 4h ' ; Ate Oe at Ua tats hy i egies Y) Abe Pow 
Miryit Ware HESA ayy PRED EP AY Peep tt de lshsners scant 11) Ws }S 34%) dn tys cee yatant tity MS Hi ¥) Bia eines Te ey it haa a 
Preys ADEE ALT Ete Wir PP vena MHA ach oaneny MASON WD RLEEM TATE Dt oe Vibe | iebedzba "teh - 
bed i) APA BIE TORE Th tree Sap MLLLWEN argentine RED SS ree cart ad ath Sania ‘ ght { Aearsios the Vols i 
inlay HH Re: 30a) yeaa honey ona rata Ral ft APs Wises Mra ab enin aaiy 
; he PES Sacer TLR A VAN v D pak Ma tee ee 
bata \ 4 4 ye : ese Bal dad aaa 
prevent tat ae AA Vchyity Hh atest Davina ahah git th hah Sea 
fa awk Sy ye Yip os ae ies : ait bedst ib TAEG TRDOPET TET tp ayts iH is 
" Pa Wea Poa | ‘VG0ree Te ahee ot 4 *y y) Ty mrt ‘shi be 3) SOROS ARAB Reet ik 
i \ BROS Ta RNY | eee + * 1th} PVN Ge yh i; Vis vith ry a ait LP bes ieee a Sih Mie MUP ES by ieee es MN at padeishat 
43 RL ea Mv RANG Hata etdahaps path TMCNET essa atbahe MNS Mil Rifetetct rl BCA ny 103 Aer 
Sad Mee } + hs . ; | SDE abr beg hthoh LPaL Saat Gee mee 
i") ; ; aa I baie Gayg has Var titi! "h)] Ned ot ALAN H| bu ih a this jee {he Bie di BUM aE Nt ae wit (i Weal it mts ua 
bat et hy : iver bss Rass AoAay DANES HBA y bein e Pee Pant Yt Heh bette bbe Tht te rMsiHeee ‘hha sein id vats Ss Di iit dee 
yethy Paint tadeaygtaryeirrhs Rtn es (audi A RG Neel SE |, ; aa ney heya ANSE WNC aeate ey ie Aswua ine 
Vy ha} ay Totes MAS NESNS Pd y) nyt Hark sane h? vere) SAA Nay Me ay eh BaF) BT et 4. HER EMER Vy, be det i} bene PER Mie i einarnies AY 
ey ite AYE SiR SER Ly EE) asic Pata te yi esatt aig tne: py) , PON Pa) 4 Leura pate DEY 8: Sahin EMEA iia 8 eten apiineinated RRL aay) ' i 
SEONG OT ba oe arta Naas Ra Bada ts TEL OS beer vis Lah By eth REL A ed eae 4 ' tA SPATS Vide ae NT Bay DV Sai ya ve Many by Va Rady ed F te mS Wee 41 $i 4s), ate mye He aled OES serach VaR FALLS maa At wel 
fray hahaa Dh PL yackeebeecek ihe E Ey 1). UM oeferlpree HERRICK eAph ta teaptg MO YRELTA Ere capiny ecaeb tite | pat b 3} Wis ssh 9 hb poy Be Wasa Hannay renee UPR Sees eres whew AT) Tk, 
inn a HER, VU hs Nf Weab ie PAVhT cat asa i thees 1 1h Wai ni Url hy Mavis Eee bate 4 PARRA Sissy N Sinanraunet SiEkh “allt GRE er pt 2 ina) as) Wie "adneeate eh Be * PLA mi aa 
RYE) aR RM OT SL SIU ied tae Un Sea MMR aa ROOT Se Soe Bea a 
eas bab) thy | won Vu ’ ; iy LI ty 1 1 ‘ > ‘ , i , Weta Rete ere as “ ' r) ‘ wb 4 « ' + 
ary eh \ . yi BATA ey | MPR oa Uniayqere Hosea ea Seater beat pd bef tayi Vane m way q Ine NOSE Bet Aubes sips VAgesh ehinae 
> a ree Teh ee ee , ya 4 Vi 44 4 Sealy Se MM SRE Te Ok ) Vigne} DOERR Veat aa tart +5 VIMAR pees ; Hp) 4s ike % SR Santa He et Ca roe Sie arabe yt br mente shrae tie 
Ads Taha ") PUD) PAC IS ROLE BALA Tk By *% eta y SPEEA basa BiSank Lah t PULEG TEREST DS $4 Fees yee rt ii agi Pe AR 1h PSM NG Moraes i Herbs M4 ibis: tee 90 bs it 0 Fe mF eb bees 
iat Se HT eeinth tela tala aioe Me dt iY MPR AOS S49 AL tar aD TS ‘hve Nia Wek baad Oy oad Set hana te us it MAME Naame Ng yyy Pea tetas es te 5 ; Det pronto unt ie ah : 
Hy aeatags'? Ale ld AUP PAAU ADEA TE BERS V9 ad DASE AROE MME ALO Ps SOY Mie Ube oS OL dees 007 sibertere torte Sagas gheos babes ac She ane Wey ana Noe: oy " 
’ the? Ma ai ; ehEY, i } yah i 5 PERT ad erty } Rs ethanas Ls Mars? Ath ' ch HOV Ht? Lieven Pave be oe | Ah absaaty Mest $9 te “4 ves 28 eae bh edertui ty 
' Ue ks yer eu NEMA, Fhe, 7 AF ane ait ABS DRA Eh eon a) \ t i hater Van eM ve 5 bebe Bs Vou y ine zt 
Tipe hy ’ tw Me 2htd Vena ASU hye | HY Baye. AME ERM NEA ANd ' 1? r erhaket bevatg) rts Webs MLR are te Ke 
AL al Maia Pad wt th aiden ane Rit. # Nia rahe t CEH isaraeatnnt 14 Aa ACHE Bit alte esha i Mh ges A 
py ’ te) 4 inant ay) 5% aN “a> wilh f NEreavarcthe i 14, Aitatete hie ve 
Nina) Hietans ie ATR TAN ad Agha aL his VOLO aah ab eat! Wek, aeivaL MYL MASE Ty he ey isn smi SS make SRR 
PY Aire a vith ylhiaey : ' vw {HN 4 MYey ig Vike ta PERT Tih) tel: tvs Deh Bete wed a § Nert: 4 CEL Sa Pier ee ye bet ro PR GH LP TES Peay fi Hieay 
8) Hy ’ deye\ Wy hd hd hy pepe treas MDa ta PETRUS Dh ih | 4 4 ‘ : : este Wane PbO RETA R TC put bx Bee 
yh a NN v3" vty ny » UY DET bes ite ay Eat ot aa ers 3 | Maa LEAT AERTS iiteti faa ’ (Sai te ‘ atti, ASP AM HU aR e Bie cnaniree RSS RTS Athos Lapuiteh yb CARLO ra regan sh shat d raat 
"t wo ‘ Vb lemeiale eh: irate POSER rk Garett: EN had ek ah Obes On Py TOS TAS She TV inte a aah ; yay, Nardsnrannt Wis beat PAA este te snp Ha recite Li teai Vrabina, twain ets 
: My fh ete ene eit A Winey Nehehs ATP Raycbek REL LEP ean PHBA erty M ANIA G IAD MLE AS UCAOR US PRTC RE MAM Feds Bote L FIN Ve SR OCMMNG ho 4 bes ad soa Haba teas coat ane 
' Vea Dy LVTTL MA AST ya s4irhyn PeOEE Devens PDR GLa FRaS TE OC as $y ; ERATE AUS Se es rhs Sin Mehatae AaG Fh eN Yeates Minibasonr een degi Tah Ws8 1s obras pata yiint ay tetetiashendr § wwe: ih he 
Py “4 \ VIN tend eg eal Ay ihe 4 : ) 1 ome st Abd tee UU RT 2 i att Uyiaiaal PATENTS 4 WW iat 99 Peels Pee ae Sa en tet Year 4 Pere tren ys SEN ty) RETM Sines ; ea 
al Tadeh he hte bie ey ter ta Oe tyitates ’ ; Mi visa wart Mae . areal stein ae arin tees i iebe Li he \ UALR St cea ota 5 ys Gaeta ah cesar Sst sts see 
v8 AVES iy BRA qr ean ty i ? 125 y 9 4 Vw EEE NM ebot te aC NY te Fe Se rsa Ue So Ry canene la at O46 hieeetal At bene Me x ae 
Od Bide Site eh itesd Mabe, Fk, ) teNCA Par ate Mr Fy | eee LsarasS: io ! 7 NGM MBE hs Sega. DeBEDING Aitn ha recite Titi babu, PUSTIVAN De. Hi i be BIA SMe MART sek vd ie - » seat hel 
’ 4, ' arial Ou ney Mi ASP: oh A wate MAM WMATA E145) enna) SRL TCONOENE ASABE retire He} eh HMO tiuldateyey woe CAMaMaS SUS a aA cana feats A zoe ati aeen titi eh es $1 tre 
ak PBA } 7 5 4 A ny eX , ? Sa ra 44 4 : ‘ 4 4 } Chea y . 1 ete ; iy 
IR Pashto } tnd + eats ts Bt PEP em ELAR rE eit Pat Mhh4 VyWerncartie ae bea ia a EVRA PETE te Ae RS | Pehl pont at Hassriitanee an rH hy Teh bein aot) Salty yap Ys kn ridged 2) Ey Aha get): v4 betty Sete Oe 
? SETL EL fies BAIA Vath ah he te 2 Hntiaioe ViVi tay WBLESER AcE RDY OP Sate lott TPES Omit Ws to) Chait Neh n are AAA Te Wie te’ UGH ts Sow te ae Ve Nate sods Madengr £4) S409 45 nae oes! 
L 4 BE ay time preva, RATA tote y Mee aS A aie MER IAV ING Ty 44 gcq te habiarhs whl e ee Wider avant att ges “SLT ety heats ¥3'Vs Wea tanta & Ves iine tee Miele lola ne 
aL "7 | y ' Nia Tri atPernt $4434 VAs Ai PaPAL Asien DTP hea as 44am ry.8 MELE: : WRAL Si Meas YA jo 
5 ie Pb bee | \ WOM ya NN aegaE Se | ale aii} OEE SO ATL bh ee, eee dea eg ibeh ONS Tere oe i 
ey vy wr os ’ eh Pn ot bk aipes 4 + TBS be byt ea) PVT hs 
tee ) . ahs SOV Fed vi tea’ PORE et. GEST) hit PLee 
N t 


magi Art ot oes ae + hehe 
he 

CTR) ae VSS 

vt) MV ave ie} RhTe Fd) els Reais vu) 

iT 1 hoy Noh Aba geg Phe sew Na HA 

WAS Ws ee ane bls 


3 et acne ON RUC CS 
Phebe Ve Gn te! 

VAM pes Any eta re nis gaat! may 

Auast -\ aM Mbibpa ie cei te 

WMPer ane \Wnturt Sane tL Skee | hl vier Haig f : 

GES ESTA AE uP TEER Sort obee et tt oe poe we 

Y Dab reg tines an 


ey 
i , te wise tun 

\ it uty Wiad wee win seen 
Kem “ oeraly » $ iy 
vet DvP enely REL reas 4 Tene a 
wh ay ane pap yA Metab, ye a Recast kets ‘i RUE Ba ee 
SSA HAR SMR En sa eats ie Pat Hii yet en Ch tree : Aas Bcteh acre 
4 PEME) OST ESPNS D ame WORE Se We ede gly Ped) >} Ma he ; Dre {hs 44 are SERMON, PTE VAAN i ae aeeeda tee : se) ye ods ete any et ge thy (he ity 
Vetitiaid taste Pe ltd Bae Ae Shave oh) MM Ye ‘ain ‘ Tsieitet \ ee Raat tN wate i Bits maar eerie rettane ih Hgts 
mits Wive GL e ni Ta seep \ HN N PMNS VE aay bY oF “a Pete AS ; ‘ r 
y ita) Wehr Hs ‘ TNA ey vensar ote SRN! are voy, Aa let bh “ tamara eet Noe? awAp 
bhp ba bes 93 Mab Berets sra! WARMER HM 
Sven ol 4 


























VR PRASS LDA bib ate 
i) Vode iggy ad) a} + 1 































































GSE hela hy hy Pe ty OS By Fa tete tra, 
eto ek ti Xv . hh s ats Shy x aha ee ms iy 
Pah MY Dake ay mitt “hehe hash LAT, EUR haa wees ark 
BPE TAS EAI Choke Rat M eis Ete he Art SATS Pasian ¥en baaaey Sate ist So ri eae » 
+B a) ** , o% i Wins We te ty eke + Phy, ' ; 
Laaneh Dyer teas « v aru vibe rau Ned MU Wehaen ER be tot tid, he hie celrutote ‘oi 
NERS Ya oy Lg hh ba ‘ ae bs oO +m eae ray bt esate 
te vp jah “ue 
' the rere eit SME EOE We hg hy reheat 
Pererat ibe? $2015) Sim at . . AES) barnes By RY SHE Rs eta iy 
’ ae a4 . | wr 3 re ts 
, Mi At Nemeitscgrerar Ns Si Mitek Seat aera bets 
‘ RS aN WIN ate HAs ih ante He aah be Miaach en! & ira Chie th ete 
’ vy hea ny Se Tale eras Any hae, NACBRUL LIS PEEK t 1) er tis wera tkes + Ue we Duet oie hed 
in : ; vt thy mei via? ’ ti} my ’ ehh hae date Lala RE hae EA ahah ties Sor) ery 4 . SN Ge bie, a Se 
Wath et Dy aa, My Piety 1 v9 A Pay 5 Mek: aidieats thtcr i © Maths By MA Mares ures ‘ ebb te bee 
‘ ‘44 7 v4 Dried be ab he 2 ie Re AL} " ny ta? Viteme ee Sate}: 4 A pagteks be hal! 
ey ta wel , a" Ww | r4 14 ‘ hae es ‘ Vibe ie heeaD by , Foi TUE 9 a Ae a4 are nb kre a tee he by bry be By BA shy ta tena, 
‘ +h Weeoaya ‘ ' ; ia) ’ ey he els ‘ ait ped vases treo th Weed a trays 
‘ ‘ ’ a be ey vam : yh aay yee I POUL Ashe Ware a acisy gree, Oe tote ch trdey tects 
‘ ‘ . Litsnyaey . wer ’ wa eee . i > _ ' Arle\seuce tae arate 
an: Ki Me be ‘ nha re wie nits tang The te i, Vr 4g BO IS aha : yaaa ; Pare batten een he beet One ee 
ud at ey oy | at Ny res Ve key heen Te Wy Fi aera ce to Sele tat Ae Ol4  WeGleaR vaca oo 
in tb 4 nia ‘ : ‘ Wears ” as PUI 4 ek oS a ee 
’ iy Nhe tert %* ‘ ae | key Wy ; ath ‘ TUTE TL Pier eS a 
i eS) Te) Be ee : 4 Ee oka} Pay VASte yr ee te 
WV Veh ra ‘ a ee hee wie Si ve tle oe ™ 
wuts + 54 8 . 










U.S. DEPARTMENT OF AGRICULTURE 


BUREAU OF PUBLIC ROADS 


blic Roads 





P 





GLLSLLLST by GLLLLPRILLD 
4 j j y 
CE? LG SLAPLLTPLOLE. 





NANSANAARAAAAAA RAR RANA RAN BANARAS SARA SN EG EN SS oS TNS CEN SEE ECR Nig BLAME ESE EEE EANLNA CARALEE SAR RALA SERRA TSC RERA CARAT SSA REEELE ELA EAALAAARARAAAAAAAASAAAARA SALAAM 

















NR RNAS AAACN EAA AAA AA AAA AURA AR RRR NENA 




























BIEL G LLL LLL OLED PULL LLL ODI OLE LDU ED LLL DLL LOCAL LLL LOLA LL OALDE LOLOL OLLIE EO OIE f eee 
y; Wccle 
PETZ CONCRETE FAILURE DUE TO THE COMBINATION OF HEAVY LOADS AND WET SUBGRADE Ae 


a 


a 
Carevsraaradsd: 


| pT TATPTOTTTT OT TPTTIOTITOPPOPIPATILLESORTAAIILTTA ALAA AOLA COLA ITE LALLILLLLEOCID LILO TOLLITLLIOLLTLELLTECTLLOLLL ILE EE LEELTEEOLEE LET O LOCALE LOCONECLAAAAAAALrg 


War 


WASHINGTON : GOVERNMENT PRINTING OFFICE : 1919 


Owing to the necessarily limited edition of this publication it 
will be impossible to distribute it free to any persons or institu- 
tions other than State and county officials actually engaged in 
the planning or construction of highways, instructors in highway 
engineering, periodicals upon an exchange basis, and Members 
of both Houses of Congress. Others desiring to obtain ‘‘Public 
Roads’’ can do so by sending 15 cents for a single number or $1.50 
for annual subscription to the Superintendent of Documents, 
Government Printing Office, Washington, D. C. 





U. 8. DEPARTMENT OF AGRICULTURE 


BUREAU OF PUBLIC ROADS 


PUBLIC ROADS 


TABLE OF CONTENTS 





Page 
Some Reasons for Success and Failure of Bituminous Macadam __________________ 38 
By F. C. Pilisbury. 
MMPEIEREAIUC ELTON ICT owe Sen ee te eee ee a Be 11 
By J. L. Harrison. 
eatea Te IOLEMMEILT TCCe ECOL OS. nee Rane eee ee ee 18 
Report of Conference on Rural Concrete Roads _______________________________- 20 
Notes for Inspectors of Concrete Pavements__..—-________-___-_-_-_-_---------- 24 
Memorandum on Construction of Concrete Roads ______________________________ 29 
Pee aN TLL COT ee eee eo | Pee Se Bee oe nee ot 
TIE ONCTE LG AOS i, oe a ee ee cle me ret cts 34 
By A. T. Goldbeck. | 
MeCeciitNo SIZES, Of UE VOPtS — oe ae ee ee ret oy Dis neers eee 39 


By O. L. Grover. 





WASHINGTON 
GOVERNMENT PRINTING OFFICE 
1919 











>» 


<7. pty 
Te ai at 
i . a a, Lee has 
: se ee Ainge 
. Lapigt pene ae a 
é atin EL yiertonck t to = f 
"areca ay ani We METI TaRIO PIM 
», (oth eee so Fl 
. abel i seas 
: © aovethh ried mts 
Acs. ee ee = 
, yee 


- _ —_ oe - —ee mys al ah a: 
' - 


rt 
— 
-— 
am 
‘ee 
s_ 





oo 
oe VE nny _ ate oe oi vol jie at | 4 


- 








SOME REASONS FOR SUCCESS AND 
FAILURE OF BITUMINOUS MACADAM. 


By F. C. PILLSBURY, Division Engineer, Massachusetts State Highway Commission. 





GLOUCESTER, MASS., SHOWING BANKED CURVE ON STATE ROAD RECONSTRUCTED IN 1917. 
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THE BINDER WAS ASPHALT. THE 


PHOTOGRAPH WAS TAKEN IN MARCH, 1919. 


ANY miles of very good roads and streets 
have been built of bituminous macadam, 
and, though subjected to more or less 

heavy travel for several years, in many instances 
show little, if any, effect of wear. While they are 
not as permanent as some of the more expensive 
types of paving, they may, when well laid, with the 
better materials, be safely adopted if they are not 
to be subjected to extremely heavy traffic. 

Bituminous macadam possesses the advantages of 
being comparatively simple of construction, low first 
cost, and simplicity m maintenance. There are 
several varieties of this type of pavement, but all 
are very nearly the same in essentials. In all, 
broken stone is laid, rolled more or less, and the 
voids filled or impregnated with bitumen and the 
surface finally covered with smaller particles of 
mineral and finished off with or without a seal coat. 
These various types may be divided into three 
classes: 

First class: One layer or one course. 

Second class: Two or more layers or courses. 


(3) 


Third class: Bitumen and sand mixed grouts as 
distinct from the bitumen without sand. 

The second and third classes include many differ- 
ent processes and methods, while with the first class 
there is but one method which, with some devia- 
tions, has been found to give really satisfactory re- 
sults. The writer’s experience with penetration 
work has been almost entirely with this class, so 
that it would seem better to confine the remarks to 
the first class, which includes only the bitumimous 
surface laid in one course; in other words, when the 
wearing course is formed with one layer of stone 
penetrated with bitumen with or without a seal coat. 
This type is the simplest to specify and lay, and 
presents the least opportunity for difficulties. 


DESCRIPTION OF CONSTRUCTION. 


Its actual construction may be described as 
follows: ; 

On a suitable foundation is laid a base or bottom 
course of broken stone partially bound like water- 
bound macadam, on which is built or laid the top 
course or bituminous macadam. 
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TAR SAND GROUT, SHOWING ONE-HALF SEALED, THE OTHER HALF WITHOUT THE SEALED COAT, AFTER THE FIRST POURING OF 
SAND AND TAR, AT NATICK, MASS. THIS 1S ON A-MAIN ROAD OF FAIRLY HEAVY TRAFFIC, WAS LAID ABOUT 4 YEARS AGO, AND 


IS IN GOOD CONDITION. 


The foundation must, of course, be such that it 
will be suitable at all times of the year. The base 
course must be sufficiently strong to reduce to a 
minimum, or practically prevent, vertical movement 
of the stones in the bituminous macadam, and the 
bituminous macadam itself should be so laid that the 
bitumen will surround all the particles of the stone, 
practically filling the voids and sealing the surface. 


FACTORS OF SUCCESS OR FAILURE. 


The. bituminous macadam to attain this success 
must be laid according to approved methods. Bi- 
tuminous macadam does not give good results when 
it is not so laid; that is, good results may not be 
expected from bituminous macadam when the mate- 
rials or methods employed are not what they should 
be. There is frequently a complaint of the waviness 
of this type of pavement, but it need not be built 
so as to be wavy; sometimes it becomes rutted: or 
depressions or holes develop, but this can be avoided 
if the work is done properly. 

The causes which lead to failure usually are the fea- 
tures which, if carefully considered and taken care of 
properly, will lead to success, and these causes for suc- 
cess or failure may be divided into four classes or 
subjects: 

First, drainage and foundation. 

Second, construction of the base as distinct from 
the foundation, meaning the bottom course of broken 
stone. 

Third, top or bituminous course. 

Fourth, the workmanship. 


First, drainage and foundation.—lIt is a com- 
mon error to lay the foundation of large cobblestones 
or broken fragments of rock in climates subject to 
frost action directly on soft clay quicksand or loamy 
soils, because these stones work up and down under 
traffic and frost action, the voids between them 
become filled with the fine earth beneath, and ulti- 
mately, frequently in only a short time—sometimes 
less than the winter season—the mud thus reaches 
right up to the bottom of the macadam. Of course, 
moisture accompanies mud, and there is a very un- 
stable foundation which is more or less constantly 
in motion except when frozen solid or when thor- 
oughly dried out. Finally, the bituminous macadam 
crust separates as it bends under traffic, and as it 
breaks apart in this way moisture from beneath 
works into the cracks or interstices at the bottom 
and from the top. Then destruction, more or less | 
extensive, is only a question of time. © ~ 

What should have been done is to lay a foundation 
of clean gravel or even clean sand or fine broken 
stone in preference to the large stone fragments, or 
if such stone fragments must be used because there 
is a scarcity of other material, they should be broken 
up much smaller, say, about 3 inches and less. Of 
course, when necessary the ground water should be 
removed with adequate drainage. These results 
obtain whenever the base is laid on material that will 
be affected by moisture or frost sufficiently to cause 
much movement. Moisture working up from be- 
neath always shortens the life of any surface, and, 
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BITUMINOUS MACADAM ON THE STATE HIGHWAY IN WAYLAND, MASS., BETWEEN BOSTON AND WORCESTER, ON A 5% PER CENT 
GRADE. HERE THE BITUMEN WAS ASPHALT AND SPRAYED ALL IN ONE APPLICATION, SO THAT THE ROAD DID NOT RECEIVE 
A SEAL COAT, BUT THE STONES WERE LEFT PROJECTING, THUS GIVING A ROUGH SURFACE WHICH WAS NOT SLIPPERY FCR 


HORSES. 


strange to say, partly because the bituminous sur- 
face is such a simple one to lay ordinarily, there 
seems to be an idea that it is not worth while to lay 
a proper base and foundation. It is probable that 
more than half the failures are due to this reason. 
Success is impossible unless the foundation is correct. 

Second, construction of the bottom course 
or base.—The bottom course should be of sufficient 
strength to hold up the top course, that is, to support 
it so that it will not rut under traffic and will not be 
affected by any movement of the foundation or soil 
beneath the base. This is essential. The size of 
the stones in the base may vary from 4 to 3 inches 
or even 4 inches, provided there is a reasonable pro- 
portion of the larger with the smaller sizes. It 
would not. be good practice to use over 50 per cent 
under 1} inches in size, but would do no harm if 
they were all 3 inches large. Then this bottom 
course must be very carefully spread and rolled so 
as to be uniformly parallel with the finished surface. 
This provides for a uniform thickness of the bitu- 
minous macadam. In the base it is well to partially 
bind it with sand, fine screened gravel, or stone 
screenings, using the steam road roller, and, if neces- 
sary, sprinkling occasionally with water. But this 
bottom course should not be so rolled as to be 
absolutely firm; it is better for it to be slightly loose 
because this looseness will permit the taking up 
of the very slight unevenness unavoidable in spread- 
ing the broken stone of the top course, and thus 


resulting in a smoother surface. In other words, 
this bottom course should not be too rigidly bound, 
as is sometimes done, with the usually accompanying 
result of a slightly uneven finished surface in the 
road. 

Third, the top or bituminous course.—This 
brings us to the bituminous macadam itself, the 
materials of which are the stone and the bitumen. 

The broken stone should not be so soft as to crush 
under the roller so as to fill the voids before the 
bitumen is applied. When this occurs the bitumen 
does not fill the voids, and from such spots slack of 
bitumen there may arise two bad results. There 
may be a wave, due to the surplus of bitumen on 
top because it could not penetrate down into the 
stones, or there may be a breaking up of the surface 
because the stones have nothing to bind them to- 
gether. The best results are obtained when hard 
rocks’are used, such as trap rocks. There are many 
localities where it is impossible to get trap rock 
or stone with a coefficient of wear sufficiently high 
to obtain results required. In such cases bituminous 
macadam should not be laid. For ordinary traffic 
such as exists on most of the main through State 
roads bituminous macadam can be laid economically, 
provided broken stone has a coefficient of not less 
than about 15, and provided the bitumen is of suit- 
able quality. The size of the broken stone should 
be 14 to 24 inches or 3 inches, according to the thick- 
ness of the course. A top course 2 inches thick may 





BITUMINOUS MACADAM STATE HIGHWAY IN NORTH ANDOVER, MASS. 


BPR 16697 
A 4-INCH BROKEN STONE BASE, 2-INCH BITUMINOUS TOP» 





DOUBLE OIL PENETRATION, THAT IS, ON THE BASE, WHICH WAS PARTIALLY BOUND AND FILLED WITH SAND, % OF A GALLON OF 
90 PER CENT HOT OIL WAS SPRAYED, THEN A SUFFICIENT QUANTITY OF 34 TO 14-INCH BROKEN STONE TRAP ROCK, TO ROLL 


DOWN TO 2 INCHES, WAS SPREAD. 
FINAL ROLLING. THE TRAFFIC IS MEDIUM. 


ANOTHER 3 GALLON OF OIL WAS APPLIED AND A COVERING OF SAND SPREAD BEFORE THE 
THIS IS ON THE ROAD BETWEEN BOSTON AND HAVERHILL. 


IT WAS LAID IN 1912. 


THE SURFACE IS WAVY AND RUTTING SLIGHTLY, SHOWING THAT THIS OIL 1S NOT A VERY STABLE BINDER. 


be obtained with the 24-inch stone, while a 3-inch 
course may be obtained with the larger size. If the 
traffic is very heavy it is better to lay the thicker 
course with the larger stones. 

The quantities of the bitumen for the 2-inch road 
are 1? gallons for the first application and one-half 
gallon for the second, or seal coat, and should be 
very closely followed. For a 3-inch road these 
quantities will be increased about three-fourths 
gallon in the first application, although this depends 
somewhat upon the hardness of the stone and the 
weight of the traffic. If the stone is very hard it 
would be better to use a little more bitumen, as the 
voids will be greater with the harder stone. For 
the same reason, if the traffic is ight, there may be 
a little more bitumen used than when the traffic is 
heavy. The quantity should not vary more than 
one-half gallon per square yard on a 3-inch road 
and one-fourth gallon per square yard on a 2-inch 
road. 

Fourth, workmanship.—tThe general process of 
laying a bituminous macadam is such a simple one 
in theory that nearly everyone considers it unneces- 
sary to go into the details of construction carefully 
and does not realize the many little things that have 
to be done with the greatest care to get good results. 
This is a matter of good workmanship. Carelessness 
in any respect at any time is sure to lead to imperfect 


results. It may be that specifications are not 
sufficiently complete to cover all these details. 

The work of laying of the top course of the 
bituminous macadam consists of the following opera- 
tions, in the order in which they occur: 

(1) Spreading the large broken stone. 

(2) Rolling of this stone. 

(3) Correction of imperfections in spreading or 
any unevenness developing while rolling. 

(4) The first application of the bitumen. 

(5) The first light spreading of the peastone, 
brooming around of the first spreading of the 


peastone so as to have it absolutely uniformly dis- 


tributed that there may not be an accumulation in 
any depression which may have occurred under the 
distributor or for any other reason, so that there will 
be absolutely just a very thin sprinkling for the 
first spreading over the entire surface to be rolled. 

(6) The second rolling. 

(7) Sweeping off of the surplus peastone, dust, 
etc., in preparation for the second application of 
bitumen or seal coat. 

(8) Thesecond application of bitumen or seal coat. 

(9) The final covering of peastone, to be very 
uniform and broomed about after being spread by 
the shovels to insure uniformity in thickness. 
~ (10) The final or third rolling—and here I should 
state that the second rolling is the most important. 





ae | 
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A ROAD UNDER RECONSTRUCTION WHERE THE SOIL WAS CLAYEY AND THE OLD ROAD BROKE UP BADLY UNDER FROST ACTION, 
NOTICE THE EXCAVATED ROAD BED READY TO RECEIVE A 12-INCH GRAVEL BASE ON WHICH IS PLACED A 6-INCH STONE SURFACE, 


Each one of these operations in itself is of sufh- 
cient importance to warrant some further mention, 
and they are taken up in detail as follows: 

(1) Spreading the large broken stone.—Broken 
stone will be brought in either on cars or trucks, and 
if possible should be dumped on dumping boards 
and spread with shovels, or if the stone should con- 
tain much dirt or dust, with forks, not with the large 
rakes sometimes used for this purpose; or stone may 
be spread from piles where it has been previously 
dumped on the roadside, but this is not the best 
practice. Greatest care must be taken to spread the 
stone with absolute uniformity. If dumping boards 
are not used, the entire pile of stone which has been 
dumped should be rehandled to provide for the 
removal of any accumulation of dust or particles of 
stone too fine, and prevent unevenness which 1s 
almost sure to follow if the stone is not rehandled. 

(2) Rolling of this stone.—This should, of course, 
be done carefully and with more or less intensity, 
according to the hardness of the stone. It should 
not be sufficient to crush the stone and need be only 
enough to lay it with sufficient firmness to prevent 
material tracking or rutting when the spraying 
machine passes over it in the first application of the 
bitumen. Slight tracking by wheels of the spraying 
machine will roll out. 

(3) Corrections of imperfections in spreading or roll- 
ing.-Any depressions or bunches which develop 
during this first rolling should be very carefully 


eliminated by adding more stone to fill the depres- _ 


sions or by the pulling off into the depressions stone 
from spots where there is too much. It is at this 
time, while rolling, that any unevenness in the surface 
should be corrected, as it is extremely difficult to 
correct it after the bitumen has been applied. It is 
frequently necessary to correct the slight depres- 
sions by placing only a few pieces of broken stone in 
them. The man having charge of this spreading 
should, if necessary, get down on his hands and 
knees and search for the inequalities in correcting 
them. 

(4) The first application of the bitumen.—This is 
sometimes done successfully by hand pouring, but 
never as well as when properly applied by a suitable 
pressure distributor. When poured by hand _ it 
should always be done longitudinally with the direc- 
tion of the traffic, never across the road, for there 
will always be, when hand poured, more bitumen 
where one pouring meets another, particularly when 
asphalt is used. Under wear of traffic slight pro- 
jections on the surface occur where there is more 
bitumen. For the same reason it is much better not 
to apply from a single nozzle from the pressure 
distributor but from a single or double row of noz- 
zles. The applications from the pressure dis- 
tributor may be of any width desired, usually from 
7 to 10 feet, so that on the ordinary road two apph- 
cations will cover the entire width, but on wider 
surfaces there may be additional applications. 
Where, however, there are irregularities in the 
widths, the areas outside of the regular width may 


BITUMINOUS MACADAM UNDER CONSTRUCTION, STATE HIGHWAY IN CITY OF BOSTON. 
THE STONE ON THE RIGHT FOREGROUND HAS RECEIVED THE FIRST APPLICATION OF ABOUT 2 GALLONS OF ASPHAee 
HERE THE WEARING SURFACE WAS 3 INCHES THICK, AND THE TOTAL QUANTITY OF ASPHALT USED 

THIS WAS AN EXPERIMENTAL ROAD AND GREAT CARE WAS TAKEN TO OBTAIN SPECIFIC RESULTS, 


SURE, 
TO THE SQUARE YARD. 
WAS ABOUT 234 GALLONS. 
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ASPHALT !S BEING APPLIED UNDER PRES- 





ON THE LEFT IN THE FOREGROUND IS STONE SPREAD AND ROLLED WHERE THE ASPHALT HAS NOT BEEN APPLIED. THIS Pa. 
TION WAS FINISHED UP AS A WATERBOUND MACADAM SHOULDER AND SURFACE TREATED WITH OIL TO GIVE A SURFACE THAT 
WOULD PROVIDE BETTER FOOTING FOR HORSES. BETWEEN THE PORTION ON THE LEFT AND THAT WHERE The for ew 
HAS BEEN APPLIED, NOTICE THE BOARDS SET ON EDGE. THESE WERE FOR THE PURPOSE OFsPREVENTINGFASPHAR ieee 
BEING SPREAD BEYOND A CERTAIN LINE, SO THERE WOULD POSITIVELY BE NO LAPPING OVER OF THE ASPHALT. THE SPRaae 
ING MACHINE ATTACHED TO THE STEAM ROLLER MAY BE SEEN WITH THE TROUGH IN PLACE UNDER THE NOZZLES TO PREVERD 
THE DRIPPING OF THE BITUMEN ON THE ROAD. THIS IS A DIRECT PRESSURE SPRAYING MACHINE, THE PRESSURE BEING 
AIR PRESSURE PROVIDED BY AN AIR PUMP OPERATED BY STEAM FROM THE ROLLER. A POURING POT, WHICH IS SEEN, WAS 


VSED WHEN THERE WERE ANY IMPERFECTIONS IN THE OPERATION OFPSGRE SPRAVER. 


be penetrated with a single nozzle or by hand 
pouring. 

In some cases bitumen may be heated at a single 
plant and sent out in motor-drawn distributors, 
sometimes as far as 30 or 40 miles, and successfully 
applied. In the absence of such central heating 
plants the bitumen usually is delivered on the work 
in barrels and heated in kettles. It is much better 
to have kettles with a heating capacity of about 400 
gallons. ‘Two or three such kettles will provide for 
the application of from 1,500 to 2,500 gallons per 
day, and one spraying machine will distribute this 
quantity of bitumen. Care should be taken in 
heating not to burn. Bitumen should be strained 
When passing from the kettles into the distributor 
as Well as when being taken into the distributor at 
the central plant, otherwise there will be particles 
of foreign substances getting into the distributors 
and clogging the nozzles. This causes imperfect 
application. Asphalt always should be heated to 
not less than 300° F. not more than 400° F., and 
tar to not less than 225° F. 

Just before the bitumen is applied from the dis- 
tributor the outlets from the distributor and the 


nozzles should be tested out carefully to see that 
they are all free. There always should be a trough 
on hand in which any drippings from the nozzles 
may be caught instead of being allowed to fall on 
the road, as these drippings would form bunches in 
the surface. Care should be taken not to lap over 
a previous application. This may be done by laying 
rough paper covered with sand or stone dust, for 
5 or 6 feet back from the end of the previous 
application; or even sand alone, if paper is not 
available. Then a flying start may be made and 
the distributor opened just before reaching the end 
of the previous application. The overlapping bitu- 
men then can be removed by taking off the paper 
and sand. 

When the load of bitumen has been distributed 
the distributor should not be allowed to go on with 
the valves open, thus tracking bitumen along over 
the road, but as soon as the full spray ceases the 
operator should close the valves instantly and men 
should be on hand with the trough to catch the 
drippings. After each load has been distributed the 
pipes of the distributor should be blown out and 
cleaned out before it is refilled. 


a _ 





MANCHESTER, MASS., ASPHALT PENETRATION ROAD LAID IN 1916. 


The actual operation of the application of a tank 
load from the distributor occupies only a few 
minutes, provided there is no stoppage of the nozzles 
or difficulty in the operation, so that there should 
be no hesitation about taking all the time necessary 
to insure the free working of the nozzles before 
commencing the application, and taking every pre- 
caution between applications to obtain the same 
result. Some one skilled always should be on hand 
to see to it that the application of the bitumen is 
perfectly done because if not perfectly done the 
results are going to be imperfect and to that extent 
a failure. 

(5) The first light spreading of the peastone.—The 
first light spreading of the peastone after the first 
application of bitumen is for the purpose of filling 
the surface voids and providing a sufficient covering 
to permit the roller to pass over without sticking to 
the bitumen. The least quantity of peastone that 
will accomplish this purpose is best. Any more 
than enough is superfluous and a waste, as it inter- 
feres somewhat with the compression of the stone 
and all surplus has to be swept off before the seal 
coat is applied. This spreading probably will con- 
sist of about 5 pounds to the square yard. It 
never should be allowed to be any thicker in one 
place than another, and should be so thin that the 
bituminous surface below shows through it every- 
where. 
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PHOTOGRAPH WAS TAKEN IN MARCH, 1919, 


(6) The second rolling.—The roller may be the 
usual 10-ton steam road roller or heavier, much 
better heavier, and when asphalt is used with trap 
rock should weigh not less than 15 tons, as the 
asphalt cools quickly and the stone then compresses 
with difficulty. It is economy to use a heavy roller 
because the results are accomplished in much less 
time and the expense of operating the heavy roller 
is very little greater. Best results with asphalt can 
be obtained only with a heavy roller. This second 
rolling can not be overdone unless the ground 
beneath develops a softness and depressions begin 
to occur. Sometimes after heavy rain the ground 
beneath does become soft and then rolling has to 
be done with care, if not postponed altogether until 
after the ground is dried out. Should any distinct 
unevenness occur which can not be rolled out during 
this second rolling, it should be corrected by remov- 
ing such imperfect area altogether and replacing 
neatly with new broken stone and new bitumen by 
the methods already outlined. 

(7) Sweeping off of the surplus peastone, dust, ete.— 
After the second rolling and before the seal coat is 
applied all loose particles of dust, stone and dirt 
should be carefully and completely swept off. If 
allowed to remain they will cause a separation 
between the second application of bitumen and that 
in the bottom course, so that the second application 
may peel off. 


(8) The second application of bitumen.—The sec- 
ond application of the bitumen, forming the seal 
coat, should be made with great care, in the same 
way as to method as the first application, the same 
precautions being taken in heating, loading the 
spraying machine, and applying. When the seal 
coat is hand poured it should be done with even 
ereater care than the first pouring, and a sufficient 
number of men should be on hand with rubber 
squeegees or rattan push brooms to spread the sur- 
plus bitumen around immediately after pouring, so 
as to carry a uniform quantity everywhere. 

(9) The final covering of peastone-—Immediately 
after the second application of asphalt it should be 
covered with a final coating of peastone, the quan- 
tity of which will be about 20 pounds to the square 
yard or more, sufficient to take up the asphait of 
the seal coat and prevent it from sticking to the 
roller or wheels of vehicles. This is frequently 
spread carelessly. It should never be dumped on 
the road surface before spreading, but should be 
either spread from a dumping board or from carts 
or piles at one side, and should be broomed after 
spreading before it is rolled. 

(10) The rolling of the final covering of peastone 
should ordinarily be as intense as the rolling after 
the first application of bitumen, but if for any reason 
it has been impossible to secure the desired results 
with the first rolling, the second rolling should be 
done so as to remedy any defects. 

This completes the operation of constructing a road 
which may be said to be manufactured in place, the 
different materials having been previously prepared, 
brought to the road, and put together there. 

If all the conditions are carefully studied and met 
by proper treatment, the bituminous macadam will 
be successful. The chief objection, if it may be so 
called, in the perfect bituminous macadam, les in 
its slipperyness for horses, but nearly all first-class 
bituminous pavements are slippery in this respect 
and when seriously so there should be a slight cov- 
ering of sand spread occasionally, the cost of which 
is very little. 

CAUSES OF WAVINESS. 


I have previously stated that waviness may be 
due to using a small size of stone in the bituminous 
surface. This is quite sure to follow the use of stone 
which does not exceed 14 inches in largest dimen- 
sions, which some of us know as No. 2 stone; in other 
words, this size of stone when used will almost in- 
variably wave sooner or later under heavy or me- 
dium traffic. Under very light traffic the stone will 
stay in place and not wave unless there is a surplus 
of bitumen. Where the smaller stones are used the 
voids will be smaller and a smaller quantity of bitu- 
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men should be used. There should be fully one- 
half gallon less than when stone of the larger size is 
used, but then it has been the writer's observation 
results would seem to show that this size of stone 
should never be used except where the traffic is very 


light, simply because of its tendency to wave or | 


move about under the traffic. 

With the large-sized stone, even if there is a sur- 
plus of bitumen there will be no movement of the 
stone nor waving of the surface unless there may 
be such a surplus of bitumen on top of the stone 
that it has the appearance of waving. But this 
surplus can be removed with grub hoes or hot 
shovels and should be taken off immediately after 
it has been put on during construction. If the 
weather at that time should be too cool it will not 
be very serious if left on the road until warm 
weather comes again. 


BEST TIME FOR LAYING. 


There is no reason why this type of bituminous 
macadam will not give good results in any climate, 
but it should not be laid in the late fall in the 
Northern States, as the bitumen cools in place so 
quickly that it prevents proper compacting of the 
stone. There have been instances where the work 
was done late and it was necessary to apply a second 
seal coat on account of the openness of the surface, 
leading to considerable additional expense. 

In spite of every precaution, as in the case of any 
pavement, some imperfections may sometimes de- 
velop. Frequently miles of road are built without 
any of these imperfections developing; at other 
times when the men are not fully experienced or 
will not take proper care after the road has been 
open to traflic, small spots will appear where there 
does not seem to have been sufficient bitumen and 
the stone starts to ravel. [Examination has shown 
that this frequently is due to the presence of a 
foreign substance on the surface when the bitumen 
was applied. Care should be taken to sce that 
before bitumen is applied there is nothing in the 
stone which would prevent it from penetrating the 
voids. In the fall of the year, when leaves are 
dropping from the trees, it is sometimes necessary 
to have a gang of ten men or more taking the leaves 
off the surface of the road immediately before the 
application of the bitumen. 

Usually imperfections of workmanship will de- 
velop within about 12 months of the time the work 
is done, and they may be corrected by patching, 
which should be done just as the work was done in 
the first place, except that bitumen may be hand 
poured, but stone and bitumen of the same kind, 
and the steam roller should be used. 


pranienta whic ra fig . 
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WATER AND THE SUBGRADE. 


By J. L. HARRISON, Highway Engineer, Bureau of Public Roads. 
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IN SPITE OF THE HEIGHT OF THE EMBANKMENT THIS BITUMINOUS MACADAM FAILED BECAUSE ENOUGH WATER WAS TAKEN UP 
AND HELD SO THAT HEAVY TRUCKS EASILY BROKE THROUGH THE SURFACING. 


HE DEVELOPMENT of the heavy truck has 
brought to the front a number of problems 
in highway design which demand considera- 

tion, but of these none are of more pressing impor- 
tance than those which arise in designing the sub- 
grade of a modern highway. This is because as a 
structure the subgrade is less reliable than the pave- 
ment that is laid on it, with the result that more 
money must be expended on the pavement than 
would be necessary if the stability of the subgrade 
could be so adjusted that its supporting power 
would become a reasonably uniform quantity. 
There have been some efforts to develop the sup- 


_porting power of the subgrade into a known quantity, 


and textbooks on highway engineering have gener- 
ally recognized the need of improvement in this 
particular by urging that one of the most important 
considerations in the design of a highway is that the 
subgrade be kept dry, there bemg in this presenta- 
tion of the matter two obvious assumptions, first, 
that it is possible to keep the subgrade dry, and, 
second, that if the subgrade is kept dry it will have 
a supporting power of such uniform quantity that it 
will offer a reliable foundation for any pavement 
which is laid over it. 


These assumptions are interesting because the 
last is almost unquestionably the result of the com- 
mon experience that during the summer months 
when subgrades are relatively dry their carrying 
capacity (except in the case of sands and gravels) is 
higher than when they are wet. On the other hand, 
the first assumption seems to have arisen from the 
logical deduction that by keeping subgrades dry the 
strength and the comparative uniformity of sup- 
porting power which subgrades show during the 
summer months would persist throughout the year. 


DRAINAGE AND THE SUBGRADE. 


for some reason there has been connected with 
this obvious deduction the idea that an impervious 
pavement and proper drainage will produce the 
desired condition of the subgrade. However, the 
emphasis which has been placed on proper drainage 
as a factor in producing this result has been greater 
than the facts warrant, for dramage, in the strict 
sense, deals only with the removal of that water in 
the soil and on its surface which is subject to the 
action of gravitation. But under many conditions 
the water which is causing trouble in a subgrade is 
held in the soil in spite of the action of gravitation. 


Therefore drainage, no matter how complete, often 
has been unsatisfactory, for it has quite generally 
failed to get at the real seat of the trouble. On the 
other hand, this fact did not become as conspicuous 
when light loads were moved over the pavements 
as it has become since heavy trucks ¢ame into com- 
mon use. 

Subgrades are constructed of all sorts of soil, the 
general practice being to build subgrades of whatever 
soil happens to be on the right of way. As a result 
of this practice, the soils found in ordinary sub- 
erades vary from rock and coarse gravel to clays 
which are so fine that much of the kaohn of which 
they are largely composed exists in a colloidal state. 
But all soils contain moisture, and here les the great 
difference in the behavior of different soils under 
the same conditions of drainage, for part of the 
moisture in these soils is moved by gravitation and 
part by capillary attraction. (We have no particu- 
lar interest in that part of the moisture content of 
soils which exists as surface films on the soil par- 
ticles.) It is a well-known fact that the percentage 
of pore space in different soils does not vary over a 
very wide range, but the size of the pores varies a 
great deal. In coarse gravel the pores may be quite 
large, in clay they are very small. Practically all 
of the water which exists in gravel is gravitational— 
that is, moved by gravity—while in a very fine clay, 
as fire clay, whatever free water is present is capil- 
lary water, there being almost no gravitational water 
at all. Between the coarse gravels and the fine 
clays, which are used as types because one contains 
practically no water held by capillary attraction and 
the other almost none that is subject to the action 
of gravitation, lie most of the soils used in con- 
structing highway subgrades. Unfortunately, these 
soils tend to resemble the clays more than they do 
the gravels. 





WHERE DRAINAGE FAILS. 


It is not surprising, therefore, to find that the 
soils ordinarily used in highway subgrades contain a 
good deal of water which is held there by capillary 
attraction—water which can not be ‘‘drained”’ 
out by the installation of any sort of a drainage 
system for it is not moved by gravitation. Nor, 
then, should it be surprising to find that ordinary 
drainage systems—open ditches and tile drains— 
so commonly fail to produce reasonably dry sub- 
grades, for the amount of water which normal soils 
will absorb and hold in spite of.the action of gravita- 
tion is often sufficient to reduce the carrying capacity 
of such soils to a point far below their supporting 
power when they are dry. Indeed, in the case of 
clay the contained water held without regard to 
gravitation may exceed 50 per cent of the total 
volume of the clay mass. This is, of course, enough 
to render the mass too plastic to be depended on to 
carry heavy loads. Other soils, depending largely 





BUILT THROUGH A CUT AND WITH THE DITCH FLOORS ABOVE 
THE BASE OF THE CONCRETE, THIS ROAD FAILED RAPIDLY 
UNDER HEAVY TRAFFIC BECAUSE THE MOISTURE FRGia 
THE HIGHER GROUND FOUND EASY ACCESS TO THE Sms 
GRADE ANID KEPT IT MOIST. 


on the amount of clay in them, have this same power 
of absorbing and retaining water, that is they can 
absorb and retain until it is dried out of them by 
contact with the air quite enough water to materially 
reduce their load supporting power. 

When such soils are used in highway embank- 
ments the water so absorbed is commonly obtained 
in one of two ways, from (1) the normal precipitation 
on the shoulders and slopes of the highway from 
which areas it is distributed through the subgrade 
by capillary attraction and from (2) the water 
table which underlies the highway, from which level 
it is raised into the subgrade by this same force. 
Modern practice in highway design almost always 
leaves the shoulders and the slopes open to the rain 
and, more frequently than is generally supposed, 
the water table is close enough to the surface of the 
ground so that capillary attraction will raise water 
into the subgrade. 


RAINFALL AND SOFT SUBGRADES. 


The normal rainfall on the shoulders and slopes 
of a subgrade is not usually looked at as the cause 
of any trouble with soft subgrades though it is, in 
fact, quite often responsible for such trouble. The 
percolation of water into the soil is a large subject 
by itself, but a number of the salient features may 
deserve notation in this connection. One of these 
is that while water percolates very slowly into a 
soil which is so dry that the films of moisture which 
normally surround the particles in the soil have 
been largely removed, it moves quite rapidly where 
the soil is moist. Moreover, percolating water 
moves both down and out, the outward movement 
being negligible when the pores in the soil are so 
large that the movement of the water is largely by 
gravity, but quite high when the movement is by 


capillary action. It therefore transpires that during 


a protracted rain, particularly in the spring when 
the soil is apt to be moist at all time, dense clay sub- 
grades may, and, in fact, do absorb a large amount 
of the rain which falls on the shoulders and that 
this absorption may carry the water considerable 
distances under the edges of the pavement. 

The moisture so absorbed is retained very persis- 
tently by the finer grained varieties of clay. In fact, 
it is no uncommon thing to find that, under the pave- 
ment, the pockets of such clays as fire clay or dense 
blue clay are quite plastic for weeks after ordinarily 
porous material has dried out to a point where a 
satisfactory bearing power has been developed. 
Many failures on hard surface pavements are due 
to the presence of pockets of materials of this sort, 
materials which, when protected by a relatively 
impervious pavement, retain enough moisture so 
that with what is absorbed through the shoulders 
and slopes during every rain they never become dry 
enough to be stable. The writer has seen fire clay 
taken from such pockets in July which was as 
plastic as good putty—the moisture in this clay 
having been prevented from direct evaporation 
by a bituminous concrete pavement, and the mois- 
ture which was drawn away by capillary attraction 
to make up for the evaporation from the shoulders 
having been resupplied from time to time by the 
rain which fell on the shoulders and slopes of the 
highway. 


CLAY SUBGRADE NEAR WATER TABLE. 


In the case of a water table which is near the 
surface of the ground a similar condition prevails. 
Water is raised by capillary attraction through 
various heights, materials through which this force 
will raise water 2 or 3 feet being common, while 
materials through which capillary attraction will 
raise water as much as double these heights are by 
no means rare. The presence of a large amount of 
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RUNNING WATER HARDLY VISIBLE, KEPT THE SUBGRADE UNDER 
THIS CONCRETE PAVEMENT WET, AND HEAVY TRAFFIC BROKE 
in UP. 


clay in a subgrade which 1s within 6 feet of a water 
table is, therefore, an invitation to trouble, for there 
are a great many clays which will absorb enough 
moisture under conditions of this kind to remain 
constantly plastic if their moisture content is pro- 
tected from evaporation by an impervious pavement. 

In this connection there is one point which de- 
serves mention: the moisture content in the top 
layer of the soil is the result of two opposing con- 
ditions, the rate of evaporation and the rate at 
which moisture is supplied from below by capillary 
attraction. In an open field the surface of the 
ground may become very dry during the day, due 
to a high rate of evaporation, and then may become 
quite moist during the night because the rate of 
evaporation has fallen very low while the rate at 
which moisture is being raised by capillary attrac- 
tion has remained constant. Through a pave- 
ment, on the other hand, there is obviously almost 
no evaporation, so a pretty constant moisture 





BITUMINOUS CONCRETE ON A PORTLAND CEMENT CONCRETE BASE. 


IS A POOR FOUNDATION. 
CLAY MASS WET. 


content may be maintained in the subgrade just 
below it by even a low rate of capillary flow, there 
being no need to supply moisture faster than the 
normal rate of capillary flow from the interior of 
the subgrade to the shoulders, to keep up a condi- 
tion of high moisture content under the pavement. 
That this condition prevails more often than is 
generally supposed is evident from the fact that 
during his investigations of this matter the writer 
has encountered moisture contents as high as 18.88 
per cent by weight (about 60 per cent by volume) 
and has found that 30 per cent of water by volume 
is quite a common moisture content in the clay 
immediately under an impervious pavement. Of 
course, any clay in a road embankment which 
contains as much water as this is so plastic that it 
cannot be depended on to carry very heavy unit 
loads. 

The obvious remedy for this condition of affairs 
is to use less clay in highway subgrades. For this 
reason the modern practice of balancing cuts and 
fills is to be regretted, for while economical as to 
first cost it carries with it the constant temptation 
to use a great deal of material which should never 
form a part of a highway embankment. To what 
extent it will be advisable to waste material which 
is now regularly used will depend very largely on 
what loads the highways are ultimately to be called 
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END OF SHOVEE 
HELD BY THE BOY SHOWS WHERE THE PAVEMENT SURFACE LAY ORIGINALLY AND DEMONSTRATES THE FACT THAT WEn oa 


WET CLAY WAS FOUND UNDER THIS BREAK. 


THIS SPOT IS ON A HILL, WELL DRAINED, BUT SEEPAGE THROUGH THE SHOULDERS KEPT stage 


on to carry, but, as the data now at hand serves 
to show that many of the clays act very much like 
sponges and absorb so much water that they are 
plastic much if not most of the time, the rejection 
of many of the clays would seem to be advisable 
if anything like uniform stability is to be secured 
in a subgrade. 


DRAINS NOT ALWAYS EFFECTIVE. 


The advocates of tile drainage, as a panacea for 
all of the ills that befall pavements, will argue that 
much can be done by using tile drains if the tile 
drains are placed deep enough. Tile drains can 
be so placed, it is admitted, that they will lower 
the water table. If placed from 6 to 8 feet or more 
below the surface they would probably stop most 
of the water now raised into the subgrade by capil- 
lary action. On the other hand the writer has 
found as high as 11.2 per cent of moisture by weight 
(about 30 per cent by volume) in a clay soil under 
an asphalt pavement (2 inch asphalt top on a heavy 
concrete base) where the water table was so far 
below the surface that a service opening 10 feet 
deep had not yet encountered it. 

This would seem to indicate that there are times 
when water is raised a long distance, for there did 
not appear to be any other source from which this 
moisture could have come. The sheet asphalt 
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pavement precluded any assumption that this 
water had come through the pavement. The side- 
walks are of concrete and the building space for 
hundreds of feet in all directions is under roof. 
The obvious conclusion is that where there is no 
direct evaporation and where there is no shoulder 
evaporation, water either may be gradually lifted 
to heights much above the ordinary limit of capul- 
lary attraction or that condensation on the under 
side of the pavement may eventually develop a 
high water content in the underlying soil, if this 
soil is dense enough to retain moisture. 

In any case the use of tile drains to unwater 
clay subgrades is pretty largely a waste of money, 
for clay as it is compacted into a highway subgrade 
can not be unwatered in this way unless the tiles 
are placed deep enough to keep the water table 
beyond the range of capillary attraction, which 
means that to accomplish the desired results the 
tile must be placed much deeper than is now com- 
mon and even then the results will be very doubtful. 
Indeed this should be clear for another reason. 
Clay is so impervious that it is constantly used 
to make cofferdams water-tight. In the construc- 
tion of cofferdams a thickness of a very few feet 
of clay is often used to hold back a considerable 
head of water. Used in this way, clay is a standard 
construction material. Just why, then, engineers 
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PRlEURE DUE TOrASATURATED CLAY SPOT UNDER A BITUMINOUS CONCRETE ROAD IN NEW JERSEY. THIS HOLE |S SO DEEP THAT 
VREWRUCK AALES HAVE RAKED THE BUNCH AT THE LEER OFF FWAR, 


should try to drain this same material by running 
a few tiles through it is not clear. A clay subgrade 
may contain a large amount of water, but this 
water is contained in pore spaces which are so small 
that gravity is not strong enough to overcome the 
capillary attraction which holds it in these pores, 
so little or no good attends the use of tile drains 
in such material, except as such drains are used to 
cut off the supply from which the water in the wet 
strata is drawn. 


PROBLEM IN SPRING THAWS. 


Another phase of the general problem of dealing 
with water in the subgrade is presented by the spring 
thaws. Itis a notorious fact that at this time of the 
year subgrades, especially in northern regions, are 
more apt to give trouble than at any other time. 
The cause is not hard to locate, but the undesirable 
conditions which result are extremely hard to correct. 
Briefly, during the severe weather of the northern 
winter, the moisture in the ground freezes to a depth 
of from a few inches to a number of feet. Even 
though the moisture content in the soil is not very 
high, it is usually sufficient to convert the frozen 
stratum into a solid mass through which no water 
can percolate. Indeed, even if the mass is not im- 
pervious, no water can pass through it, for its tem- 
perature is so low that any moisture which reaches 
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THE BREAKS IN PROCESS OF REPAIR OCCURRED OVER POCKETS OF CLAY WHICH ABSORBED AND RETAINED ENOUGH WATER 7O 
KEEP RHE CLAY PEASTIC. 


it will be converted into ice. Itis, therefore, a barrier 
through which no water can pass. 

When spring comes, the warmer weather first con- 
verts whatever snow and ice there is on the ground 
into water and then gradually melts the ice which is 
in the soil itself. The melting of the ice in the frozen 
eround is a slow process—one which, when the spring 
opens gradually, may take from two weeks to a 
month or more. But during all of this period—that 
is, as long as there is any of this frozen stratum left 
under the surface of the ground—none of the water 
which is formed by melting the snow and ice which 
lay on the ground when the thaw began, and none 
of the rain which falls while this frozen stratum per- 
sists, can penetrate the ground farther than the top 
of whatever remains of the frozen stratum. Thus, 
if the ground was originally frozen 3 feet thick and 
6 inches of this distance has melted, any moisture 
which melts on the surface or which falls as rain and 
is absorbed by the soil must be retained in this 6 
inches of melted soul, for it can not, in the nature of 
things, percolate into the 24 feet of ground which is 
still frozen. 

This condition is not so hard to handle on rolling 
ground for here the surface run-off is high, but on 
flat ground the results of this condition are apt to 
prove serious, for here the run-off is slower; indeed, 
there is apt to be an accumulation of water from sur- 
rounding high ground, and when this water has been 


absorbed in the thin layer of thawed-out ground 
complete saturation often results. In this way a 
condition is created which is exactly simular to that 
which would result if the water table were raised to 
the surface of the ground. Of course, the strength 
of any subgrade which is subjected to such a condi- 
tion is adversely affected by it, and when the pave- 
ment is laid so that the top of the subgrade is only a 
few inches above the surrounding ground or even, as 
too often happens, a httle below the surrounding 
ground, the complete saturation of the subgrade im- 
mediately under the pavement naturally results. 

There is nothing strange or unusual about this 
phenomenon unless it be the amount of water which 
is sometimes found in the top layers of the ground 
during these periods. As throwing some light on 
this, some samples taken from rather porous a 
last spring showed: 

Topanech,"29°3" per ane of water, by weight. 

Top of frozen ground 6 inches pean surface, 24.9 
per cent of water. 

Ten inches below surface (4 inches below frost line), 
14.7 per cent of water. 

The ground had frozen after rather a wet period 
and so the moisture content of the frozen ground was 
higher than would be normal. The other percentages 
are, however, quite normal for hght soul, and while 
the water content in the first inch is very high this 
merely serves to show what commonly results at 
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A HIGH FILL HAS ABSORBED SO MUCH WATER THAT THIS MAT COVERED MACADAM HAS BEEN CUT TO PIECES. 


this time of the year. It is needless to remark that 
soil as wet as this can not support any heavy loads; 
indeed, a man walking over it sinks into it 2 or 
3 inches, so it is not strange that pavements fail 
during the period when the frost is coming out of 
the ground. 

Tile drainage does not help this condition. It 
should be clear that tile drainage can do nothing for 
such a condition as this, for the essence of the trouble 
is that the normal percolation of surface water into 
the lower strata is cut off by the sheet of frozen soil 
which underlies the surface. As all tile drainage is 
located some feet below the surface, any sheet of 
frozen ground so entirely cuts it off that it can have 
no effect in removing the water on the surface. 


SURFACE DITCHES HELP. 


On the other hand, a good system of surface ditches 
is an assistance during spring thaws. Such a system 
usually does not, however, meet the condition as well 
as could be desired, for it requires a great deal of 
attention to keep surface ditches free from obstruc- 
tions, especially ice, and as a result it is not at all 
uncommon to find ditches, which in ordinary 
weather are entirely adequate, standing full of water 
during spring thaws because ice dams have formed 
in all of the shaded sections of them. 

Another factor of no little importance at this 
period is the tendency: of the least depression to 
catch and hold water. This is not only because of 
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the saturated condition of the soil as above described, 
but is also due to the fact that when the air is only 
shghtly above the freezing point, as is its normal 
condition in the early spring, a relatively small 
amount of water can be taken up and carried away 
in the air. There is, then, at this time of the year, 
a combination of conditions—the absence of normal 
subdrainage, the clogging of surface drainage, and 
the low moisture absorbing power of the air which 
all tend to keep subgrades in a wet and weakened 
state. At least two of these conditions are of such 
a nature that they must be recognized as phenomena 
over which there is no control. Even the third, the 
formation of ice dams in shaded sections of the drain- 
age ditches, is one which is extremely difficult to deal 


‘with, but which must be handled if any relief from 


this condition is to be secured. 

There is much which can be said as to the proper 
functions of drainage systems in the protection of 
subgrades, but the salient features of good ditch 
design arematters which are too well known to deserve 
much comment in this connection. One point, how- 
ever, deserves mention, and that is that ditches 
should always be kept open and evenly graded so that 
they will not impound water. Water impounded in 
ditches works under the pavement easily and rather 
rapidly. Running water in highway ditches is to 
be condemned for the same reason. Where the sub- 
grade is sandy and porous the seepage from water 
impounded in a ditch or runnmg in a ditch does not 
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spread out very far laterally, but where the soil is 
heavy the lateral seepage is more of a factor, and, 
in fact, a good many pavement failures can be 
traced to these very causes. 


TESTS OF SOILS FOR SUBGRADE. 


Looked at from a little different angle, the impor- 
tant point in this discussion would seem to be that, 
as there is no justification for the common assump- 
tion that drainage will keep a highway subgrade dry, 
it is neither logical nor correct to design pavements 
on the theory that their subgrades will be dry. On 
the other hand, there bemg every reason to assume 
that there will be times when very little subgrade is 
in an entirely satisfactory condition and that, in any 
locality, subgrades of some materials will almost 
never be as strong as they should be, it would be far 
more advisable to accept as normal bearmg powers 
a good deal lower than the maximum attained during 
dry weather, and to discard as unfit for use in the 
subgrade materials which are known to fall below 
this limit of strength whenever capillary attraction 
fils their pores with water. This would imply an 
examination of the strength of compacted soils con- 
taining a relatively high water content, and accept- 
ing as inevitable the high water content of soils 
which is known to be common during the spring 
months. This would also, as suggested above, imply 
wasting soils which fell below the established stand- 
ard of supporting strength under the conditions as to 
moisture which are normal at this time of the year. 

At first glance this may scem to be a visionary 
scheme, but on careful study it will usually be found 
that the amount of testing, which would be required 
in order to elimimate undesirable soils, would be no 
ereater and no more expensive than the testing now 
done by every well-managed highway department in 
order to insure the satisfactory nature of other build- 
ing materials. As there can not be the slightest 
doubt that the heavy loadings now carried on the 
highways makes it as important that the subgrade 
should be composed of materials of proper charac- 
teristics as it is that the base should contain good 
ecment or the top good brick, an equal amount of 
care in the selection of materials for the subgrade 
would seem to be m line with the general progress 
which is being made in the art of highway construc- 
tion. 


BONDS FOR HIGHWAY. 


Sussex County, Del., will issue bonds to the 
amount of $500,000 to construct a concrete road 
across the county from Lewes and Rehoboth Beach 
to the Maryland line. 


NEW HAMPSHIRE LEGISLATION. 


This year’s session of the New Hampshire Legis- 
lature passed the annual appropriation of $125,000 
for road maintenance and appropriated $250,000 
for State-aid roads; enough money was appropriated 
from the State treasury to secure Federal aid to the 
amount of $800,000. The old law fixing the limit of 
cost of State-aid roads was repealed. 

In New Hampshire, under a new law, the power 
to locate new State highways is now vested in the 
eovernor and council, and not with the highway 
commission. 


CONVENIENT PROJECT RECORD. 


NE OF the most important functions of a 
district office is to keep detailed and readily 
accessible records of the routine transac- 

tions on all projects under the supervision of the 
district office. A form devised by the Portland 
office, and shown on the opposite page, is unusually 


well suited for this purpose, for it is comprehensive, 


easily referred to and of general utility. The form 
is self-explanatory. 
As a district record the form is bound in a loose- 


leaf binder of a size convenient for a desk record. — 


Projects are entered serially by States and the form 
filed in as the project is developed. In a number 
of districts the territory is subdivided, and an 
engineer placed in charge of each subdivision. 
Where this is done, a copy of this record may also 
be kept for each subdivision. | 

With slight changes the form is. also adapted for 
use in State offices, not only as a ready desk record 
but also as a permanent record, for it enables the 
compact recording of practically all of the ad- 
ministrative and fiscal data which it is desirable to 
have in studying the progress of a project and in 
determining when and why special attention should 
be given to it. | 

Records of this nature are invaluable when kept 
up to date. They become practically valueless 
when there is even a suspicion that they are inac- 
curate or incomplete. For that reason, wherever 
this form or one of similar design is adopted, the 
work of keeping it up should be intrusted to a 
responsible clerk, and it may even be advisable to 
require a notation on all documents from which 
entries on this form are to be made, that the proper 
entries have been made, before such documents are 
transmitted. Where such a check is used, this will 
prove to be a valuable record, both for use in the 
office and in the field. The form is as follows: 
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REPORT ON RURAL CONCRETE ROADS. — 
Results of the Conference of the Mississippi Valley | 





Association of State Highway Departments. 


CONFERENCE on recommended practice for 
A rural concrete road construction was held by 
the Mississippi Valley Association of State 
Highway Departments at Hotel La Salle, Chicago, 
February 10 to 11, 1919. 

As a basis for the consideration of various sub- 
jects the conference had at hand the recommended 
practice for concrete road and street construction of 
the American Concrete Institute, which is to be 
found in full in the Proceedings of the Institute for 
19m8e (Viol. ATV, p. SES: 

It was the general understanding that for the 
present the Mississippi Valley Association would not 
issue a complete recommended practice covering all 
features and all details. It is expected that this 
may be done by future conferences. The present 
report, therefore, is confined to those points where 
there was a difference of opinion between the Missis- 
sippi Valley Association conference and the Ameri- 
can Concrete Institute, where the American Con- 
crete Institute recommended practice was silent, 
where amplification was thought desirable, and where 
the American Concrete Institute recommended prac- 
tice was not considered sufficiently definite. 

In general, therefore, the recommended practice 
of the American Concrete Institute is to be followed 
in so far as there are no conflicts with the findings of 
the Mississippi Valley Association conference. 

Throughout the text of this report will be found 
references to the recommended practice of the Ameri- 
can Concrete Institute, which references are made 
by section number, chapter numbers being disre- 
garded. The subject alone of those topics discussed 
by the Mississippi Valley Association conference 
concerning which there was no essential difference 
of opinion from the recommended’ practice of the 
American Concrete Institute, is mentioned with 
appropriate reference thereto. 


TESTS. 


Testing of cement.—(See secs. 1 and 2, A. C. I.) 

Tests of fine aggregate.—(See secs. 1, 3, and 4, 
A.C.I.) Itis recommended that the following tests 
be made to determine suitability of fine ageregate 
for use in concrete roads and pavements: 


1. Organic impurities (colorimetric tests) (see sec. 
1, hee Cali 

2. Sieve analysis. 

3. Mortar strength test (see sec. 1, A.C.1.).  Ten- 
sion tests of standard briquettes are recommended 
in addition to compression tests. 

4. Volume of silt. 


Field tests.—Field tests for grading should be 
made with a nest of sieves of the following mesh: 





; Size Size of 
oe opening wire in 
: ininches. inches. 
100 0.0058 0.0042 
48 .0116 . 0092 
28 .023 0125 

14 . 046 .025 

8 . 093 .032 

4 .185 .065 











Volumetric tests for silt determination are rec- 
ommended, in which sand and water are shaken 
together in a graduated glass cylinder. The depth 
of the deposit on top of the sand is a measure of the 
foreign material present. Volumetric tests for silt 
determination should be considered as ay.;roximate 
for determinations to be made in the field, but 
material should be accepted only after the quantity 
of silt is determined by the weight method, except 
in those cases where the volumetric test shows not 
to exceed 7 per cent of silt at the end of one hour. 


MATERIALS. 


Fine aggregate.—(See secs. 1, 3, and 4, A. C. I.) 
Fine aggregate should consist of particles of durable 
rock that will pass a laboratory screen having four 
meshes per inch. The fine aggregate may consist 
of natural sand or of a mixture of natural sand and 
screenings from durable crushed stone or gravel, 
provided the screenings are free from dust and the 
volume of screenings does not exceed 50 yer cent 
of the volume of fine aggregate. It is important 
that all fine aggregates be tested for organic impuri- 
ties as described in section 1, A. C. I. 

Coarse aggregate.—(See secs. 1 and 5, A. C. I.) 
The coarse aggregate for one-course pavements and 
for the base course of two-course pavements should 
be composed of pebbles or crushed stone. All of 
the particles should be sound and durable. Slag of 
suitable quality and uniformity may be employed. 
The crushed stone should be durable and of uniform 
quality and should have a French coefficient of 
wear of not less than seven. 

The aggregate should be free from flat and elon- 
gated particles. The sizes of the particles should 
be graded reasonably uniformly from coarse to 
fine, such that all will pass a 24-inch screen, and 
not less than 95 per cent retained on a }-inch screen. 

The coarse aggregate for the wearing course of a 
two-course pavement should meet the above require- 
ments except that the maximum size should not 
exceed that which will pass a 1-inch screen. 


Proportions.—One-course road: The concrete 
for a one-course pavement that is to be machine 
finished should be mixed in the following propor- 
tions: 1 sack of cement, 2 cubic feet of sand and 4 
cubic feet of coarse aggregate. For work that is 
to be hand finished the proportions should be 1 sack 
of cement, 2 cubic feet of fine aggregate and 34 cubic 
feet of coarse aggregate. 

Two-course road: The proportions of the concrete 
for a two-course pavement should be as follows: 
For the lower course, 1 sack of cement, 2 cubic feet 
of fine aggregate and 4 cubic feet of coarse aggregate. 

The proportions for the wearing course should be 
1 sack of cement, 2 cubic feet of fine aggregate and 

4 cubic feet of the coarse aggregate prescribed for 
the wearing course of the two-course pavements, 

Quantity of water: It is recommended that 
extreme care be employed in proportioning the 
mixture as regards water content, and that this fact 
be checked by the slump test as follows: For the 
test, 6 by 12 inch cylinders should be tamped full 
of the concrete as mixed and the cylinder immedi- 
ately removed. For work that is to be finished by 
hand, the slump of the concrete upon removing the 
cylinder should not exceed 6 inches and for work 
that is to be machine finished the slump should not 
exceed 2 inches. 


DESIGN. 


Thickness.—(See sec. 13, A. C. I.) The thick- 
ness should be not less than 7 inches at the sides nor 
8 inches at the center for two-track roads up to 
20 feet in width. The thickness for single-track 
roads should be not less than 7 inches at any point. 

Widths.— (See sec. 12, A.C. 1.) It is inadvisable 
to build concrete roads less than 18 feet in width. 
Where a single-track road must be built 1t should be 
made 9 feet in width and the 9 feet should be cen- 
tered on the center line. Pavements with widths 
between 10 feet and 16 feet should not be built. 

The width of grade to be traveled should be not 
less than 24 feet for any width of pavement and the 
minimum over-all width of shoulders should be at 
least 8 feet more than the pavement width. 

Crown.—The crown should be a total of 1 inch 
for two-track roads not exceeding 20 feet in width. 
If on center line the crown for single-track roads 
should be one-half inch. If placed with one edge 
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grade of the original center line before widening is to 
be maintained where pavement is superclevated. 
The crown of the surface is to be flat where pave- 
ment is superelevated. | 


GRADING AND DRAINAGE. 


Grades.—(See sec. 19, A. C. I.) Concrete pave- 
ments can be successfully constructed on any maxi- 
mum grade likely to prove best from general eco- 
nomic consideration. In the middle west maximum 
grades exceeding 6 to 8 per cent should not be 
adopted under ordinary circumstances. 

Considering the permanency of concrete surfacing 
a greater expenditure of money is justified in 
eliminating frequent and minor breaks or changes in 
grade than is the case with a less permanent type of 
road. 

Vertical curves on steep grades should be suffi- 


ciently long to give an unobstructed view of at least 


on the center line the surface should be sloped all 


one way with a total slope of 1 inch. 

Alignment.—No radius should be less than 200 
feet on center line of turns. 

Widening turns.—(See sec. 16, A. C. I.) On 
all turns the center line of the road should be marked 
by a white strip 8 inches wide. 

Superelevation of curves.— (See sec. 15, A. Cal.) 
Except when drainage condition may prevent, the 


250 feet. 

Drainage.— (See sec. 20, A. C. I.) On sections 
where deep ruts have been made through clay soils 
subdrainage should be provided throughout the 
entire length of the cut. 

Culverts and bridges.—All culverts and bridges 
should be constructed of reinforced concrete built in 
place. For purposes of this report spans up to and 
including 12 feet should be considered culverts. 
Spans over 12 feet should be considered bridges. 

The clear width between culvert end walls 
should be not less than the full width of the grade as 
constructed. 

Bridges should have a clear width of not less than 
20 feet and should in every case have a clear width 
of not less than 2 feet more than the pavement 
width. If sidewalks are necessary, they should be 
provided for in addition to the above widths. 

Subgrade.—It is recommended that if possible 
the subgrade for a concrete pavement be not trenched 
out and that it be kept higher than the berms, so as 
to provide drainage directly to the side ditches. 

Very careful attention should be given to the 
rolling of the subgrade. It is recommended that a 
macadam type of roller be used, weighing not less 
than 10 tons. If the rolling at any time causes the 
subgrade to become wavy, the rolling should be 
stopped immediately over the wavy parts, and the 
soft material investigated. In clays this is almost 
always due to moisture and unless it is possible for 
it to dry out by the sun and wind without delaying 
the work, it should be removed and replaced with 
dry clay or other suitable material that can be rolled 
in asatisfactory manner. If any depressions develop 
they should be filled with acceptable material as the 
rolling progresses. Sand and sandy soils require a 
minimum amount of rolling. 
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It is recommended that the rough grading be 
completed very closely to the intended cross section 
of the subgrade and to the full width of the shoulders. 
Avoid shallow filling without plowing. Avoid filling 
narrow, deep ruts without plowing and disking. The 
finished subgrade immediately ahead of the concrete 
should be corrected to proper cross section, using a 
template. 

Where the method of depositing the aggregates on 
the subgrade is followed (see sec. 25, A. C. I.), the 
subgrade should be completed fully im sections not 
exceeding 600 feet in length immediately before the 
aggregates are deposited. The surface should be 
brought to true cross section, using a template or 
other acceptable method. ‘The roller should be 
kept in constant operation while the aggregate 1s 
being delivered. Any ruts or irregularities caused 
by the handling of the aggregates should be filled 
up and thoroughly tamped. Wherever possible, 
hauling over finished subgrade with teams or motor 
trucks should be avoided. 

Where necessary, to avoid formation of an objec- 
tionable layer of dust the subgrade should be 
sprinkled in advance of placing materials. 


EQUIPMENT. 


Unloading yard and equipment.— (See sec. 23, 
2 Cle 

Hauling equipment.—(See sec. 24, A. C. L.) 

Industrial railway.—Use is recommended. (See 
sec. 24, A. C. I.) 

Dumping on the subgrade and into the 
mixer.— (See sec. 25, A. C. I.) 

Mixer.—The mixer should be of a standard pay- 
ing type having a capacity of at least two-bag batch, 
commonly known as size No. 14. 

The mixer should be equipped with a boom and 
bucket or some other mechanical device that will 
deliver concrete of a proper consistency, also with 
an automatic timing device and a device that will 
accurately measure the water for each batch. 

The attention of the mixer manufacturers is 
directed to the advantages of perfecting a mixer 
that will shorten the time necessary for proper 
mixing and permit the inspection of the batch be- 
fore delivery. 

Water supply.—(See sec. 26, A. C. I.) In addi- 
tion to the general recommendation of the American 
Concrete Institute recommended practice, the water 
supply should be free from injurious substances, 
duplicate pumping machinery should be provided, 
booster pumps should be provided on long pipe lines, 
and in all pipe lines there should be provided unions 
at intervals not greater than 1,000 feet. 

Tees for supply water to the mixer and for sprink- 
ling should be placed at intervals not greater than 
100. feet. 


MIXING AND PLACING. 


Time of mixing.—(Sce sec. 27, A. C. I.). Ma- 
terials should be mixed at least one minute after the 
entire batch is in the drum. The speed of the drum 
should be not less than 12 revolutions per minute. 

Measuring materials.—(See sec. 28, A. C. I.). 
All materials should be accurately measured in re- 
ceptacles of such size that the minimum number of 
units when struck off level will give the proper 
quantity for a batch. . 

Side forms.—(See sec. 29, A. C. I.). Steel side 
forms should be used and after the forms are set the 


joints should be inspected carefully using a straight . 


edge to insure proper horizontal and vertical align- 
ment. 

Placing concrete.—(See sec. 30, A. C. I.). The 
operation of depositing, spreading, and finishing the 
concreté should be as nearly continuous as possible 
for the full width and thickness of the pavement. 
When delays, of sufficient length to permit the con- 
crete deposited to attain initial set, are necessary a 
suitable header should be placed at right angles to 
the road and the concrete finished to this header to 
true elevation and cross-section. 

The concrete may be transported from the mixer to 
place on the subgrade in any convenient manner 
which avoids the segregation of materials. Any 
device or method of operation which tends to segre- 
gate the materials in such a manner that later 
operations do not completely eliminate such segre- 
gation should not be permitted. 

Placing concrete in cold weather.—(See sec. 
31, A. C. I.). Every effort should be made to 


arrange for closing concrete road work in the fall. 


or on about such date as the Weather Bureau 
reports for the locality for the past 10 years indi- 
cate the probability of temperatures materially 
below the freezing point. If circumstances necessi- 
tate continuing work for a short period after freezing 
weather is likely to occur, precautions should be 
observed which will insure positively that the con- 
crete may not become frozen under the most extreme 
conditions of temperature for the period, as indi- 
cated by weather reports for the past 10 years. 
Concrete should be protected absolutely from 
freezing by suitable means for at least 7 days after 
placing. 
JOINTS AND REINFORCING. 


Expansion joints.— (See secs. 32 and 33, A.C. I.). 
Expansion joints should be used only in specific 
cases, such as, junctions between the pavement and 
other fixed objects. 

Expansion joints when used should consist of 
either high grade wool felt or a fibrous material 
combined with a coal tar or asphalt compound. 
The filler should contain, by weight, not more than 
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8 per cent of mineral matter and not less than 5 per 
cent nor more than 25 per cent of fiber. 

Contraction joints.—(See secs. 34 and 35, 
A.C. 1.). Contraction joints should not be used. 
Construction joints should be made at the end of 
each day’s work or when mixing is stopped for any 
reason longer than one hour. 

Reinforcement.—(See sec. 37, A. C..1.). For 
pavements up to 18 feet in width with good founda- 
tion the value of any practicable amount of rein- 
forcement is questionable. 

For pavements over 18 feet, and especially where 
foundations are not thoroughly satisfactory, rein- 
forcements, mainly in a transverse direction, may be 
used to advantage. 

Where reinforcement is used it should be wire 
mesh or separate bar reinforcement, not less than 40 
pounds per 100 square feet, and the proportion of 
transverse to longitudinal steel should be not less 
than 3 to 1. | 

The reinforcing should be placed not less than 2 
inches from the finished surface of the pavement. 
Adjacent widths of the fabric should be lapped not 
less than 4 inches when the lap is made perpendicular 
to the center line of the pavement and not less than 
1 foot when the lap is parallel to the center line. 

Circumferential reinforcing—(See sec. 38, A. 
C21) 

FINISHING. 

Machine finish.—(See sec. 39, A. C. 1.) When 
mixtures of relatively dry consistency are used, such 
as ‘those necessary to secure maximum strength as 
far as such strength is determined by the water con- 
tent, mechanical strikers and tampers should be used. 
Machines should be so constructed and operated that 
they strike off and thoroughly tamp the concrete. 
They should be so constructed that they may be 
readily operated over the same area repeatedly. 
Machines to serve the purposes above indicated 
should be subject to the approval of the engineer. 
The mechanical device or devices used should be so 
made and operated as to leave the finished slab true 
to grade, crown, and surface and absolutely free 
from porous places. 

Hand tamping.—If a mechanical finisher is not 
used and the consistency of the concrete is to be as 
above described, after spreading the concrete should 
be thoroughly hand tamped by means of a tamper 
of the nature of a strike board operated by one or 
two men stationed at each end of the tamper on 
opposite sides of the roadway. Hand tamping 
‘should be vigorous and sufficient to consolidate the 
conerete in such a manner as to close all voids. The 
hand tamper should be followed by a final strike 
board and all operations carried on in such a manner 
as to leave the surface hehind the final strike board 
true to grade, crown, and surface, and absolutely 
free from porous places. 


Roller and belt finish.—(See sec. 40, A. C. I. 
If a medium consistency is used, the concrete should 
be spread, agitated, and tamped in such a manner 
as to insure positively the avoidance of stone pockets 
or porous places. It should be struck off true to 
erade, crown, and surface. It should then be rolled 
by a light hand roller of approved design operated 
in such a manner as to remove the surplus water 
and leave the surface true to grade and crown. 

When hand methods of striking and tamping are 
used the final finishing should be executed by means 
of an approved belt operated in such a manner as 
to leave the pavement true to crown and free from 
waves, ridges, depressions, or other irregularities and 
with a uniform mat surface. 

Curing.—(See sec. 41, A. C. I.) As soon after 
finishing as may be possible, without marring the 
surface, the slab should be covered with canvas. 
When the concrete has set sufficiently to obviate the 
possibility of marring, and where local conditions 
permit, suitable longitudinal and transverse dikes 
should be built and water supplied to cover the sur- 
face of the concrete to a uniform depth of 2 inches. 
The water should be maintained on the surface for 
not less than 14 days. Under conditions where it is 
impractical to adopt the ponding method of curimg 
the surface of the concrete should be covered with 
not less than 2 inches of earth and kept moist for at 
least 14 days by wetting not less frequently than 
intervals of 12 hours. 

Traffic should not be permitted to use the pave- 
ment in less than 21 days if the pavement has been 
subject to favorable curing conditions; nor m less 
than 40 days if subject to unfavorable curing 
conditions. 

Traffic should not be permitted to use the pave- 
ment for a period of at least three days after removal 
of the water or earth covering. 

Traffic should not be permitted to use the road 
until all dike or earth coverings have been com- 
pletely removed. 


INSPECTORS AND INSPECTION. 


Inspectors.—Inspectors should be selected with 
great care. | 

The remuneration of an inspector should be 
sufficient to secure a man of the following qualifica- 
tions: Practical experience, knowledge of specifica- 
tions and construction, absolute integrity, quick 
decision, sound judgment, forceful personality, 
common sense, and the ability to command the 
respect of the contractor. The inspector should 
have broad perspective and should be able to dis- 
tinguish between essentials and nonessentials. It is 
recommended that inspectors of concrete construction 
begivena preliminary course of training in their duties, 
including a study of materials and the interpretation 
and significance of laboratory and field tests. 


Inspection.—Inspection must be intelligent and 
thorough, and should include inspection of materials 
and inspection of construction. The nature of the 
work requires a man familiar with the specifications 
and the fundamental principles underlying each 
clause. 
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Poor work in concrete construction can not be 
corrected as the work progresses and poor inspection 
will nullify the best prepared specifications. In- 
spection should include a daily report on the progress 
of the work and should be subject to supervision by 
the proper engineering authority. 


Notes and Suggestions For Inspectors On 
The Construction of Concrete Pavements. 


HE FOLLOWING notes on the inspection 
7 of concrete highway construction, prepared 
and submitted to the Bureau of Public 
Roads by Clyde E. Learned, highway engineer, 
assigned to the Denver office, are the result of his 
experience on concrete road construction in the 
Southwest. The cuts accompanying these notes 
give details of the tools used and, while similar tools 
are commonly found on concrete pavement jobs, 
these are worthy of special study because of the 
many interesting details in which some of them differ 
from what might be termed ordinary practice. 


MATERIALS. 


Cement.-—-As all cement usually is tested before 
shipment, the field engineer should receive copies of 
these tests, together with car number and amount 
shipped. This data should be filed for ready refer- 
ence, and as the cement cars arrive the engineer or 
inspector should break the car seals and remove the 
shipping cards, which should be checked with the 
original shipping notification. 

Fine aggregate..—The fine aggregate shall con- 
sist of natural sand or screenings from hard, tough, 
durable crushed rock or gravel, graded from coarse 


to fine. The followmg requirements are recom- 
mended: 

Per cent. 
‘Tewalpemiinie ameh»sereen. ... 2.2 o.. 2... ee 100 
Total passing No. 20 sieve not less than....................- 50 
Tetal passing.No. 20gievemotamore thaay......-....-.92eeee 80 
Total passing No. 50 sieve not more than................... 20 
Total passing No. 100 sieve not more than..............-... 5 


Not more than 3 per cent by weight of clay or loam. 


Before starting operations on a contract the vari- 
ous supplies of sand are tested in the laboratory 
and the source of supply determined upon. Itis 
very essential to insure that the material being used 
is practically as good a quality as the sample origi- 
nally tested, and it often is necessary to determine 
upon the probable suitability of a new source of 
supply. In such cases it is necessary to make field 
tests on the materials. These tests should include 
the folowimg: 


1. Visual inspection by means of the physical 
senses, this being to a great extent dependent upon 
the training and experience of the individual who 
makes the mspection. 

2. Grade by means of a set of portable sieves, the 
set to be made up of a }-inch screen or a No. 4 sieve 
and No. 10, No. 20, No. 50, and No. 100 sieves. 

3. To test for cleanness, made by the volumetric 
method, shake a small sample of the sand to be 
tested in an excess of water in a bottle or measuring 
glass, allowing any suspended matter to settle on 
top of the sand. This test will reveal the presence 
of clay or loam but does not indicate the proportion 
in which these materials are present in the sand. 

4. To test for organic impurities, place 44 ounces 
of the sand which is to be tested in a 12-ounce gradu- 
ated bottle and add enough of a 3 per cent solution 
of caustic soda to fill the bottle to the 7-ounce mark. 
Shake well and then let stand over night. If the 
color of the solution becomes dark red to black, the 
sand contains enough organic material so that it 
should be accepted only after very careful mortar 
strength tests. 

Coarse aggregate.—The coarse aggregate shall 
consist of clean, hard, tough, and durable crushed 
rock or gravel. It shall be free from soft, flat, or 
elongated particles. The coarsest particles shall 
pass a 2-inch round opening, and not more than 
10 per cent by weight shall pass a 3-inch round 
opening or }-inch square opening. 

If gravel is used, watch it for coated material 
and clay lumps. 

The coarse aggregate should be fairly well graded, 
the following grading being recommended: . 

Total passing 2-inch sereen, not less than 100 
per cent. 

Total passing 1-mch screen, 40 to 75 per cent. 

Retained on }-inch screen, not less than 90 per 
cent. 

Water.—The water should be reasonably clear, 
and free from alkalis, acids, and organic matter. To 
determine alkalinity or acidity, test with litmus 
paper. Use colorimetric test to determine presence 
of organic matter. 





Apparatus.— 
The following ap- 
paratus for field 
tests usually will 
be sufficient: 

A set of portable 
sand sleves con- 
taining a 4-inch 
screen or a No. 4 
sieve and No. 10, 
No. 20, No. 50, and 
No. 100 sieves. 

Aset of portable 
stone screens con- 
taining 24, 2, 14,1, 
3,1, and 4 screen. 

Omer 250 c. c. 
graduated glass 
beaker. 

Six 12-ounce 
bottles, wide 
mouth. 

One set of bal- 
ances. 

One quart caus- 
tic soda (8 per 
cent solution). 

One 32-ounce 
bottle,wide mouth. 

One engineer’s 
scale. 


DRAINAGE AND 
PREPARATION OF 
THE SUBGRADE. 


During con- 
struction it may 
often develop that 
the plans have not 
made adequate 
provision for the 
drainage of the 
subgrade and that 


wet spots exist 
which should be 
taken care of. 


The usual proced- 
ure in such cases is 
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to put in a system of tile under-drains laid in trenches 
2 to 3 feet deep, using 4-inch tile, and backfilling these 
trenches with crushed stone or large-size gravel. 
In some cases a mat of some pervious material, 
such as sand, crushed stone or gravel is laid and 
upon this the pavement is built. Whenever this 1s 
done, the mat should be drained to the ditches by 
means of blind drains. A combination of the two 
above methods often is warranted. 


In the construction of pavements it should be irsist- 
ed upon that the side ditches are down deep enough to 
provide for the adequate drainage of the foundations. 

Rainfall is disposed of by surface drainage. 
Therefore, as far as possible, the road surface, 
shoulders, and ditches should be designed and built 
with this end in view. 

As the concrete work progresses many places will 
be found where the subgrade is low and the contrac- 


tor, loesmre -con- 
crete, May desire 
tousesand orother 
materials which 
are handy to bring 
the subgrade to its 
proper level. 
Whenever this 1s 
done, care should 
be used to insure 
that allsuch mate- | 
rial is well tamped, 

also that the total 

width of the pave- 

ment is uniformly : 
compacted and 

that a pervious 

mat of such mate- 

rial as sand 1s not 

used for filling on 8 
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front of the mixer during concreting. 

Before placing any concrete on the subgrade, it 
should be well wet down. In the case of sand and 
gravel subgrades a large amount of water is neces- 
sary. It usually will require from 4 to 14 gallons 
of water per square yard of surface, depending upon 
Whether the subgrade is of clay or sand. 
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PLATE Il. TOOLS USED IN THE CONSTRUCTION OF CONCRETE PAVEMENTS. 


CONCRETE MIXING. 


Hold the materials in the drum of the mixer for 
at least one minute. 

Do not use an excess of water in mixing, 30 to 35 
gallons per cubic yard of 1-2-4 concrete is sufficient. 

When concrete has not been mixed enough and 
when too much water is used it will be noted that, 
as the batch comes out of the mixer, it lacks in uni- 
formity. 
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Concrete should stay in the mixer at least one 
minute. This is done so that the water will be 
thoroughly worked through the mass. If a mixer 
having a chute for distributing the mix is used, a 
fairly steep slope will be required. Otherwise there 
will be a tendency to use too much water to make 
the concrete flow. It is better to increase the pitch 
of the chute than to increase the amount of water 
in the concrete, although it may be hard to convince 
some contractors of this. Ifa bottom dump bucket 
of the boom type is used watch it to see that it does 
not leak too freely and allow the mortar to escape. 


PLACING CONCRETE. 


Keep the strike board, joint installing board, 
roller, and finishing belt clean. 

Break in the strike-board men to use care in 
screeding at the joints, having them make sure all 
excess concrete is removed, and that no low places 
are left at the joints. It may be necessary to try a 
number of men on the strike board in order to get 
those who are reliable and will take a little pride in 
their work. 

A smooth riding surface depends more upon proper 
striking off than upon any other operation. The 
smoothness of a concrete pavement is very impor- 
tant, as imperfections increase the impact generated 
by the loads passing over it. 

Work the concrete mixer uphill when feasible, 
as smoother results at the joints are thereby obtained, 

Use a notched straightedge straddling the joints 
to determine if there are any raises or depressions 
on either side. 

When a sidewalk edging tool is used at the expan- 
sion joint, make sure that it 1s not used until the 
concrete has taken a slight set; also that the work 
resulting from its use shows a good, clean rounded 
edge. 

Have the asphalt joint strips kept flat before 
installing, as strips scattered all over the ground 
get kinks in them which are hard to remove and 
which may appear later in the concrete. 

Use care in installing asphalt strips, as crooked 
points in a pavement are very unsightly. 

The following method for installing asphalt strips 
produces very satisfactory results: A joint board 
is Made of a 2-inch surfaced plank about 2 inches 
wider than the thickness, and 1 inch shorter than 
the width of the pavement, and is provided with 
handles at both ends. (See plate I.) The board is 
held in place on the subgrade by two or three iron 
pins driven behind it, and the asphalt strips are 
placed flat against the board. A few shovels full 
of concrete are placed against the strips to hold 
them in place until the pavement has been advanced 
to that point. As soon as enough concrete is dumped 
in front of the joint board to fill the block, work 


is started on a new block by dumping conerete on 
the other side of the joint board. 

The strike board having finished on the first block, 
and a part of the next block is ready for the strike 
board, the iron pins are removed and the joint 
board slowly withdrawn, leaving the asphalt strips 
in place in the pavement. In withdrawing the joint 
board have a man take hold of each of the handles 
and first tip the top of the board away from the 
strips. This results in freeing the strips and keeps 
them from adhering to the board. The joint board 
is then worked slowly up and down. This action 
results In pumping enough concrete against the 
strips to hold them in place. The joint board is 
then lifted clear of the conerete at one end and this 
end raised slowly till the whole of the board is freed. 
As the board is lifted one of the spreaders follows 
along behind the board, pushing concrete into the 
opening left by the board. When the joint board is 
removed entirely, the strike board is placed against 
the projecting part of the strip on the mixer side, 
enough concrete added: in front of it to make up 
the deficiency caused by the removal of the joint 
board, and the striking off of the next slab begun. 

In place of the wooden joint board, metal strips 
can be used, these having the advantage of leaving a 
smaller space behind the filler as they are withdrawn. 
However, this advantage is more than offset by the 
fact that they are constantly being bent by rough 
handling. 

After the pavement is cleaned the joint {filler 
should be cut to a uniform height by means of a 
square pointed shovel shod with two steel runners 
riveted to the under side of the blade, which 1s 
notched and provided with a sharp cutting edge. 
(See plate IIT.) 

JOINTS. 


Have the joints cut off high enough to provide for 
the extra volume needed to fill the space resulting 
from the use of the edging tool. After the joints are 
cut, a heavy asphalt smoothing iron is heated and 
the joints are ironed out. By doing this the joimts 
are sealed and protected by a mat of asphalt. (See 


blue plate IIT.) 
SPLIT FLOAT. 


Use a large size split float on all joints, so that the 
pavement on both sides of the joint will be in the 
same plane. Many finishers get the impression that 
after a while they are experts and do not need a 
split float. However, under no circumstances should 
they be allowed to discontinue the use of this tool. 
(See plate I1.) 

It is well to round off the edges of the pavement 
with a sidewalk edging tool. | 

Do not allow the finishers to use metal floats for 
finishing, as they produce too smooth a surface. 
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TESTING SURFACE. 


The finished surface should be tested with a 10- 
foot straightedge laid parallel to the center line of 
the road, and there should not be a variation by 
over + of an inch in the surface over this length, and 
where variations do occur they should be gradual. 


STRIKING OFF. 


The strike board or screed is built from 3 to 4 
inches wide and about 12 inches high. Its length 
should be about 2 feet greater than the width of the 
pavement, and it should be shod on the finishing edge 
with an iron strap from 1 to } inch in thickness (see 
plate I). It should have a crown about one quarter 
of an inch greater than the crown of the pavement, 
to allow for deflections when it is used as a tamper. 
Substantial handles should be attached at each end. 

The following method is used for striking off and 
tamping the pavement surface. Have the spreaders 
keep a small wave about one inch high in front of the 
strike board the first time over, making sure that no 
daylight appears between the concrete and the board. 
The first time over advance the strike board with a 
combined longitudinal and crosswise motion,: this 
first passage leaving the surface a series of small 
transverse waves with a slight excess of concrete. 
Sometimes when too much concrete is deposited in 
front of the board it is necessary to first pull the 
concrete down to an approximate surface by means 
of the strike board, this being performed by a straight 
pull ahead on the board. On the second or return 
passage the board is used as a tamper to compact 
the surface, this being performed as follows: 
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TOOLS USED IN THE CONSTRUCTION OCF CONCRERE BAY Sie: 


One of the strike board men holds his end of the 
board on the side form, while the other tamps the 
concrete by a succession of short, quick up and down 
strokes, at the same time advancing his end about 2 
or 3 inches each stroke, the total advance being three 
or four feet. This operation is then repeated by the 
other strike board man moving his end ahead, while 
the first man pivots his end on. the side form. In 
this manner the entire surface is tamped, each man 
covering a series of fan-shaped sections. This tamp- 
ing fills all pockets and pushes down all protruding 
stones. The strike board is then passed over the 
surface using the same motion of the strike board as 
in the first passage over the slab, and making sure 
that, during this passage, it rests on the side forms at 
all times. | 

It is sometimes necessary to pass the strike board 
over the surface four or five times in order to get the 
desired results, but ordinarily the three passages 
above described, are sufficient. 


ROLLING. 


After striking off the pavement it should be rolled. 
This is done with a roller 10 to 12 inches in diameter, 
about 6 feet long, and weighing about 1 pound for 
each inch in length. The roller is provided with a 
long handle which enables the operator to reach 
across the pavement. In rolling, roller is advanced 
about 2 feet for each complete passage (see plate 
Il). The effect is that of a rolling squegee. It 
consolidates the top layer and removes practically 
all the surplus water, besides removing any trans- 
verse waves, thereby improving the riding qualities 





of the road. Do not use the roller too soon after 
striking off the pavement, as it tends to flatten the 
crown. The proper time varies from one-half hour 
to two hours, after the concrete is placed. Tue 
roller facilitates the use of the finishing belt, especi- 
ally where crushed stone is used, as it pusies down 
the sharp projecting edges and corners. It is possi- 
ble to use the roller much quicker wnere crushed 
stone is used than where gravel is used. 

The roller often causes longitudinal waves adja- 
cent to the side forms at the end of each crossing. 
These should be eliminated with a hand float before 
the application of the finishing belt. (See plate IL.) 


BELT FINISHING. 


For finishing the pavement a 10 or 12-inch canvas 
or rubber belt is used. nis should be about three- 
eighths of an inch thick, at least 2 feet longer than the 
pavement is wide, and have wooden handles bolted 
to each end (see plate III). Tne following method 
produces very satisfactory results. Toe pavement 
is first gone over with the belt, using a sweeping 
stroke about 18 inches in length with a longitudinal 
advance at each stroke of from 4 to 6 incnes. On 
the return trip a shorter, quick stroke about 8 
inches in length is used, the advance being from 
6 to 8 incnes for each stroke. Tne third and 
final passage of the belt is performed by holding the 
belt down close to the side forms and advancing it 
rapidly over the surface with as little side movement 
as possible. After the belt finisaing the pavement 
should present a smooth, uniform surface. 


CURING. 


In curing concrete two methods are in general use: 

Furst, by covering the pavement with a layer of 
dirt from the shoulder materials, and keeping this 
wet down. 

Second, by checking off the pavement by means 
of small earth dams and covering checks with small 
ponds of water. 

Tne second method of curing is more positive, and 
should be used when sufficient water can be obtained. 
It has its disadvantages when used on grades and 
banked curves but usually these can be overcome 
by building smaller size checks. The first method, 
.€., covering with dirt, may be cheaper in most cases, 
but when clay or other adhesive material is used for 
covering, trouble is apt to be experienced in its 
removal, especially if traflic gets onto the pavement 
while the covering is still in place. Furthermore, 
most contractors wish to remove an earth cover with 
blade machines, by which method the asphalt strips 
at the joints are likely to be damaged. 

Curing by ponding shows up the irregularities in 
the surface and in the setting of the side forms, 
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which, while of no value in correcting completed 
work, helps to determine what improvements should 
be made on work still to be done. : 

Canvas covers should be provided for at least a 
third of a maximum day’s run in order to eliminate 
sun and wind checks; also as a provision against 
rain-washed surfaces. If a surface does become 
washed by rain, sprinkle it over with neat cement 
and pass the finishing belt over it two or three times. 

When the average temperature is below 50° it 1s 
better to omit covering and ponding, and sprinkle the 
surface with water whenever it appears to be dry- 
ing out. | 

SIDE FORMS. 

Look over the side forms every few days and note 
whether there are any with warps or deflections 
which should cause them to be thrown out. If there 
are, be sure to disfizure them enough so that they 
will not appear in the next day’s run. 

See that the contractor uses care in setting the 
side forms, and that they are held firmly to line and 
grade. Tamping with the strike board often results 
in settling them. Check the forms with a level every 
once in a while, as it has a very beneficial effect on 
the work of the form setter to know that his work 
is being checked. 

Do not let the form setters use stones to hold the 
forms up to grade, but have the contractor provide 
them with blocks. A still more satisfactory method 
for setting forms is to drive stakes about every 8 feet 
and set the forms on them. 


CEMENT. 


Count the cement sacks at the end of each block. 
This keeps every one informed as to the cement 
content of the pavement. 

Have the contractor remove all cement sacks 
every night. If sacks are left on the work they are 
apt to be mixed with those from the next day’s run. 

In piling cement ahead of the mixer, have boards 
placed under any that will remain out over night. 


BARRICADE AND DETOURS. 


Have a sufficient number of strong barricades to 
shut traffic off of the road, and have a sufficient 
number of red lanterns. 

Detour signs should be provided, and care should 
be exercised to see that they are in place, especially 
at night. <A traveler on a strange road at night 
requires a great deal of information as to the route 
he is trying to follow. This need should be met 
as fully as possible, for if it is not met barricades will 
be broken down and valuable work may be damaged. 

The local papers should be used freely to inform 
the public as to what parts of the road are closed 


and as to where detours must be made. 


Memorandum on Construction of Concrete Roads. 


By L. I. HEWES, General Inspector, Bureau of Public Roads. 


T A RECENT meeting of the Washington 

tate Association of County Engineers in 

Spokane I suggested that the study of 

labor-saving devices in the construction of concrete 

roads would be a fruitful subject for investigation 

and report. An analysis of the operations involved 
shows that they consist of the following: 
1. Collection and storage of materials. 


2. Measuring and mixing of materials. 

3. Depositing and manipulation of the concrete 
mass, 

4. Curing of the conerete in place. 

Assuming a standard design, to economize labor 
in the above operations without overburdening the 
cost’ by interest and depreciation on machinery 
remains the main subject. <A brief analysis of the 


customary operations shows that current methods 
involve considerable theoretical waste. It is com- 
mon, for example, to elevate material several times 
before it is finally in place: (1) It is raised by a 
derrick from cars on the side track and deposited 
in a storage pile: (2) it is raised from the storage 
pile to a storage bin; (3) it is raised In the delivery 
truck and shot into the mixer skip; (4) it is raised 
in the mixer skip and dumped into the mixer. 

Any combination of these operations that would 
eliminate one or more motions would theoretically 
decrease the cost. A study of the four main 
operations is suggested by the following: 


COLLECTION AND STORAGE OF MATERIALS. 


The collections and storage of materials tends to 
be on an Increasing scale as operations demonstrate 
the economy of longer jobs. Limitations on the 
length of a job appear to be (a) financial: (5) sea- 
sonal; (¢) organization of construction operations. 
The financial limitation could certainly be overcome 
by more imtelligent administration which could 
concentrate funds allotted for several years or 
borrowing money by bond issues to make funds 
available. The season limitations in the length of 
jobs must be overcome by the early execution of 
plans and contracts and by the use of larger machine 
units or a larger number of smaller machine units, 
The organization of operations tends to greater 
speed, but offers much opportunity for betterment. 

It 1s reasonable to assume, therefore, that an 
analysis of a possible method for handling larger 
jobs 1s pertinent. For such larger scale operations 
material will doubtless be delivered by freight at 
railroad sidings. The use of a derrick and bucket 
to unioad cars into bins or storage piles has already 
come. ecently measuring bins have heen added 
to the storage bins and motor trucks with batch 
compartments have been used to transport the 
partially mixed sand and aggregate to the portable 
mixer at the point of placement. This chain of 
operations has climinated the services of a number 
of shovelers at the cars and the mixer, but is not a 
further combination of the process possible? 


MEASURING AND MIXING. 


In the process of collection and storage outlined 
above, the measuring of the sand and aggregate has 
occurred in the measuring bin and is preserved in 
the compartment motor truck. A discussion of the 
relative cost of an increasing size of the measuring 
bin or an added number of measuring and storage 
bins as against the cost of a second elevation from 
the storage piles to such bins is open for investi- 
gation. It may be assumed, however, that the 
economy of the measuring bin in itself is undisputed. 
Is it not possible, then, to use the potential energy 
of the sand and aggregate in the measuring bin to 
combine and mix them when passing from the bin 
to the motor truck or conveyor to the job? The 
mixing of dry aggregate and sand, or of the com- 
plete list of concrete ingredients is now based some- 
what on the principle of the mixing bowl in the 
kitchen. Essentially, however, mixing of different 
ingredients requires their dispersion in order that 
they may recombine in a homogeneous distribution. 
Possibly a combination chute for sand and agore- 
gate passing from the bin to the truck could be 
designed for simultaneous dispersion and recombi- 
nation of these materials. 


00 


CONCRETE MASS DISTRIBUTION AND MANIPULATION. 


The transportation by motor truck, or otherwise, 
of the sand and gravel to the mixer is really a part of 
the operation of depositing the concrete. While the 
truck-haul method is doubtless superior to piling 
sand and aggregate along the subgrade and the use 
of shovels and wheelbarrows, it is not yet perfect, 
for it is necessary (a) that the truck more or less 
damage the completed subgrade, (6) that the motor 
truck turn around and back up to the mixer to de- 
posit the sand and aggregate in the skip. The 
damage to the subgrade is particularly severe in the 
turning and the loss of time correspondingly great. 
The actual mixing time while the batch is in the 
mixer is but a fraction of the interval between the 
arrival of the truck load of mixed sand and aggregate 
and the depositing of the wet concrete on the sub- 
grade. The progress of the work is largely limited 
by the speed with which the material arrives. 

If wooden header planks, ‘‘ribbons,”’ or side forms 
for the concrete road were replaced by channel irons, 
such irons could probably be used as rails and 
material brought to the point of placement by a self- 
propelled truck running on this broad-gauge track. 
Already machines spanning the width of the paved 
way have been used in so-called monolithic brick 
construction at Paris, Ill, and on the Wayne 
County, Michigan, roads for tamping and smoothing 


concrete. . 
MUST CONSIDER OBJECTIONS. 


It might be possible to go a step farther in the 
construction operations on concrete roads and: (a) 
either mix the concrete in stationary plants or by 
semiportable plants at a limited number of positions 
and dump into a swiftly traveling carriage running 
on the side channel rails to the point of placement, 
or, (b) to introduce the dry ingredients of the concrete 
properly mixed into a modified carriage and to 
perform the necessary mixing and addition of water 
in the combined mixer and carriage while in transit 
to the point of placement from the measuring bins. 

Both methods offer objections to be considered. 
Concrete must not be “‘killed” in transit and under 
method (6) it would be necessary to operate heavier 
rolling units on the channel rails and they would 
require careful foundation to preserve the grade. 
There is apparently no reason why such broad-giuge 
channel rails. could not successfully be constructed 
with the necessary switches, turnouts and loops 
connecting the road to be constructed with the rail- 
road sidings or sources of material, but ample play 
for wheel flanges would be required on the sharper 
curves of highways. The possibility of increased 
speed with a number of such rolling units combined 
with the use of approved striking, tamping and 
smoothing machines deserves consideration. 


CURING OF THE CONCRETE IN PLACE. 


Additional speed in handling the curing process of 
concrete roads may be secured by mounting the 
canvas protection on rolling frames at any desirable 
height above the surface of the road. Such an 
arrangement 1s particularly desirable to protect new 
work from sudden rain and may be designed with an 
outer flange wheel. The necessary water supply for 
curing the concrete must be planned with great care. 
The system of flooding the surface in “‘checks”’ 1s to 
be preferred wherever the prevailing grades will 
permit its use. 





FEDERAL-AID RECORD SHOWS 
BIG ROAD-BUILDING PROGRAM. 


WO SIGNIFICANT facts feature the record of 
cy Federal-aid projects considered during March. 
One is the large number of project statements 
approved and which went to final agreement, the 
.estimated cost of the roads, and the amount of the 
Federal allowance. The other is that 30 per cent 
of all the mileage is to be of brick, concrete, bitu- 
minous, or other high-grade type with a high average 
cost per mile. Many of the projects calling for such 
construction are for roads 8 to 30 miles in length, 
indicating that in nearly all parts of the country 
road officials, supported by the people, have made 
up their minds that construction of permanent high- 
ways to meet every traffic condition is demanded 
and is the economical solution of the road problem; 
and that well-defined systems of roads have been 
adopted. 

Never before was anything like such activity shown 
in highway construction. Thirty-eight out of the 
48 States were represented in the projects approved 
or which went to final agreement. Practically all 
the States not appearing in the month’s record have 
recently had many projects approved or agreements 
siened. 

Project statements approved during the month 
numbered 103 and the agreements signed 47. Four 
projects were both approved and went to final agree- 
ment during the month. The estimated cost of the 
1,270.22 miles of highway to be built under these 
projects is $17,558,610.32, and the Federal-aid allow- 
ance is $6,739,839.11. These figures greatly exceed 
those for any previous month since the Federal-aid 
law was enacted. The 103 projects approved call 
for the expenditure of $14,425,114.87, for which 
there is a Federal-aid allowance of $5,462,156.72. 
The 47 agreements signed carry Federal aid to the 
amount of $1,471,189.80, and an estimated cost of 
construction of $3,536,153.51. 

Included in the new projects approved are three 
for roads which will cost over $1,000,000, two of 
which will receive Federal aid exceeding $500,000. 
The largest project is in Illinois. It 1s to be con- 
crete, 61.80 miles long, a part of the Lincoln High- 
way, running across Sangamon, Menard, Mason, 
Peoria, and Tazewell Counties. The estimated cost 
is $1,596,996.60, greater by $281,000 than the next 
largest project of the month and far greater than 
any previously approved for Federal aid. This is 
an average of over $25,841 a mile. The Federal-aid 
allowance will be $618,000. 

Pennsylvania has the honor of submitting the 
next largest project approved, 29.9 miles of road in 


Adams, Cumberland, and York Counties, to be 
concrete or bituminous construction, at an estimated 
cost of $1,315,600 and with a Federal-aid allowance 
of $598,000. 

A single county in Kansas, Finney, will build a 
28-mile brick road to cost $1,296,996.60 according 
to the estimate, for which there will be Federal aid 
to the amount of $194,416. This road will cost over 
$46,289 a mile. This is not the only county in 
Kansas at the front with an important project. 
A Sedgwick County statement approved is for 12.5 
miles of brick road estimated to cost $574,366.64, 
or over $45,849 a mile, while a project in Shawnee 
County for which an agreement was signed is 
for 10 miles of brick highway cstimated to cost 
$47 2)970.17 at the Yate of 47,207 ax Toles “Tic 
Federal allowance for the former project is 
$143,591.56 and for the latter $109,749.18. Of 
eight Kansas projects considered during the month 
five were for brick or concrete roads, one for mac- 
adam, and two for gravel or macadam. Three of 
these projects Were revisions increasing the amount 
of Federal-aid allowance, the estimated cost being 
increased in one case. The total allowance to- 
Kansas roads for the month was $677,106.05, and 
the estimated cost of construction reached the note- 
worthy sum of $2,689,444.22. The latter was 
ereater by $1,092,449.62 than the estimated cost of 
projects from any other State, while the former 
was exceeded in only one State, and that by less 


than $1,000. 


The largest allowance for the month was to Mary- 
land roads, $678,001.46 for 7 projects covering 41.42 
miles of concrete construction, estimated to cost 
$1,365,600. The Illmois and Pennsylvania projects 
mentioned, in each case the only project from the 
State approved or reaching a final agreement: m 
March are third and fourth in the total allowance 
to a single State. 

Other States prominent in the record for the 
month include Michigan with a total allowance of 
$333,861.12 for 5 projects, estimated to cost 
$751,557.43; Georgia, with 12 projects estimated to 
cost $683,166.63 and an allowance of $333,628.42; 
Ohio with 6 projects to cost $1,054,030.21 and an 
allowance of $316,133.33; Missouri, 5 projects, esti- 
mated cost $776,406.05 and an allowance of 
$250,720.29; New Jersey, 2 projects for 10.744 miles 
of concrete roads, having an estimated cost of 
$732,360.51, for which the allowance is $107,440; 
and Wisconsin, which had 16 projects approved 
and 2 for which the agreement was signed. The 
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total mileage of these Wisconsin roads is 72.93. All The Nebraska mileage, 162.71, lead all th 

are to be gravel roads, and the total estimated cost The allowance for the State’s a sn 

is $585,009.16 and the allowance $194,593.47. No $184,077.50, with the estimated eet a 

other State had so many projects considered. $368,353.70. The Wisconsin and Ilinoi ; lea : 
Georgia, with 12 came next to Wisconsin in followed that of Nebraska, while that f Geox — 

the number of projects, Montana and Nebraska 60.7884, was fourth a ——— 

following with 9 each, while Virginia presented 7. 


RECORD OF FEDERAL AID PROJECTS IN MARCH, 1919. 





















































State Project | C Lemeths Project | Project ° 
number. ounty. ieee Type of cons state- | agree- Esti 
miles. yP struction. ment ae anna ted | Federal aid. 
———— approved.) signed. 
Alabama... .....-. 33 | Dale | 
“~_ Boies ° *<SSere ee asians eee 2.72 Sand-clay....... 
| tegeaiibeie= «+7 ves aeeee | 7.1788 |.....2...- aman a > $16, 292.61 $8,146. 30 
nn ae 6.89 | Samd-clay...................... | eee wee 964.92 16, 982. 46 
Arizona....... “om 3 | Navajo... 22sec a eee ai ie ee: 32,907.93 | 16, 453.96 
ae. 12 | Binal aves 12.707 | Earth, surfaced in part..........| ae a 37,414.16 | 18,707.08 
Colorado o> sare verter eect eee 5.00 Asphaltic concrete.............. :e. ae ee 122, 667.91 61,333.95 
Cre eae ees 2 pC ON ae Seek 20.00 Eo h.... 2 ......cs cP (i 102, 013. 56 30, 836. 16 
| wee ae 2.00 | Concrete or bituminous. .....-..|, i Ge 89, 980. 00 44,990. 00 
Delaware. S| eee i a, ee ee oe ole 42, 999. 87 21, 499. 93 
cece eee eee : Tog one Unaaie..---- neon) 4.00 Ce eS Mar 25 |----++-+-- 20,999. 47 10, 499. 72 
_— epee. 1%, 4.39 |... Ce peat is tage Ar. 5 j---------- 174,075.00 32,553.78 
ee 3 | Jackson eed cane Whe Co eee eee 87, 800. 00 
| Ga. oe vee 5.50. (Ae ee |e ae 31 204,714.73 102,357.36 
19 | Holmes. . ....-+.++-+0+2+200r007- Bl |... papa a eisai aa ar. 18 21, 481. 21 10, 740. 60 
tr umbia......-.-.------+--5--- 9.16. |... — ° faa 7 Mar. 19 25,525. 06 12, 762.53 
Georgia 11 uval, Nassau, Baker.......-..- 16. 61tale..9 — Mar. 7 |.....-.-.- 25,048. 87 12,524. 43 
Qeeeeee sree eee : Montgomery and Wheeler....... 6 ineineee Lr ae Maes. WON ae 34 82,101. 12 41,050. 56 
‘| teed. re ee ae drained earth.......|.......... ne oh 1 78,419. 86 
pebeti sol Sok SOC : WOlDGIIZeSae . _. ee. aes al 4 , . ; : 
TD) ee t56 |. (i Na Mar. 11 | 58.285.57 | 24.906. 43 
om (ele ee Top soil or sand@-clay ...........-|-+.sss00-- 7 63, 033. 06 30, 000. 00 
ati aed | 140698 | Repisciemie.,MMeNe a... tenemos. ae Oe os 13/000. 00 
oo] Mita. ......... 8.143 | Top soil or sand-clay........-+..|--.++-0--- Mar. {3 64, 803. 45 30.000. 00 
24 @nerokee gi gr a taeeee Pi eS 9. Raed ee ee ee 13 36, 516. 64 18, 000. 00 
| Ghia... ee 11.6049 | Gravel and topsoil... ........2+-|e+-2c-e0e- a Be 42, 239. 54 20/000. 00 
34 | Haralson.......... amano ||Tag a race Oneal OF Ghee... 6.2.00 ee eee Mor 19 83, 418.31 “ ae 00 
meee Se is agente “te oe . Cusuh.. el ea a ee ae .00 — 
oe ee - a ny eae ee eclene eso oe ee 10 Wakes ek Mae 7 Mar. 26 33, 186.39 16,000. 00 
Bier... .. oo Guetien  e ar. 17 |.....-.-.- 55, 216. 26 27.608. 13 
oo. go ooee wil eed ee aie a ee ite 19,586. 36 
i Tas Cv eee nC CES RESET EDS SPOIL: POU ES CEE SEESED SET EESEETECE TSEIEOTS IE O.. 1116.79 12.10 
INOIS....--------- 6| Sangamon, Menard, Mason, 61.80 gaa Geet eateries | as do... -|.....2-.+--0+2- 16 241 89 
Kansas...........-- | oy Tazewell. i sa mer eR Mar. 13 |.......... 1, 596,996.60 | 618,000.00 
tS er te cece ese c ees ceseerlsesececnrses Gravel or 
UB 20-0. oes veeeceeeeees oe”. ae a bs peeeeane ee Sone Mar. 19 125,071.12 | 114,039.00 
11 | Sedewi <e Seer ts ore cs 10. 00 Concrete... lece ccc ce, IE do...- 1 26,417.99 118, 188.00 
17 wane We) en eee ee eas (nS Mar. 13 472,970.17 109, 749.18 
| wi ee i Bek... os ocsseecss ss eee ee a oe 
View enn seen cece een n erence eens 8 00). lees. do ppnereeenanenenne | : uy . 8, 641. 00 
PAE i ee 12.50 [2.2 ae a Mar. 10 |.....-.-.. 1,296,109.34 | 1947416.00 
Kentuieky.. ...2a.- ewe oe eee 3.75 Gonerete....... we Wee 31 me 574,366. 64 143,591.56 
Louisiana..........  dbean cee 5.00 | ’Mautdiee. 2... clic a) | 111, 941. 50 55.970. 75 
S| Giemhtta...... ae 11.) | Giga ee Maa | ber gi| @iaess| 
I sci) an oe 6.33 | Sand-clay, gravel..............-- ae ar. 31 72,994. 35 32.000. 00 
Manydand..........- a re, da wrt atte erect ee ee ese cere 4.27 Cagle 0....|---do.... 44,504.13 22, 252.06 
ky. (oa 292 | Coneewm..... 00) eee Mar 18 |. “G0... . 38,182. 64 19,091.32 
| ee eee 13.0 ees oe... ee Ma : tect ee eee 50,018. 32 21, 200.10 
10 Montes rr ere | ee i ee. Se ees 453, 860. 00 226, 030. 00 
11 Fredori ee es eee oh; 7 0 ee dae... cele ae War 5, oot ee 170, 500. 00 85, 250. 00 
o| Gam ane <7 oa 1.86 |....- GO pease. se Mar. 2 peste eae 254, 100. 00 127, 050.00 
Massachusetts. ..... eal Manes Oe LOE © igen co oe ae ol teemees 63,342. 73 31, 671.36 
Michigan........_.. ie eon “4.849 | Bituminous..........2..sccceee Mee da 374,000.00 | 187,000. 00 
a2 | Beanch............... 7.915 | Macadam surface treated.......- a TT ery 144, 829. 50 72,414.75 
Ik eee ae 5.092 | Conerete or bituminous.......--| ‘AL eae 3.82. 
ei : ee Ge, . Sos aan : Se lta he aera ’ : - . 00 
| OE eee 1.00. | Goneretes. soc ve scocscselecled| Mar 98 [22000000 104,480.00 | 977240-00 
Minnesotias......... | vee ee 2.483 ' Concrete or bituminous oe ; ‘Se Sa: 194, 480. 00 97, 240.00 
95 | Stearns............... SS 13. 96 Graded earth...................l...... ar. 29 81, 855. 67 40, 927. 83 
: 29 Omeneail ebcicre A, ea ae 20. 04 Cravell............ oe ee ae Mar. 20 45,984.27 15,000. 00 
Missemri............ a fonoe Go ee Mee Fo Mar. 26 106, 749. 12 50,000.00 
10 Scott _ no 22.50 Bituminous macadam a Mar Mules. 100, 982.35 45,000. 00 
1d | @tay ss... 2 | le ee ON a ao as 88. 789.36 
bcs... ee ee Se Fat (ce 8,774. , 693.97 
oo 18 : or eS es - He Conere0O. ...------sescese- ee ee a 4 a 22,949.09 
Pasi <a uy | on Broadwater. .......... = 25 oe macadam.......---- Mar. 10 |.......... 56,070. 74 28,035.37 
26 Fae Boar” * atl eaters 6.0) \eCracel.....2....)..0... ed go ee eee 21, 868. 00 10,984. 00 
ee es 9.59 | MRR: ....c..colceol. ele | See eee 19,173.55 9.586. 77 
98 |..... | ie as See iia . ee ree: | 5 Go ie .| | chnmapearcn 19, 999. 99 9,999. 99 
34 | Yellowstone.............00 2227 it oe: See cc | 19, 999. 99 9,999. 99 
46 | Witaux..................... | Fee Bilaee over Yellowstone River..| Mar. : 21 lead eon ge 20, 109. 99 10,054.99 
aro ae 4.50 |'Gragel.....-.-.. Mee ae 165, 000. 00 82, 500. 00 
eer 5.00 j.ocm ee war B eee e rere ee 16, 002. 25 8,001.12 
Nebraska. .... as : i | Blebodanae Mio tntc ses seecee sees 6.04... . | ae eee ar. 4 |.......--- 14,507.90 7' 953.95 
| Elwood and Smithfield......... 500. Bact... I ane 2S 11, 000. 00 
* Gage oud Lancaster............. 37°00 (eg Mch. 7 |...-.----- 18, 700, 00 9, 350. 00 
Ss. o UU eve 65 OO ic wate ea ciate atone B i tage , . 
ee 12, wine Pea | «MM cre eee 98,615. 00 | 
a. Burt and Washington........... + EY - 4 PM Roe 06 nie 525/419 4a ermine «06 6 Siam ae a’ ae . a0 oes. a 
28 ee ee. eee Men. 3 |:........2 117008, 70 | 7 
EA agains ere a ae 2 ae Hee Ft 54,972. 50 27, 486. 25 
| oe ce a Se ere ee wot @ ee: 57,750.00 | 28, 875. 00 
= : 48 |. 517 pl nT |: ae ea “Moh 25 |.-.2.-.0-- 27, 005. 00 13, 502. 50 
Nevada............. I ee coe 10.00 |... ee ae oS ae ake 17, 600. 00 8, 800. 00 
i cr ie nee og See ee sen es 23,202.50} 11, 646. 25 
i a B10 J. adone2. 2] ae 47,070.06 | 23, 535. 03 
ake 4 ee OU @ras)................ ee. |e Fae 95 25, 863. 47 
Wnbolat.......-.-....- scence. 3110 | MRE ee a ; vt eteneeee 108, 668. 45 54, 334. 22 
eae eae: 109, 828. 40 54,914. 20 














State. 


New Hampshire... . 


New Jersey 


Now Mexico 
New York.......... 


North Carolina..... 


North Dakota 


Oregon.... 


eerste er eee 


Pennsylvania....... 
Rhode Island....... 


South Carolina. .... 


South Dakota...... 


Dea... 


eae eer one 


- ee ee ewer 


West Virginia...... 


Wisconsin. 


-eeseeenen 
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RECORD OF FEDERAL AID PROJECTS IN MARCH, 1919—Continued. 






































a 4 - Project 
en ' e- 
vent County. pe Type of construction. — 
approved. 
ae) > || hanna Graveland maegadam...........).......... 
a ea 2 ie kn ei ces ee Bitwunvinetis*macadam...........|.......... 
20 | Merrimack, Grafton............. Ue ee Mar. 10 
A i 6200 | Conmenete:..........2....0.20...- Mar. 17 
3 | Somerset and Middlesex......... ooeee |... wee ss oc ecn se oe b> a Mar. 5 
26 | Eeemelillo..................-..-. Jn: i ee Cee ae Mar. 25 
18 We | os ee ee 5. 58 Pinagasriens macadam or con-| Mar. 6 
crete. 
Oe | Wieiimieneees.....206............ SelO 4 PpGiminoms...................-. Mar. 25 
38 | Monteomery: ................... De. ae Mar. 7 
AE eee 7#4@ | Conerete and top séil............}..0.--.-. 
os | Reekingham.................... Peet BMG OOl owe Oo. eee... eles ~ cover 
to i ne Wome 7 Wert... nee ee ccc ees cee Mar. 5 
Om \GtMeRG: - 222k... Se cce goede ede es fl. i Ser. ee =) 
ee CHM ce ck oe occ eta wk igo o..-. NO fee og Mar. 10 
41 | Gueamel Works.........-.........- ZW ie... Cm MEE Oe oc Mar. 7 
in| MM wk wo oc coe eee a le 7 Brick opeonesowee-.............|-28....4 
S| I a i ks me ss OS |... a TE Mar. 25 
30 | [e@laware...................-.. 6.20 | Concrete or macadam........... Mar. 7 
Om | WRNOM, 8... nw ce cece rc cwcsecccs Co an oe Mn. a, cya o. ace tae oie ee do..... 
oe | Crmmerd............-...-..2..-- 2.80 | Briek or bituminous. ...........|... Ge..... 
RC Gein Wf ieee 2. ees ccc coc ects Mar. 28 
| Meme. coc. ea ese n ese. Sean 4 Whemtin,.........-.. 0008s A ae Mar. 27 
i tae ee ee Ce... Bee 7.00 | Hiawdeetirfa@e....................- Mar. 14 
20 | Adams, Cumberland, York..... 29.90 | Concrete or bituminous......... Mar. 28 
RN CO hr ee 2.04 | Bituminous metedam...........|.......... 
3 laa clit. See | a | ee Oe ys ye AM See || ee. 
ae a... ee. 4 Ac08 | RUEIMIMEGUS 1. ..-occeseeee eee eee: Mar. 14 
eo Ce oe Gilg antes oon rn ee ees.» « Sia 
22 | ClmeeetOM. - . occs ces ccccccess--- i, (WS) COMCTALOL oo ec scene case couce Mar. 31 
Ci. ae oe |) Crt. oo var ck enna te aaee tale es . cates 
Cs | a eee eee SPO ensue Cute. oe ee cee eee eels os hee 
ae.) 11.81 cs Soe aA coun, pects lene eee 
PC OR, Say | NOMEN yi vcice wasn s vinx aasc o0tes|aeemeueke se 
ROMER, © cdiavg cs «oh y eee cues Asc flees Sone ACen eer eee es ean cw Mar. 3 
13° | MicWemnen..........-...-.-..:-- 3.00 | Bituminous gravel..... Bren Sc Mar. 10 
fe) WeRPeMEGHG. . 6c (oeeascc<s-<s--s = 17.22 | Gravel and sand-clay............ Mar. 6 
17 | Maleedand Juab..........-...-- SO. MPCONGMGhem 8 cos .0~ a ccsdeeces~-s Mar. 31 
MS | Beereieton.. co. 2... ee sse eens wo) a ee. ee Mar. 10 
Oi | Wmeaerierky | ik... ccc nc ccecces Oia one eet EN ere o.5 oe sav ccs oles ele owe Mar. 31 
22 | Caroline and Essex...........-... a Cn CC eer ek gee ae 
er Ge cee ek aac Sse ox 3.53 55h re | eR 
& 1 Prieesseunme:............-.---- B. Tene COMBTELG facies oe cadences es Mar. 21 
Be UGRHGEKO .. ... <scovecccccscasccuvs Bile ARM AGAIN <6 iano son wenads eatarees Mar. 25 
oe re ne ccc wceuecs i a ee Chee at Se eee eee Mar. 7 
oy | Weamemipl. 02... .....2.22. 20055 een Wiel ncccee eve cc ore sccugseoeee Mar. 10 
“Ts el? 2 re OU WiChON ew oc cs cecel:ta-ceccueus Mar. 7 
PMO AMOS. «. <5 Cole oc ncn e ese das See | Se i ee re Mar. 25 
Si Nee. 5 Se oe enc ne we 4.65 Gravel on wWiaepdam ....-....0.6clncncaceese 
ee) AMOI... aca cclavc ocac<escceces De OM IRON? <a os eee vs ov ares cise eari|a eu vameeey 
Ge | JOMOUS@iWe 2 2....-o-s0--c0-.-+-- Dy Ve rene eee a Oe ag Mar. 13 
Ge ieGpbeemmr anes... .....c+-...-e-s- 7.61 | Grading and concrete... ......... Mar. 10 
Poe AGicesHa........ccceewes+.---- ee WOCOMGRCUOsc:02 ee... so on se deen Mar. 13 
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Estimated 


cost. 


1 3, 861. 66 
1 37993. 01 
15, 988. 50 
486, 673. 88 
245, 686. 63 
184, 126. 47 
111, 600. 00 


118, 400. 00 
21,693. 51 
193, 429. 73 
33, 187. 55 
33,000. 00 
63, 822. 00 
40, 000. 00 
29° 992. 60 
173, 000. 00 
254, 102. 51 
217, 660. 30 
296, 366. 40 


53, 810. 79 
28,941.77 
31, 001. 00 

287, 709. 64 

178, 410. 71 
25,088. 80 
54, 845. 88 

458, 579. 00 
45, 291. 95 

100, 968 44 
32, 827. 99 
26, 978. 05 
70, 435. 16 
34, 392. 60 
34, 936. 00 

8, 668. 00 
56, 457. 00 
93, 621. 00 
44,956.13 
35, 778. 38 
24,906. 53 
44, 205. 05 
52, 723, 22 
13, 018. 83 
50, 980. 60 
24, 854.61 
62, 992, 05 
29, 083. 45 
37,177.36 
39, 366. 25 
24, 000. 13 
17, 694. 05 
20,912.33 
31,019. 23 
21, 526. 03 
10, 004. 17 


17, 558, 610. 32 


Federal aid. 


1 1, 000. 00 
1 1,973. 88 

7,994, 25 
69, 000. 00 
38, 440. 00 
92, 063. 23 
55, 300. 00 


13, 122. 08 
8,000. 04 
5, 898. 01 
6,970.77 

10, 339. 74 
7,175. 34 
3) ha7. 72 


6, 739, 839. 11 





1 Revisions. Figures given are amount of increases over estimated cost of project and Federal-aid allowance in previous project statement or agreement. 


LOUISIANA ROAD WORK. 


The office of the State highway department of 
Louisiana reports that it is fairly deluged with ap- 
plications for highway construction, and that it can 


ing of a part of the Dixie Overland highway, from 


Vicksburg, Miss. 


not hope to make the surveys required in time to 


please the people of all the parishes. 


Within a few 


days applications were received covering road con- 


struction in Concordia, Madison, St. Bernard, and 
Cameron Parishes which will mean the expenditure 
of at least $2,000,000 and the building of 200 miles 


of roads. Most of this mileage will be of Federal- 


aid roads. 


The Madison Parish projects represent the con- 
struction of a section of the Ozark highway, a short 
cut from New Orleans to the North, and the build- 


the Richland Parish line to the Mississippi River at 


This will complete Louisiana’s 


portion of the Dixie Overland. 


ILLINOIS BOND ISSUE VALID. 


The Supreme Court of Illinois has decided in a 
test suit that the $60,000,000 roads bond issue ap- 
proved by ‘the voters last November is valid. The 
suit was a friendly one, brought that a decision from 


the court might be secured which would remove all 


doubt as to the validity of the bonds, so there would 
be nothing in the way of carrying out the program 
of road building authorized by the vote. 
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THICKNESS OF CONCRETE SLABS 


Report on Pressure Measurements Under the Camp Humphreys 
Concrete Road 


By A. T. GOLDBECK, Engineer of Tests, Bureau of Public Roads 


T THE present time it is impossible to calcu- TEST MADE ON 8-INCH SURFACING. 
late the proper thickness of a concrete road The site of the present investigations was at a 


slab with much certainty. Itis known thata point 5.9 miles south of Hunting Creck, Alexan- 
thicker slab is required where the subgrade is soft dria, Va., at survey station No. 302+30, opposite 
than where it offers a good bearing, and that heavy Chesapeake & Potomac telephone pole No. 286 on 
loads require a thicker supporting slab than light the concrete road between Camp Humphreys and 
loads; how much thicker, however, has not been Alexandria. The road surfacing at this point is 18 
determined. The stress in a slab depends upon the feet wide, 8 inches thick at the center, and 6 inches 
bending moment produced in the slab, and this in at the sides. A 1:1-1/2:3 gravel concrete was used, 
turn is dependent largely upon the distribution of having a crushing strength, as determined by 6 by 
pressure over the subgrade. 12 inch cylinders cast in the field at the time the 
It is recognized that ununiform subgrade pres- road was laid, of 3,190 pounds per square inch. 
sures are due to causes other than the heavy traffic The aggregates in the concrete at this point were 
Potomac Kiver 














































- = eu | sand and gravel. | 
bs Here the road runs 
$ $ | a Ps through a 6-foot cut 
\ ~ + < S and thesubgrade in 
o 3 > S 
as S | 8 © the past has re- 
SERBIAN EE SUAS AS aS mained rather wet ) 


and soft. The soil 
is composed of a 
sticky clay, which, 


zy when wet, has very 
CLOIS GLECTION OF low bearing value. 


CAMP HUNFHREYS FOAD. | In ordento isa 
ure the pressure 
distribution, four 
loads carried by the slab, but this investigation was pressure cells designed in the Bureau of Public 
initiated more particularly to discover how the road Roads and described elsewhere,' were placed on the 
slab is stressed directly under the wheels of heavy subgrade at station No. 302 +30, with their weighing 
trucks and to determine whether this stress is apt to face down. ‘The position of the cells is shown in the 
be a governing influence in the design of the slab. accompanying sketch. One-eighth inch pipes con- 
This test is to be considered only as one of a series of | nected with the cells lead across the subgrade to the 
investigations outlined to include an adequate range gutter and terminate in concrete boxes placed there 
of the different varieties of subgrades and slab for their protection. 

thicknesses. The thicker the slab, the greater will 

be the distribution of a concentrated load over the Dae eee ee ee 
subgrade: For a given load, therefore, a higher 
bending moment should be produced in a thick slab 
than ima thin one. The softer the subgrade, the 
wider will be the distribution of the subgrade 
pressures. Thus, an almost liquid subgrade Should 
receive almost uniform subgrade pressures from 
traffic loads, whereas a well compacted rigid sub- 
grade would probably bear the entire wheel load 
over a relatively restricted area. <A soft subgrade 
should, therefore, produce higher bending moment 
than a rigid subgrade. 


eye B./7. | 
2" Froreching Fipe. | 


POSITION OF THE FOUR PRESSURE CEGES hain Gages: 


The principle used in the device for measuring the 
pressures is that of (a) equilibrating the subgrade 
gerade pressures against the exposed face of the 
measuring cells by means of air pressure within the 
cells, (6) detecting the instant this equilibration 
takes place by the breaking of an electrical contact 
within the cell, and (c) reading the air pressure on a 
declcate pressure gauge connected with the air pipe 
leading to the cell. This cell consists of a hollow, 








1The Distribution of Pressures Through Earth Fills, by A. T. Goldbeck in 
1917 Proceedings of the American Society for Testing Materials. 
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flat. cylinder capped with an exceedingly thin brass 
diaphragm clamped between two cast-iron disks. 
The entire device is encased in a waterproof coating 
for protection. The lower cast-iron disk ‘B” 
presses against the stecl button ‘““E.”’ with a pressure 





*10- 32. steel, 
¥ long. — é 





12-24, steel, 
if long = 





Material: 

A,8.Cc -Cast tron 
D-Malleable Cast lron 
£ -Steel 











Note: Top to be covered witha 
brass diaphragm 0002 thick, 
pressed over the sides and 
cemented to sides only with 
asphalhe cement. Brass top 
To be protected with covering 
of cheese-cloth cemented to 


* Top and sides with a 
= / blown oil asphalt 





Note: Allinterior surfaces 
to be coated beige d oes dos : C05. 







Brass Diaphragm 6002 Thick 
Ye Copper Wire Triple 
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Note: All joints withstanding Bl 4 
aur pressure to be treated 
with a special compound of = ay 


rubber, vaseline and Dees wax. VERTICAL SECTION 


Bakelite Cement NoS 





CROSS SECTION OF DIAPHRAGM CELL FOR DETERMINING SOIL 
PRESSURE. 
equal to that exerted by the subgrade against the 
cast-iron disk ‘‘A’’, 
When taking pressure readings, an air hose lead- 
ing from an air-pressure tank in the indicating box 
is connected with the 14-inch pipe leading to the cell. 





INDICATING BOX FOR MEASURING PRESSURES. 


Electrical connections are then made, one of them to 
the 14-inch pipe, and the other to the insulated wire 
inside of the pipe. When the circuit is thus com- 
pleted a small electric light in the indicating box is 
lighted. Air is now allowed to escape from the 
pressure tank into the cell, and the air pressure within 


the cell gradually increases. When the pressure 
within the cell very slightly exceeds the subgrade 
pressure on the cell, the diaphragm is moved, per- 
haps not more than one ten-thousandth of an inch, 
and electric contact is broken between the cast-iron 
disk ““B” and the steel button ‘EK.’ The electric 
light in the indicating box is thereby extinguished 
and the air pressure is instantly read on one of the 
two large gauges shown in the illustration. The air 
pressure is unmediately released from the cell in 
order not to invalidate future readings. 


REACTION PRESSURES NOT UNIFORM. 


All of the pressure readings taken up to date are 
shown on the curves, reference to which reveals the 
striking point that under zero load on the slab, the 
reaction pressures under the slab are not uniform, and 
moreover they are far from constant and vary from 
day to day. The curve shows this variation very 
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@= suUST BEFORE APPLYING A HEAVY LOAD 
b+ JUST AFTER REMOVING THE HEAVY LOAD. 


CURVE (1) SHOWING RE@ORDsO@F PRESSURE READINGS. 


plainly. It has been observed that when readings are 
taken after the passage of a heavy load over the 
pavement there is enough disturbance of the sub- 
srade to change the pressure readings very aie 
preciably. 

In order to determine the distributuon of pressures 
under heavy wheel concentrations, a class B standard 
Army truck was loaded with 5 tons of sand. The 
front wheels and rear wheels of the loaded truck 
were weighed separately and the axle loads were 
found to be 5,000 pounds and 17,000 pounds, re- 
spectively. 

On February 5, 1919, a test was made on the 
Camp Humphreys road with this loaded truck. It 
was backed 1 foot at a time up to the central 
measuring cells, Nos. 2 and 3, beginning from a posi- 
tion beyond Ait at which She readings of the cells 
began to increase on account of this heavy load. 
When the rear wheels reached a position directly 
over the cells, the truck was backed 1 foot at a 
time still farther until the front wheels were just over 
the cells. During the progress of the test it was 
necessary to drive the truck away from the test 
location several times in order to allow traffic to 
pass. 


As a second test the truck was backed with the 
wheels as close to the side of the road as possible so 
that they would be made to come directly over cell 
No. 1 placed at the extreme side of the road. The 
pressure readings obtained may be seen best on the 
curve 2. Referring to curve 2, note that as the 
truck was gradually backed up, the pressures on 
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CURVEZ(2) SHOWING, DISTRIBUTION OF PRESSURES—LOADED 
Uo ARMY TRUCK. 


cells ;Nos. 2 and 3 gradually increased and reached 


a maximum with the truck wheels directly over 


these cells. As the truck continued still farther, 
and the [rear wheels were 7 feet away, the pressures 
again became very small and as the backing con- 
tinued_and_the influence of the front wheels began 
to be felt, the pressures again increased. Cells 
Nos. 1 and 4 showed readings of 6.7 and 2.3 pounds 
per square inch, respectively, at the beginning of the 
test, but as the truck backed up along the center 
of the road the pressures on these cells decreased 
apparently because of the downward bending of the 
slab at the center, which depressed the subgrade here 
and permitted the extreme sides to be raised slightly, 
thereby relieving the side subgrade pressures. 
VARIATION OF THE PRESSURE. 

From the curve of pressures it will be seen that the 

highest intensity of pressure exists directly under 


the load and very rapidly dwindles a short distance 
away from the lead. The influence of a single wheel 


NOs, 2 gemd eae 


36 


load of 8,500 pounds, such as was borne on the rear 
wheels of this truck, is felt over an area having a 
radius of about 6 feet, although the greater portion 
of it is carried to the subgrade over a radius of 4 feet. 

Cell No. 3 did not receive as much load as cell 
No. 2 owing to the arching of the concrete over the 
subgrade at this point. A considerable load was re- 
quired here to deflect the slab enough to bring it in 
contact with the subgrade. When the load was 
removed from this part of the slab it sprang back 
into shape, away from the subgrade, so that no 
electrical contact was made in cell No. 3, thus 
showing that the subgrade was exerting no pres- 
sure here. It should be noted particularly that at 
the beginning of the test on February 5 the con- 
crete slab was supported largely at its sides, as 
indicated by the comparatively high readings on 
cells Nos. 1 and 4, and the zero readings on cells 
During the test the maximum in- 
crease in intensity of pressure of about 64 pounds 
per square inch was obtained when the rear wheel 
of the truck was placed directly over cell No. 2. 
When the truck was placed along the side of the 
road with one rear wheel directly over cell No. 1 
and the other rear wheel about 1 foot to the side 
ot cell No. 2, the highest increase in intensity of 
pressure of 4.3 pounds per square inch occurred in 
cell No. 1. As seen in curve 2, with the load at 
the side of the road over cells Nos. 1 and 2, cell 
No. 3 showed no indication of pressure whatever, 
and cell No. 4, on the other side of the road, showed 
no change in pressure. The load thus caused a 
bending down of the slab at the side. of the road 
with compression of the subgrade under the load, 
but did not affect the other side. 


EFFECT OF LIGHT LOADS. 


During the progress of the preliminary measure- 
ments, taken over a period of four months, oppor- 
tunities offered themselves for obtaining some idea 
of the effect of light loads on the subgrade pres- 
sures, and these are presented in the following table: 




















Front Rear 
Ford. Boiler. Army Army 
truck, truck. 
Teoad. on:slabi2. see 1 200 1 350 13,680 12,500 18,500 
peice intensity of pres- . 
CO icine eee 20.2 20.4 23.5 2] 26.5 
Radius of area of distribu- 
GEOTU Sore ave Sacre ee peeteciek eee ee sore ree he 32 35h 33 36 
1 Pounds. 2 Pounds per square inch. 3 Feet. 


Having obtained the pressure distribution, the 
question arises as to what stress is produced in the 
slab by a concentrated load on the slab, and whether 
its thickness is adequate for the support of heavy 
loads. Referring to the curves it is seen that a 
very close approximation of the actual intensities of 
the subgrade pressures may be made by consider- 





ing them in the form of a cone. It will be noted 
from curve 2 that a cone of about 4 feet in radius 
seems to approximate the actual pressure distribu- 
tion. Let it be considered that the concentrated 
wheel load is carried by the surface of the slab over 
a small area which for convenience will be con- 
APPROXIMATE CALCULATION OF STRESS IN SLAB. 


Intensity of Downward Load = wee 


br.r. Pb 
R TR 
Assume cone of Upward Pressure: 


ae... 
TR 
m.eR2 , 


Pe 
Fo \ Downward Load on Strip *z,z- 


oar =p or 
Upward Load on Strip=-5 








oe EF (28s =) 


8500 1OS.6-1 pero” 
S* sarert soe Pom) 7 577° 


5’= S(I-A) = 5S(i-$) = 46 #POr 





As the slab is fixed ended instead 
of free ended, the stress is Still 
less by about "25%, so that the 
maximum tensile stress under the 
load 1s then about 46-4 = 34 *¥pera” 





sidered with a radius equal to r. 

Let R equal radius of the cone of 

6.5* upward pressure, and let P equal 

the load applied. The slab may 

now be considered as a _ plate 

which, however, is more or less 

fixed at its circumference. Let it first be con- 
sidered that this plate is free ended. 

It is evident from the above calculation that there 
is little likelihood of the slab being stressed excessively 
in tension under the load when the subgrade pro- 
vides support such as furnished by the present fairly 
soft subgrade. Judging from the results obtained 
from this test the probability is that the tensile 


Q>7> 
x 


ssume r>5° 
6 


stress produced directly under the load will never | 


influence the design of a road slab which rests on a 
fairly homogeneous subgrade. If, however, con- 
ditions arise such that the slab is left entirely with- 
out support under the load, excessive tension can 
be developed. 


CONDITIONS THAT MAY CAUSE CRACKS. 


It night be well to consider briefly some of the 
conditions of loading and subgrade support which 
can arise to cause a road slab to crack. As the 
subgrade reactions are more or less distributed 
instead of concentrated, as has been assumed, the 
formulas in Cases II to V are somewhat severe. 

It will be seen that Cases III and IV are most 
severe. Let it be required to find the thickness 
(d) of a concrete slab which will just fail under a 
load of 8,500 pounds. Assume S=600 pounds 
per square inch, s = 18 feet. 

In order to be safe from cracking when loaded 
as in Case ITI, 
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P (s-9 s? 


sth 18-9 , 
600 = 8.6 x - 18_ 3)+ 9.4 - 
d = 12+ inches 
Case IV, 
P (s-6 Se 
S=8.6 (5) +9 4e 
8500 / 18-6 18 
600 = 8.6 x- @ Cis +9.4 i 


d = 12 inches. 


In order to prevent the corners of the slabs from 
breaking off under the above load where the sub- 
grade is very soft, 


s-*, 
3X §500 
d=6.5 inches. 


It is recognized that the above calculations are 
based on very severe conditions of subgrade sup- 


APPROXIMATE FORMULAS SHOWING STRESS IN ROAD SLABS 
UNDER STATIC LOAD. 


Notation: 
S unit tensile stress. 
P= concentrated load. 
d = thickness of slab in inches. 
ep weight of concrete per square inch with thickness d. 
* width of slab in feet. 


CaselI - Slab Supported by Subgrade - Cone of Support. 
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port, but at the same time the loads 
were considered as staticallyjapphied. 
It is probable that the application of 
these loads with impact will at least compensate for 
the assumed severe subgrade conditions, making the 
above thicknesses reasonably correct. 

The fact must not be lost sight of that these 
calculations apply only to the very worst subgrades 
and that when the subgrade is composed of a well- 





drained material having good supporting value, 
the thicknesses may be materially reduced. The 
many miles of concrete roads from 6 to 8 inches tine 
free from longitudinal cracking, bear out this state- 


ment. 
TENTATIVE CONCLUSIONS. 


The following tentative conclusions may be drawn 
as a result of this preliminary investigation: 

1. That a conerete road slab under the action of 
traffic or perhaps under the influence of frost and 
different percentages of moisture in the subgrade 1s 
continually bending, so that the reaction pressures 
hetween the subgrade and slab are neither constant 
nor uniform in intensity. 

9. The reaction pressures due to heavy wheel 
loads are a maximum directly under the loads and 
yanish to zero in a comparatively small radius, 
which partially depends upon the intensity of the 
load. A heavy wheel load is distributed over a 
larger radius than a light wheel load. For this 
particular subgrade, a load of 8,500 pounds has a 
radius of distribution of pressure of about 6 feet, 
most of the pressure, however, being exerted over 
a radius of about 4 feet. 

3. As the concrete slab recovers from its deflec- 
tion after the passage of a load more readily than 
the soft subgrade, there is a tendency for the 
continual deflection of the slab to produce areas 
having very little or no bearing. If the traffic is 
concentrated at the center of the road, as it is on 
many concrete roads, the continual deflection tends 
to depress a soft subgrade away from the center 
of the slab, which would then be more largely 
supported at its sides. In extreme instances this 
might account for some longitudinal cracking in 
concrete roads. 

4. As nearly as can be estimated from the results 
of this test, the tensile stress in an 8-inch concrete 
slab directly under an 8,500 pound wheel load at 
rest on the road is only 34 pounds per square inch 
when the slab is well supported on the subgrade. 
As the modulus of rupture of 1:1—-1/2:3 concrete 
is about 600 pounds per square inch, it is seen that 
this pavement should be able to withstand con- 
siderable impact before cracking. Should the con- 
crete arch, over very soft spots, so that there is no 
support directly under the load, the tensile stress 
may become very high. Such a condition arises 
when the sides of the slab are raised by frost action 
or possibly when the subgrade is worked any from 
under the slab by continual deflection. 

5. [t is probable that the tensile stress which 
results in the slab directly under heavy wheel 
loads is never very great as long as the slab rests 
on the subgrade and it is unlikely that the slab 
design would ever be controlled by this stress. 
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CAN FAIL ONLY UNDER IMPACT. 


It must be emphasized that the present investi- 
gation has to do merely with the question of crack- 
ing of concrete road slabs under static loads, and 
this is only one phase of the determination of the 
thickness of concrete roads. The preceding caleu- 
lations consider the slab in the same light as a 
bridge structure, in which cracking would be 
absolutely fatal. The cracking of a road slab, 
on the other hand, does not necessarily impair its 
usefulness, assuming proper maintenance, and in 
fact no matter how thick the slab is made, trans- 
verse shrinkage cracks are bound to occur. 

When the cracks in a slab become so frequent 
that there is danger of complete disintegration or 
of the formation of depressions, the slab can be 
considered as having failed. It is hard to believe 
that such a failure could occur in any manner 
except by impact, and the present preliminary 
investigation serves but to emphasize that fact. <A 
complete investigation of the determination of 
slab thickness must therefore include impact effect, 
and plans are now under way for making suitable 
impact tests. 

The writer wishes to express his appreciation for the cordial cooperation of 
Major Guy Withers, in charge of the Camp Humphreys road, in arranging for 
this investigation, and also for the assistance of W. E. Rosengarten, J. R. Boyd, 


W. H. Barton, who made the observations, to R. Harsch, who prepared the 
illustrations, and to a!l others who lent their assistance. 


STATE AID FOR SMALL TOWN ROADS. 


The Massachusetts Legislature recently provided 
$200,000 for the maintenance and improvement of 
roads, except State highways, in towns having an 
assessed valuation of $3,000,000 or less. The act 
authorizing such work was passed in 1918, and an 
appropriation of $100,000 was made for the year. 
It provided that contributions must be made by the 
towns in order to secure aid from the State, but be- 
cause of this provision and the late date at which it 


was passed the act was of very little assistance in 


1918. 

The amount which the State highway commission 
spends in any one town must not exceed $50 per 
mile, based on the total mileage of roads in the town, 
it being necessary in order to secure this aid for the 
town to raise from $12.50 to $125 a mile, the exact 
amount depending upon the valuation of the town 
per mile of highway it has to maintain. The work 
must be done on roads outside the thickly populated 
portions of the town. 

This is a departure from the policy heretofore fol- 
lowed in Massachusetts, in that it recognizes the 
claim of the poorer towns to State aid in keeping 
their roads in good condition. There are 165 towns 
to which funds may be allotted. 
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DETERMINING SIZES OF CULVERTS. 


By O. L. GROVER, Bridge Engineer, Bureau of Public Roads. 


HERE are many ways in use for determining 
the sizes of culverts. A few of the tables and 
formulae which have come to our attention 

and are frequently referred to, also notes showing 
the practices of some of the States and railroads, 
have been brought together and placed in con- 


check or guide in arriving at a proper solution of 
the problem. 

No general scheme should take the place of rehable 
data regarding elevations reached by high water 
during floods in determining the size of opening for 
each location. 


WATERWAYS IN SQUARE FEET FOR CULVERTS, PENNSYLVANIA STATE HIGHWAY DEPARTMENT. 




















































































































Area Mountainous Hilly Rolling Flat 
Acres | Sq.mi.| 5 Sq. ft. S Sq. ft S Ga. 5 Sq. {t. S Sq. ft. S Sarit. 5 Sq. ft 
24 | 0.004 | 70.0 1.5 | 35.0 1.3 | 18.0 ele cone 0.9] 4.5 (Doe el CRO OO an DURAE eres 
5 008 | 64.0 2.5 | 32.0 2.1! 16.0 18| 8.0 1.5} 4.0 he ee = ee ee 
10 016 | 58.0 4.1 | 29.0 3.8)| 1.0 2.9 70 2.4| 3.8 2.1] 2.0 (| ol ee ee 
15 023 | 54.0 5.5 | 27.0 4.6 | 13.0 3.9 |" 720 378 | Bae Deen 1.7 ie 
20 031 | 51.0 6.7 | 25.0 5.6 | 13.0 4.8 | 6.0 29) 30 gl 6 2 a 
30 -047 | 48.0 9.0 | 24.0 7.6 | 12.0 6.4) Gol. S41 BO 4.5] 1.5 : i eae 
40 063 | 46.0 TiO | 28.0 9.3 | 11.0 Tot 6.0 6.6 | 3.0 a7 | 1.4 79) 0.7) 42 
50 .078 | 44.0 12.9 | 22.0 10.9 | 11.0 9.1] 5.0 725.| Des 6.5] 1.4 S| .78 al 
60 094 | 42.0 14.6 | 21.0 12.3 | 11.0 10.5 | 5.0 a7 | 25 76 \1.8 as | .7 9 
70 109 | 41.0 16,3 | 20.0 13.7 | 10.0 11.5; 5.0 OS | 2.5 8.5 | 1.3 7 | 664) Ha 
80 . 125 | 40.0 17.8 | 20.0 15.1 | 10.0 1237 | 50 10.9] 2.5 9.5} 1.2 or, 6 Oe 
100 . 156 | 38.0 20.9 | 19.0 17.6 | 10.0 15.0| 5.0 139) 3:5 12 98/( .6) 85 
120 . 188 | 36.0 23.7 | 18.0 19.9} 9.0 17.0| 4.5 14.8} 2.5 eno ala i} .@| 9-9 
140 219 | 35.0 26.4 | 18.0 22.4 | 9.0 19.2| 4.5 17 | 210 ie 1.1 26) .} 2 
160 250 | 34.0 29.0 | 17.0 24.4 | 9.0 21.4] 4.5 18.6 | 2.0 fees |} 1.1 f41) fe, We. 
180 281 | 33.0 5.4 | 17.0 26.7 | 8.0 23.0 | 4.0 20.0 | 2.0 17.4) 1.0 151) 5a) Te 
200 - 318 | 32.0 33.7 | 16.0 28.7} 8.0 25.0] 4.0 21.7) 2.0 18.9 | 1.0 165| .50 ee 
240 Oa el. 38.4 | 15.0 o2.8 |" 8.0 o.9| 40; 22) 1.9 aie? | 1-0 19.1] .5/] 16.6 
280 . 438 | 30.0 42.7 | 15.0 a7 1| 7.0 1.8 | 3.5 7 1.9 5 | 2 21.1) .5] 18.8 
320 500 | 29.0 47.2 | 14.0 40.7 | 7.0 35.4] 3.5 30.8] 1.8 27.0} .9 23.5| .51 26.9 
360 563 | 28.0 51.4 | 14.0 447} 7.0 38.9} 3.5 33.9 | 1.8 29.7} .9 27 | .4) 92.0 
400 625 | 97.0 55.5 | 14.0 48.6 | 7.0 42.4] 3.5 36.9} 1.7 31.9| .9 gs.1} .4) a9 
450 703 | 26.0 60.3 | 13.0 52.61 7.0 46.5 | 3.5 40.5 | 1.7 an | vee 30.2} .4| 26.3 
500 781 | 26.0 65.8 | 13.0 57.3 | 6.0 49.1} 3.0 427| 1.6 a7 | 8 22.8) .4| 236 
550 859 | 25.0 70.5 | 12.0 60.8 | 6.0 53.0 | 3.0 4 1| 1.6 40.7{ .8 35.4} .4| 30.8 
600 . 938 | 24.0 74.9 | 12.0 65.2] 6.0 56.8 | 3.0 49.4] 1.5 43.0} .8 350) .4) 321 
640 1.000 | 24.0 79.0 | 12.0 69.0] 6.0 60.0 | 3.0 52.0 | 1.5 45.0! .8 40.0} .4] 35.0 
800 1.250 | 23.0 94.0 | 11.0 81.0] 6.0 “m1,0 | 30 62.0 |" 1.4 53.0] .7 47.0| .4] 42.0 
960 1.500 | 21.0] 106.0 | 11.0 93.0] 5.0 80.0} 2.5 69.0] 1.3 Gio | ez 54.0] .3| 45.0 
1, 280 2.000 | 20.0} 132.0/ 10.0: 115.0] 5.0! 100.0] 2.5 87.0] 1.2 75.0| .6 66.0| .3]| 57.0 
1, 600 2.500/ 18.0! 155.0] 9.0] 135.0] 4.5] 118.0] 2.5} 104.0} 11 85.0] .6 7.01 .3| 68.0 
1, 920 3.000 | 17.0] 177.0) 9.0] 1560) 4.5) 1860] 20) 1160; 11] 103.0] .5 88.0; .3| 79.0 
2, 240 3.500! 16.0 198.0] 8.0} 173.0! 4.0! 150.0] 2.0 | y30! vo} iso!) 25 99.0} .3]| 89.0 
2, 560 (| GO) mee) 80| 20) 4.0) 7.0) tee M40) 1.0) 1270) i “Geo ).............. 
3, 200 500) | 2.008 7.0] 7.0) 9220) 3.5) 50) We) 80) .@) 148.0) 24) 196.0 |......1.....-- 
3, 840 60g) | 1601 293.01 6.0: 261.0! 3.0! 218:0| 1.6! 16301 .S! 168.0} .4: 146.0]|...... .. 
5,120 6a | 0 | Wee | 60| 3160) 3:0| 2750) 14| Meo | .7a) @0| 14 \8 io ).....2.......- 
oon | 1.09/10) Paso | 50) ge0!| 25) B70) 1a] 2780! .7). M0! .37 2070 |......)......-.- 
70 | Om | 1.0) ee 5.0) 421.0) 25! 37.0) 1.2) Bic] .6) 2780} .3) “B400)......|........ 
20 © 6) | 70) e001 46] 6190) 20! 1.0) Lai) 3820) .5! g840) .3!]  2.0)......}........ 
oe | 20000! 3.01) Ge.0) 40) 606.0) 1.9] S20) 1:0) 459.0) .5| 40.0 |......[...20...|......]........ 
ite | 2.000) Vo s00!1 3.57 7050) 1.7) Gio, .9) “S870! 1.4) 867.0)... ...)..2.2...|..--..|..0----- 
| wo] 6.9) Goo) 30| 10! 16; GeO) .8| G0] .4| Boro)... tll... 
oo & 2 000| B.01 1,080) 3.0! 6050) 1.4) Bs0| 7 eeO) .4) Bes Og.....).........|.....-]--.....- 
oe) * 2000| 01,0) 2.5| gO} 1.4, 25.0) .7%7 “GO ) .3:| Gas.071......|.......-.)2...-. ee 
om | @.000| 5.0 /1.980| 25/10] 12) 10! 16) sap0| 18} ero |.....-|........-|...... a. 
25,400 |) @.000| 5.0 | 1,920.0 | 2.51! 1,398.0) 1.211,147.0| .6) 9680) .3| 860:0|...............|...... aii 
6 ) @.000| 4.5 | 1,690.0| 2.5 | 1,502.0) 1.2] 1,297.0] .611,1980) .3| OBO lll... | a 
54, 400 85.000 | 4.5 | 1,973.0 | 2.0) 1,678.0} 1.1) 1,489.0 “5 | 1,272.0 Rel AD oe ee ee 
64,000 | 100.000) 4.0 | 2,195.0 | 2.0! 1,910.0] 1.0 | 1,664.0 .5 | 1,449.0 3 | Ape Gees ae eeetecine ccs | batten: 








S=Slope in feet per 100 feet (average of drainage basin). Sq. ft.=waterway required. 


venient form for reference. 
accompanies the tables. 
Doubtless many other ways of determining sizes 
of culverts have been used with satisfactory results 
and it is hoped that much more information on the 
subject may be obtained and added to this meager 
set of notes so that eventually it may be of sufficient 
scope to include data applicable to most parts of the 
United States. It is recognized that rainfall and 
run-off conditions are so diverse that no general 
rules or formulae are applicable for all conditions. 
The best to be expected from this brief outline is 
that it may be of some assistance, and serve as a 


A very brief discussion 


SIZES OF WATERWAYS. 


There are several ways of determining the size 
of waterways in general use. The one of first 
importance is that of measuring the actual cross 
section of the water when the stream is at its highest 
stage. Evidences indicating the height of the surface 
of the water at flood stage are sought, and in a great 
many cases may be obtained. If evidence can not 
be found along the stream, the inhabitants may be 
interrogated for their knowledge of the maximum 
elevation of high water. The location of the proposed 
crossing may be such that there are no well-defined 
channel banks, and in this event a better location 


may be found for the purpose of obtaining an 
approximate cross section of the water at flood 
periods. For streams of sufficient size to carry drift, 
and in cold climates where ice forms, good evidence 
is generally obtainable by finding pieces of drift 
lodged in trees and the marks on the bark of trees 
indicating the rubbing of the bark by ice, and in 
some cases the discoloration of the bark by muddy 
water. 


DETERMINATION OF WATERWAY BY MEASUREMENT 
AND OBSERVATION. 


1. In this method the size of opening is deter- 
mined by measuring the actual cross section of the 
water at flood stage at some point, preferably the 
culvert or bridge site, and providing an opening of 
sufficient capacity to carry the stream, including the 
drift, ifany. The following data should be obtained: 

(1) Measurement of actual cross section of water 
at flood stage at culvert site, preferably along 
center line of road. 

(b) Grade of existing channel above and below 
crossing. 

(c) Plan showing stream channel at both high and 
low water above and below crossing. 

(d) Plan to show all obstructions, such as natural 
barriers, dams, breakwaters, and fences. 

(e) Note any special or unusual conditions. 

In using this method, crossings will be found for 
which sufficient reliable information can not easily 
be obtained, and some other method is used for 
these cases. The size of drainage areas are especially 
desirable for properly fixing the openings of culverts 
for streams of unknown volume, and the drainage 
areas are valuable to use in checking sizes of all 
culverts. 


DETERMINATION OF WATERWAY BY TABLES. 


2. Where the first method has been in use for 
some time and many streams have been measured 
tables are prepared containing the results of the 
actual measurements of streams at flood stages. 
Such tables are, therefore, used in fixing the size 
of openings. 

Some of the State highway departments and 
several railways are using tables in determining 
the sizes of new structures. 

The table herewith has been used by the Bureau 
of Township Highways of the Pennsylvania State 
highway department since 1911, and for openings 
greater than 4 square feet in area has been found to 
satisfy all except very extreme conditions. Smaller 
openings should be increased in size somewhat. 

This table is also used by the Pittsburgh & Lake 
Erie Railroad and is based on the Burkli-Ziegler and 
McMath formule, using: 
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R=83 and c=0.3, and an assumed mean velocity 
for culvert running full of 6 feet per second. 


The Burkli-Ziegler formula is used when ES is 
ereater than 1. 
The Kentucky State highway department is 
using the following tentative table which was 
recently prepared to indicate roughly the appro- 


priate size of standard culvert to use under dif- 


ferent conditions. 


SUGGESTED SIZES OF STANDARD CULVERTS FOR 
DRAINAGE AREAS, KENTUCKY DEPARTMENT OF 
PUBLIC ROADS. 











Moun- _— 
Dimensions Areas! tain- | iy} POU" | nag ee 
Gus ng room 
Sq. ft.| Acres | Acres | Acres | Acres 

1$-ineh pipe. ..-.....202 LG 10 2.0 4.5 9.0 | Depends onkind. 
2x 14 ft. concrete box..| 3.00 2.0 4.0 7.4 | 18.0; 1 foot 6 inches. 
24-inch pipe............ By! 5) 5.0 | 10.0] 20.0 | Dependsonkind. 
2x 2 ft. concrete box ...| 4.00 3.0 6.0 | 10.8 | 27.09 | 1 foot 6inches. 
3 x 14 ft. concrete box ..| 4.50 3.8 7.5 |° 11.4] 32.0 | 1 foot 7 inches. 
3 x 2ft. concrete box ...| 6.00 5.3] 10.5 | 18.6] 47.0 | 1 foot 7 inches. 
24 x 24 ft. concrete box .| 6.25 5.5} 11.0] 19.3 | 50.0 | 1 foot 6 inches. 
4x 2ft. concrete box...| 8.00 8.0; 16.0] 27.3; 70.0 | 1 foot 7 inches. 
3 x 3 ft. concrete box ...| 9.00 9.5 | 19.0! 31.9} 82.0 | 1 foot 6 inches. 
4x3 ft. concrete box...| 12.00} 13.5 | 27.0; 46.7 | 120.0 | 1 foot 7 inches. 
5 x 2A ft. concrete box..| 12.50 | 15.0] 30.0} 49.3 | 125.0 | 1 foot 8 inches, 
5x 3 ft. concrete box...| 15.00 | 17.5 | 37.0] 62.9] 160.0 ; 1 foot 8 inches. 
6 x 24 ft. conerete box..| 15.00 | 17.5 37.0} 62.9] 160.0 | 1 foot 9 inches. 
4x 4ft. concrete box.../ 16.00 | 20.0] 40.0} 68.5 | 175.0 | 1 foot 7 inches, 
5x 4ft. concrete box...| 20.00] 38.0] 56.0] 92.2 | 230.0 | 1 foot 8 inches. 
6x 4ft. concrete box...| 24.00} 35.0] 70.0 | 117.5 


300.0 | 1 foot 9 inches. 








Note.—Head room shown indicates total thickness of slab and cushion of 
fill and road metal. 


DETERMINATION OF WATERWAY FROM DRAINAGE 
AREA BY FORMULA. 


3. Several formule have been devised for finding 
sizes. of waterways. Prof. A. N. Talbot’s formula is 
the one most frequently referred to, especially in the 
eastern part of the United States. The following 
table has been prepared from Prof. Talbot’s formula, 
which contains a variablefactor “C,” whichis assigned 
a value by the engineer. The value of ‘‘C”’ is usually 
assigned to correspond with values of ‘‘C’’ found to 
give proper openings. for similar conditions and 
known drainage areas. 


DETERMINATION OF WATERWAY FROM DRAINAGE 
AREA AND RUN-OFF BY FORMULA. | 


4. Thedetermination of the size of waterway by this 


method requires surveys of the drainage area and data > 


regarding run-off and rainfall. The above informa- 
tion having been obtained, the volume of water 
flowing to the structure per unit of time may be 
calculated by formule. A culvert opening is decided 
upon to carry the water without exceeding the 
velocity which is considered suitable for the nature 
of the structure and surrounding conditions. 
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DUN'S TABLE OF DRAINAGE AREAS, 


[Shows the approximate areas of waterway for various drainage arcas.] 































































































Areas of waterway Areas of waterway 
Areas _| - ' a = Areas = 
drstaae ; : Percentage of column 2 draiied Percentage of column 2 
1 Mis- Cast-iron pipe. | in Mis- 
square | souri | For embankments sox and arch culverts, square ale 
miles and over 15 feet high | “tSt oe Seek second aT oH N M miles Soul | 
= ° .= ben je rl ps ew oun- Z Hli- Okla- ! . New 
Kansas/ use 80 per cent nois! |homa?| ~2*%®5 | Mexico| tains Kansas} noist | homa? !e%®5 | Mexico 
1 2 3 4 i; 6 7 8 9 1 2 5 6 7 8 
0.01 2.0 1-24 in. VOSS i ee ee 2.0 2.9 2 24 i 
. 02 4.0 1-245: Oe) ae Ree 4.0 4.0 4 26 ei eS. ae hi a 
. 03 6.0 1-30 in. “A 22h” TA oe aaa ee etait a ea 6.0 3.0 6 oS| 1 io)........!.. .... 110 92.0 
. 04 w25 1-36 in. MeO ce ee... 7.5 7.5 7.5 col tn|......|........ 110 92.0 
05 9.0 1-43 ern, ee... ee 9.0 9.0 9.5 | 1om|......i......., 110; #0 
.06| 10.5 1-42 in. feeee.......:2.2s.--| 10.5 | 10.5 11.0 “ie | ae 110 92.0 
|. 120 1-48 in. ae | ee. 12.0} 12.0 13.0 Saat ae 110 91.0 
.08 | 13.5 oye, | Dies B.......-........| ...... 4]. 13.5] 13.5 15.0 os | 1 ap... we... 110 91.0 
-09 | 15.0 Ope | Dex B................|...... 1... 15.0] 15.0 17.0 20 ese 110 91.0 
.10] 16.0 Ow ee? OB. ........1.... lees. 16.0| 16.0 19.0 45 | | 45 |........|........ 110 91.0 
.15| 2.0 Jedweuee) Deane DL. ............|....,..4.c...... 2.0} 26.0 29.0 5) | 2am |........|........ 110 89.5 
.20| 32.0 3-42 in. fr ee... 32.0} 32.0 38.0 55! 4 gag |........|........ 115 89.5 
.25 | 38.0 3-48 in. Be NE ces cat clic ae, cl esce cn 38.0] 38.0 41.0 60 | 2 Ql 115 89.5 
ea Wee |e ses ee pre AM ccs. wes |.- ee eee 44.0 | 44.0 53.0 65! 1,720 |........|....-.-. 115 88.0 
S| eo. ORES ie a) AO. sl, eee 51.0 | 51.0 61.0 ei iis 115 88. 0 
ee) WA eee oes en ees poo) Agee... s. |... oe. 56.0 | 56.0 68.0 ae re (rn 115 88. 0 
| @20 |.......... item nee ee Ae... 2... ee 62.0 | 62.0 75.0 aC 1 rnin eae 115 86.5 
Mes ec | ee Ae... cous. s-l.- |e ee 66.0; 66.0 81.0 B> | fee | 115 86.5 
4 | io i ee 2 omni i anaes hele 70.0} 70.0 87.0 00) 2. lies. 115 86.5 
We) 0 lke. cee woe ene foe, Ave, .....|_......|....-. 74.0°| 74,0 92.0 O5 | See... lee 115 86.5 
1 ne fe) Ae 78.0 | 78.0 97.0 i) | 2a | ae 120 85.0 
BE ee ees joo Ae | 81.0] 81.0] 102.0 MO | So... ee 120 85.0 
We PO oe ee cece itic) R, 5 lapel i nn (tees ‘| 95.0! 85.0] 107.0 0 | Ooi. lone 120 85.0 
, i: Ol ee lic | ie = 0s eae: ene 88.0] 88.0] 112.0 50 | SOG le elon! 125 83.5 
| 2) 5 eee.) Oe... sc | le, 91.0) “Si.0) 117.0 10 | -QesG Uo cle. 2 125 83.5 
Ch ee eee ie ON ee 94.01 94.0] 121.0 150 | Pow... .... 2 130 82.0 
We erage |. . ees... .-. 0 fot Ae ee meee 97.0} 97.0} 125.0 ne oo | ae 130 82.0 
60 4) i ee os ic, Ae 100.0 | 98.5] 130.0 170: || Dee... te... oe 130 80.5 
Te 5 i i (eo AMEE ee 105.0} 98.5) 140.0 ees: re ilar: 130 80.5 
tz nO | eee ees cos coe eee. erp ot Neca es 105. 0 98.5 150. 0 190 7 ee <a 130 79.0 
Pee ieeeO | eee... a. oe ics Re es 2 ee eee 105.0 | 98.5] 160.0 P| 290 |..,....slec..-.-- 130 79.0 
Lc i: es a | me Ate eee cee 105.0] 98.5 170.0 220 | 3,115 : 130 Ta5 
M5 UeOe teks sn ss. - sous ft Ae... 105.0} 98.5] 180.0 i) | eto... clase. -s 130 77.5 
Lc 1 0s snes. ja, ae! oe ; Span. 105.0} 98.5] 190.0 2) | sees70)|_....-.ilbs.-.--- 130 76.0 
i a Ce ene le: a ee ae eee 105.0} 98.5] 200.0 a0 | Maeioa |... le... 2 130 76. 0 
Wee Teen |e... ...-- acs Tha. a. 0 | Ne ea 105.0] 98.5| 210.0 |i oe) | Seer... ee... 130 74.5 
ee | eee |e oes cc cole. eee 105.0] 98.5] 220.0 325 | 3,770 139 765 
Oe: Oe ieee Ae. |... es 105.0] 98.5] 230.0 350 | Sn, .... 0c... 130 73.0 
Peo | oo ces ss A aN. i iain anaes (iis 105.0] 98.5 | 250.0 875 | ea... ie... 130 73.0 
a ae. Hee ROOM secu sos|.s eogetlonecze es 105.0 | 98.5] 270.0 400 | 49h |... ... eles. css 130 FES 
DG | Game |o...-.-.--.-.-.-- oe eee AME Sl 105.0] 98.5} 290.0 450) 498a5 | a lees. 130 70.0 
2.8 Me sy hw os =o ve - voces Nee AN arse a ve cee |S lee 105. 0 98,5 310.0 mee), AO |. ee oe 130 68.5 
Gm ey) |.2 2... oe een Di Nl 105.0 | 98.5 | 330.0 Gyo) 45925 |...2..02lc..--.-: 139 67.0 
5 |, ec ER A iin os ls oe ecg, Mog’ hey eee 105.0 98.5 oon 600 iS ee an 130 65. 5 
RIP EEO | ccc ee concn nde i! i, | re eee i ae 105.0 | 98.5] 369.0 @s0 | Seep |..,../tley...... 130 64.0 
Re etO |o.--.occ+s--oe-- once Be TaN, 5 ieee nr (Neaian 105.0] 98.5! 385.0 700 | 5,420 130 62.5 
2 | 6 area imap AW oe hn... e.. 105.0} 98.5! 400.0 Me) | Beemo |......secens.-o 130 61.0 
1 | 225 (i ene ice: |, . ia ise Viatectiais tc ii 105.0 | 97.01 425.0 S00 | Seem |.....ccalee..-... 130 59.5 
sc) PM Nes oo eoe ce eacrs| cs... .|ecceee 105.0] 97.0! 430.0 850 | 5/800 |.......0.......-. 130 58.0 
4.4 OL 0 a err hon A, ae sae) 1OGR0 97.0 444.0 UE sc) | a 130 56. 5 
4.6 2201 (1) | es 9 <r ea 2 ee as |e (gees nee 105, 0 97.0 456. 0 ceo | Gye... see... Pa). ee. 
4.8 coil) A) RES EE 1 INT Ne I Se ge sae (ce (RC ary 105. 0 97,0 469.0 Tie | Gree |... .<ssgleaes<.~- tS 
Oe 1 ee ere eee Nek eae Oe ee 105.0 | 97.0] 481.0 Vay | 6,705 |........|.......- 130 |........ 
Cl i a en PE AG eo nile nc eet _.| 105.0} 97.0] 507.0 Ty |. 680 |........0....... i |........ 
GeO |) S50 |. nce nce - cece ee scone ee AM, aah oe len .. 105.0} 97.0} 532.0 Vo | FeO |... es cieess--s- Weel 25... 
: San oo: ee | See ci, Sr eers nea 5 ee 105.0] 97.0: 555.0 Ws | Fete |... 2. coe... se i 
a a 1 a BP AMM eos ooo soe close cen law ces cee 105.0] 97.01 577.9 Wg) | Tage) |.....sscuc-.---- 10 |... 0s. 
ess Oe 2. re ee eee 105.0] 97.0; 599.0 Loo0 | 7/000 |................ ee 
8.0 0). ee By AG eee oso arctavas owe cwocleSsalaeccas oe 105, 0 97.0 619.0 RSS| -/5) | a: rr Weer |. ccs cee 
eh) ie Uae MMR CN ost ain = 5 vaceiasaieinmilaia sis oeitic| sins eae 105, 0 97.0 639. 0 1, 800 ao ae Wa . 2a gee 
eS 7 rs ae rie Ne ss oe ees... lox ace 105.0} 95.5. 657.0 17900 | 8p |.......- ee. a 
Ges | EO |..ccce+.:..--.-sc02. Dodie nO: Lee epee 105.0 | 95.5 675.0 99000 | 8,880 |........ —— hi) 
Toep | °Gqer0 |......-.-......-.-.. 20> de iy. ee |: i 105.0! 95.5; 693.0 Jem) | QO |_.....-.--..---- lap... ne. 
lwo. | Wie |........-2-...-.---. me Pa te i... ce 105.0 | 95.5. 722.0 2,400) 9,605 |........ ea , 
fom | 74080 |... .....-cc-ss--..--. Sy lite... 5 Sl Mececces 105.0] 95.5 | 749.0 270 | 9:970 |.......- Pe! a0 |... -2--s 
Teo «| 27780 |..........-.-..----s e es 105.0] 95.5} 782.0 Qs | 10,820 |_....... es iD |. soe 
| CO: eee cof i le, 105.0] 95.5! 809.0 3,000 | 10,640 |........ ee 10 |... 
ee = 1G ane f (3) . as 105.0 | 95.5 | 838.0 3, gmp | 11,445 |.......: ee | mm h...... 
Th ONE | eee eed tecescccscce (3) el ae 1250 | "GHEO |. . cee, me ee ee tap |........ 
es: 3. ae ih oy 60Cfti(‘(«ié‘“‘irN ... . ||. ww. 450 | S40 |........ dae | 129825 |... le... Tee | saa 
moo | G0 |..........-.......= = | See l......4 WreO.| Oela)........ ba | 13,600 |........15.-....- sl 
ee | GeO |... oc. 6-5c..s.. 03 Cf. = ee ae 105.0 | 94.0 owes | 14, Os0 |........--.--..- igo |........ 
ig eens (3) a. Geo) 920 )....-... Geom | 14,500 |................ : 
Pal). Ra oo vee a ....... 105.0 | 94.0 |........ Guay | 155140 |_............... Tap 1........ 


B = Box culvert. 


A = Arch culvert. 


D = Double. 


1 West of Streator, use 80 per cent; east of Streator, use 60 per cent. 
2 North of Purcell, use column 2; south of Purcell, use Texas column. 


3 Bridges designed to provide area to meet local conditions. 


The above classification by States is for convenience only and merely denotes the general characteristics of topography and rainfall. 


Column 2 in this table is prepared from observations of streams in southwest Missouri, eastern Kansas, western Arkansas, and the southeastern portions of 
Oklahoma; in all of this region steep rocky slopes prevail and the soil absorbs but a small percentage of the rainfalls; it indicates larger waterways than are 
required in western Kansas and level portions of Missouri, Colorado, New Mexico, and western Texas. 
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TABLE OF AREAS OF WATERWAYS CALCULATED BY TALBOT’S FORMULA. 


a=C. 4/A® a= Area of waterway in square feet. 
A= Drainage area in acres. 











Drainage area Mountainous 


Areas of waterways in square feet 






























































ei Hilly land Rolling land Flat land 
Acres Square miles C=100 C=.80 C= .60 C= .50 C=.40 C= .30 C= .20 
1 0.0016 1.0 0.8 0.6 0.5 0.4 0.3 0.2 
2 0031 Hh a 1.4 1.0 .8 es a 2 
4 0062 2.8 -, 7 1.4 i .8 ae 
6 0094 3.8 3.0 oe 1.9 1.5 ‘teal .8 
8 0125 4.8 3.8 2.9 2.4 1.9 1.4 1.0 
10 O16 5.6 4,5 3.4 2.8 2,2 Ln 12 
15 023 7.6 6.1 4.6 3.8 3.0 2.3 1.5 
20 031 9.5 7.6 5.7 4.7 3.8 2.8 1.9 
30 047 12.8 10,2 Tal 6.4 fi il 3.8 2.6 
40 | 062 15.9 1287 9.5 8 6. 4 4.8 3.2 
60 O94 22 17.6 13 11 8.8 6.6 4.4 
| 8) ee 22 2150 16 13 10.8 8.1 5.4 
100 £155 3a 25, 6 19 16 12.8 9.6 6.4 
150) mre 43 34.4 26 21 W7e2 12.9 8.6 
200 312 53 42.4 32 27 oe 15.9 10.6 
250 39 63 50 38 31 25 19 13 
300 47 72 58 43 36 29 22 14 
400 62 sa al 53 45 36 PY 18 
: 500 78 106 85 64 53 42 3 21 
! 600 94 121 97 73 61 48 36 24 
80 1.25 150 120 90 75 60 45 30 
1, 000 1. 56 178 112 107 89 a 53 36 
1, 500 ye D4 193 145 121 96 72 48 
2.000 oie 299 239 179 149 120 90 60 
2, 500) 3. 91 354 283 212 177 142 106 71 
3, 000 4.7 405 324 243 203 162 122 81 
4, 000 6.2 503 402 302 252 202 151 101 
5, 000 vie] 5U5 476 857 297 238 179 119 
6, 000 9.4 682 546 409 341 273 205 136 
8, 000 12.5 846 877 508 423 338 254 169 
10, 000 15.6 1,900 800 600 500 400 300 200 
12,000 is. & 1,147 918 688 573 459 344 229 
14, 060 21.9 1, 287 1,030 772 644 515 386 257 
16, 000 25.0 1, 423 1, 138 854 alll 569 427 285 
| 18, 000 28.1 1, 554 1, 243 932 777 622 466 311 
| 20, 000 31.2 1, 682 1, 346 1,009 841 673 505 336 
25, 000) 39.1 1, 988 1, 590 1,193 994 795 596 398 
. 30, 000 47. 2,280 1, 824 1, 368 1,140 912 684 456 
40, 000 62, 2, 828 2,262 1,697 1,414 Lesa 848 566 
50, 000 78, 3, 344 -2,675 2, 006 1, 672 1, 338 1, 003 669 
60, 000 94 3, 834 3, 067 2, 300 1, 917 1,534 1, 150 767 
70, 000 109 4,304 3,443 2, 582 2, 152 17 1,291 861 
80, O00 125 4,757 3, 806 2, 854 2, 378 1, 903 a7 951 
100, 000 156 5, 623 4,498 3, 374 2, 812 2, 249 1, 687 1,125 
125, 000 195 6, 648 5, 318 3, 989 3, 324 2, 659 1, 994 1, 330 
150, 060 234 7, 622 6, 098 4,573 3, 811 3, 049 2, 287 1, 524 
175, 000 273 8, 556 6, 845 5, 134 4,278 3,422 2,567 1,71 
200, 000 312 9, 457 7, 566 5,674 4,728 3,783 2, 837 1,891 | 
300, 000 469 12, 819 10, 255 7,691 6, 410 5, 128 3, 845 2, 564 
400, 000 625 15, 905 12, 724 9, 543 7, 952 6, 262 4,772 3,181 
500, 000 781 18, 803 15, 042 11, 282 9, 402 7,021 5, 641 3, 761 
600, 000 937 21,558 17, 246 12, 935 10,779 8. 623 6, 467 4,311 
: 800,009 |; 1,250 26, 750 21, 400 16, 050 13, 375 10, 700 8, 025 5, 350 
| 1,000,000 , 1,562 31,623 25,298 18, 974 15, 812 12) 649 9, 487 6, 325 
1,200,000 | 1,875 36, 256 29, 005 21, 754 18, 128 14, 502 10, 877 7, 251 
1,400,000, 2,188 40, 700 32, 560 24, 420 20, 350 6, 280 12,210 8, 140 
1,600,000 | 2,500 44,987 35, 990 26, 992 22, 494 17° 998 13, 496 8, 997 
1,800,000 | 2,813 49,142 39, 314 29, 485 24, 571 19, 657 14, 743 9, 828 
2,000,000 | 3,125 53, 183 42,546 31, 910 26, 592 21,273 15, 955 10, 637 
2, 200, 000 | 3, 438 57, 124 45, 699 34, 274 28, 562 22, 850 Test 11, 425 
2,400,000 | 3,750 60, 976 48, 781 36, 586 30, 488 24, 390 18, 293 12, 195 
2 600,000 | 4,683 64, 748 51, 798 38) 849 32) 374 25,899 | 19,424 12’ 950 
2,800,000 | 4,376 68, 449 54, 759 41, 069 34, 225 27, 380 | 20, 535 13, 690 
3,000,000 | 4,688 72, 084 57, 687 43, 250 36, 042 28,834 : 21,625 14, 417 
3,200,000 | 5,000 75, 659 60,527 | 45,395 37, 830 30,264 | 22, 698 15, 132 








The Burkli-Ziegler formula is frequently referred 
fae 


4 
CS Ke Ss 
A 
MeMath formula: ? 
RT 
OQ=R 
v=Re 7 
A 





1 From Treatise on Sewerage, by A. Prescott Folwell. 
* Since the results obtained by these formule depend largely on the value of 


the constant ‘‘c”’ the proper value for it should be determined by actual observa- 
tion for the general conditions involved. 





In both the above formule: 


c=constant — 0.20 for rural sections. 

0.75 for paved streets, 0.31 for mac- 
adamized streets. 

R =average rate of rainfall during heaviest fall in 
cubic feet per second per acre. R taken at St. Louis 
as 2.75 inches. 

S=General fall of drainage area in feet per 1,000. 
— Q=cubic feet of water per second per acre reach- 
ing sewers. 


A =drainage area in acres. 





3'{he intensity of rainfall is usually given in inches per hour and varies 
greatly in different localities, One inch of rainfall per hour equals one cubic 
foot per second per acre almost cxactly. 





The United States Weather Bureau has records 
of rainfall at many stations distributed throughout 
the United States. Information concerning the 
rainfall in many sections and daily stages of many 
large streams may be obtained from their publica- 
tions. | 

The United States Geological Survey has measured 
the cross section of streams and has valuable run- 
off data which may be obtained from that depart- 
ment. 

The practice of several railway systems is indi- 
cated from notes taken from the proceedings of the 
American Railway Engineering Association con- 
taining reports on this subject. The report by a 
special committee submitted to the American Rail- 
way Engineering Association in March 1909, con- 
tained the following statements: 

(1) “In determining the size of a given waterway, 
careful consideration should be given to local con- 
ditions, including flood height and flow, size and be- 
havior of other openings in the vicinity carrying the 
same stream, characteristies of the channel and of 
the watershed area, climatic conditions, extent and 
character of traffic on the given line of road and 
probable consequences of interruptions to same, and 
any other elements likely to affect the safety or 
economy of the culvert or opening. 

(2) (a) ‘The practice of using a formula to assist 
in fixing the proper size of waterway in a given 
case is warranted to the extent: that the formula 
and the values of the terms substituted therein are 
known to fit local conditions. 

(b) “Waterway formulas are also useful as a 
euide in fixing or verifying culvert areas where only 
general information as to the local conditions is at 
hand. 

(c) “The use of such formulas should not dis- 
place careful field observation and the exercise of 
intelligent judgment on the part of the engineer. 

(d) ““No single waterway formula can be recom- 
mended as fitting all conditions of practice.”’ 

The report in 1911 contained the following state- 
ment: 

(1) ‘‘There is a general relationship between the 
best-known waterway and run-off formulas. This 
relationship may be expressed by two terms, a vary- 
ing coefhicient and a varying exponent. 

(2) “The extent of this relationship for large 
and small areas is indicated by the Dun waterway 
data.”’ 

METHODS USED BY RAILROADS. 


The following extracts have been taken from the 
proceedings of the American Railway [Engineering 
Association, and indicate the methods used for de- 
termining sizes of waterways for culverts by several 
railroads. 
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Baltimore & Ohio Railroad.—‘ Use Talbot’s 
formula with “C” as follows in Marvland, West 
Virginia, Pennsylvania, and Ohio: 


WORT COMMENY. ..... oe case eae C=0.350 
ee ee Cee. it 
Meodinmmmoomtiity........-..........-.-... C= .50 
Reoliisccountey...- <<. Ys2-.22--0-520....- C= 


P'laiwmauiniiy. .. ..2. eos esa C= .20 
except that the factor may be increased according 
to the judgment of the engineer on account of ab- 
normal rainfall, or if the direction of flow of water 
is the same as the prevailing direction of movement 
of summer storms. Consider it safe to take the 
maximum known flood and add 20 per cent unless 
such flood was so exceptional that a repetition is 
not probable.” 

Central Railroad of New Jersey.—‘‘ Great im- 
portance is placed on the results of study of the 
sites of existing culverts and bridges on same 
stream. It is generally possible to find such open- 
ings, and collect reliable data regarding elevations 
reached by high water during floods. In case no 
such existing opening is found, the area of the water- 
shed is determined from U. 8S. Geological Survey 
maps, State maps, or by survey. 

“ By the use of Talbot’s formula, the required arca 
of waterway is determined where ‘“‘C”’ varies from 
0.33 to 1.00. For example, in the flat and wooded 
regions of southern New Jersey, “C” is taken as 
0.33 and in the rocky regions of Pennsylvania, ‘C”’ 
is taken as 1.00. We have no culverts designed to 
operate under a head.” . 

Chicago, Burlington & Quincy Railroad.-— 
“Areas of drainage are ascertained by actual surveys 
or estimated from reliable maps. For areas up to 
1,000 acres we use the McMath formula. For 
greater areas we use: 

Q= end as or if the velocity through the culvert 

3+2.M 


is assumed as 10 feet per second 


“Where Q = total discharge from area in cubic fect 
per second. 
A=waterway in square feet. 
M= drainage area in square miles. 
“We rely on formulae unless recorded high-water 
marks indicate that an extra large waterway 1s 


necessary. We aim to have the culvert operate 


under no head, but allow no excess margin for 
drift.” 

Chicago, Rock Island & Pacific Railroad.— 
“Use Talbot’s formula with “C” having the following 


values: 


WOO MNITYE. .... 6-2. 2 ee ee eee ees G=0,.33 
Ry COO. . oo ee nt ---- = . 67 
Momummicimensacoumtry. .:-.----..-.-.---.- C=1800 


“Tf practical, make survey determining nature of 
land, declivity of drainage area, amount and kind 
of drift, high-water marks, etc. Where drainage 
areas are so large as to make a survey impracticable 
compute drainage areas from reliable maps. The 
structure should not back the water above the high- 
water mark which existed before the building of 
the road. Allow for extraordinary floods when cost 
of construction justifies it. Do not compute size 
of culvert for condition of running full or under a 
head. Make culvert from 50 to 100 per cent larger 
than formula calls for.” 

El Paso & Southwestern Railway.— 


“9 17, [81000 
gain) 


“Where Q=maximum run-off per square mile of 
drainage area, and 
A=total drainage area in square miles. 
“This formula is checked by the following table: 

















| 

Drainage’ Water- | Drainage| Water- 
| areain | waysin || areain { waysin 
square square square square 

miles. feet. miles. feet. 
0.12 | 18.8 4.6 353 
aOR: 31.4 5.8 428 

40 51.0 ie 508 

. 70 74.0 9.5 628 
Lous 102. 0 12.4 756 
Els 134.0 15.8 878 

2. 00 179.0 19.9 978 
2.50 | 209.0 24.6 1, 088 

3. 50 280. 0 30:2 1,199 








‘We endeavor to make provision for floods of 
ordinary magnitude.” 

Kansas City, Mexico & Orient Railway.— 
“Whenever practical, watershed is traversed and area 
computed. Observations are made to determine 
high-water mark and this is confirmed by every 
means available, such as marks on trees, deposit of 
drift and other debris, or information from residents. 

“formula used: 


' 

“A=(O, M* For drainage areas less than 8 square 
miles. 

“A=8C M For drainage areas over 8 square 
miles. 

“A = waterway in square feet. 

“VM = drainage area in acres. 

‘= constant depending upon character of drainage 
area and amount of maximum rainfall, varying from 
1.00 in rocky country with steep slope and high 
maximum rainfall to 0.20 in smooth prairie with 
small maximum rainfall. 

“nis formula is used only as a guide. .In smaller 
streams the openings provided are designed to care 
for the water under extreme conditions, but not nec- 
essarily large enough for cloudbursts. Large struc- 
tures such as large arches and bridges are designed 
to operate with sufficient waterway to carry off the 
water under the extreme known flood conditions 
without injury to the structure. The operation of a 
culvert under a head is avoided wherever possible.”’ 


qe 


Kansas City Terminal Railway.—‘ Field ob- 
servations are made to determine the height and 
area of flood water, measurements of drainage area, 
and an approximate estimate of the slope of the 
latter. We have used the Burkli-Ziegler and 
Dun’s formulae. We have not made systematic 
measurements of drainage areas, but usually make 
an effort to collect data immediately following heavy 
storms or floods. Usually allow for maximum 
floods, but permit operation of culvert under a head 
where the character of the ground to be overflowed 
by back water is such that no harm would be done.” 

Missouri, Kansas & Texas Railway.—‘‘ Use 
Talbot’s formula with following values of ‘'C.” 


Steep country......2j2peee- = ee C=1.10 
Mediumecountrye: .... 02. ..<-.: A- soe ewe =0. 85 
Flat country..........-: > Sa ee C=0. 60 


Missouri Pacific Railway.—‘“ No one formula is 
relied upon in arriving at a proper size of opening 
but conclusions are checked in all possible ways. 
Where a proper coefficient has been obtained for a 
certain locality, Talbot’s formula can be used with 
sood results. Where rainfall data can be secured, 
McMath’s or the Burkli-Ziegler formula can be used.” 

Pennsylvania Railroad.—‘‘There can be no 
short rule of general application for the requisite 
area of waterways of bridges and culverts. It de- 
pends on the area of the watershed, the maximum 
precipitation in a given time, the average slopes of 
the drainage area, and the form of cross section and 
superficial material of the channel. The area of 
the watershed can be determined from a good map 
of the region; the maximum precipitation varies 
widely in different sections and can only be ascer- 
tained from records covering a series of years, 
which are not always available; the slopes of the 
drainage area are matters of topography and vary 
all the way from the steepest mountain sides to the 
flattest prairie. Assuming that the above data is 
obtainable or can be approximately estimated, the 
rate of run-off may be computed by the Burkli- 
Ziegler formula to find the volume of water reaching 
the site of the bridge or culvert in a given time. 
Then find the required area to discharge this volume 
as fast as it arrives, using for this purpose the well- 
known Kutter’s formula: 

“The foregoing is the only reliable method for 
treating this problem scientifically. But in many 
instances some or all of the data will not be obtain- 
able and the only recourse will be to ascertain as 
reliably as possible the height of the greatest floods 
and use your best judgment, guided by such past 
experience as you may have had. But in every 
case be not afraid to make it too big but cultivate 
and maintain a wholesome fear of making it too 
small. Do not let present economy of construction 
close your eyes to a possible loss, damage, and ex- 
pense from future disaster.” 





ROAD PUBLICATIONS OF BUREAU OF PUBLIC ROADS. 


NUT E.—A pplication for the free publications in this list should be made to the 
hay A of the Division of Publications, U.S. Department of Agriculture, Washington, 
D.C. Applicants are urgently requested to ask only for those publications in which 
they are particularly interested. he Department can not undertake to supply com- 
plete sets, nor to send free more than one copy of any publication to any one person, 
The editions of some of the publications are necessarily limited, and when the Depart- 
ment’s free supply is exhausted and no funds are available for procuring additional 
copies, applicants are referred to the Superintendent of Documents, Government 
Printing Office, this city, who has them for sale at a nominal price, wnder the law of 
January 12,1895. Those publications in this list, the Department supply of which is 
exhausted, can only be secured by purchase from the Superintendent of Documents, 
who is not authorized to furnish publications free. 


REPORTS 


*Report of the Director of the Office of Public Roads for 1914. 5c. 
*Report of the Director of the Office of Public Roads for 1915. 5c. 
Report of the Director of the Office of Public Roads for 1916. 
Report of the Director of the Office of Public Roads for 1917. 
Report of the Director of the Bureau of Public Roads for 1918. 


BULLETINS. 


(In applying for these publications the name of the office as well as the number of 
the bulletin should be given,as ‘‘Office of Public Roads Bulletin No. 28.’’) 


*Bul. 28. The Decomposition of the Feldspars (1907). 10c. 

*37. Examination and classification of Rocks for Road 
Building, including Physical Properties of Rocks 
with Reference to Their Mineral Composition and 
Structure. (1911.) 1l5c. 

*43. Highway Bridges and Culverts. (1912.) 15c. 

*45 Data for Use in Designing Culverts and Short-span 

| Bridges. (1918.) lée. 

*48, Repair and Maintenance of Highways (1913). 


DEPARTMENT BULLETINS. 


(In applying for these bulletins the name should be given as follows: ‘“ Depart- 
ment Bulletin No. 53,’’) 


*Dept. Bul. 53. Object-Lesson and Experimental Roads and 
Bridge Construction of the U. 8S. Office of 
Public Roads, 1912-13. 5e. 

Progress Report of Experiments in Dust Pre- 
vention and Road Preservation, 1913. 


105. 


136. Highway Bonds. 

230. Oil Mixed Portland Cement Concrete. 

249. Portland Cement Concrete Pavements for Coun- 
try Roads. 

257. Progress Report of Experiments in Dust Pre- 
vention and Road Preservation, 1914. 

*284. Construction and Maintenance of Roads and 
Bridges, from July 1, 1913, to December 31, 
1914. 10c. 

347. Methods for the Determination of the Physical 
Properties of Road-Building Rock. 

*348. Relation of Mineral Composition and Rock 
Structure to the Physical Properties of Road 
Materials. 10c. 

373. Brick Roads. 

386. Public Road Mileage and Revenues in the 
Middle Atlantic States. 

387. Public Road Mileage and Revenues in the 
Southern States. 

388. Public Road Mileage and Revenues in the New 
England States. 

389. Public Road Mileage and Revenues in the 
Central, Mountain, and Pacific States, 1914. 

390. Publie Road Mileage in the United States. A 
summary 

393. Economic Surveys of County Highway Im- 
provement 

407. Progress Reports of Experiments in Dust Pre- 
vention and Road Preservation, 1915. 

414, Convict Labor for Road Work. 

463. Earth, Sand-Clay, and Gravel Roads. 

532. The Expansion and Contraction of Concrete 
and Concrete Roads. 

537. The Results of Physical Tests of Road-Building 
Rock in 1916, including all Compression 
Tests. 

*555 Standard Forms for Specifications, Tests, Re- 
ports, and Methods of Sampling for Road 
Materials. 10c. 

583. Report on Experimental Convict Road Camp, 
Fulton County, Ga. 
586. Progress Reports otf Experiments in Dust Pre- 


vention and Road Preservation, 1916. 
OFFICE OF PUBLIC ROADS CIRCULARS. 


(In applying for these circulars the name of the office as well as the number of 
the circular should be given as “Office of Public Roads Circular No. 89.’’) 








*Department supply exhausted 


Cir. 89. Progress Report of Experiments with Dust Preventa- 
tives, 1907. 
*90. Progress Report of Experiments in Dust Prevention, 
Road Preservation, and Road Construction 1908. 4c. 
*92. Progress Report of Experiments in Dust Prevention and 
Road Preservation, 1909. 5c. 


*94, Progress Reports of Experiments in Dust Prevention 
and Road Preservation, 1910. 5c. 

*96. Naphthalenes in Road Tars. 1. The Effect of Naph- 
thalene upon the Consistency of Refined Tars. 
(1911.) 5c. 

*97. Coke-Oven Tars of the United States. (1912.) 5c. 


98. Progress Reports of Experiments in Dust Prevention 
and Road Preservation, 1911. 
. Progress Reports of Experiments in Dust Prevention 
and Road Preservation, 1912. 5c. 
*100. Typical Specifications for Fabrication and Erection of 
Steel Highway Bridges. (1913.) 5c. 


OFFICE OF THE SECRETARY CIRCULARS. 


Sec. Cir. *49. Motor Vehicle Registrations and Revenues, 1914. 
Cc; 
52. State Highway Mileage and Expenditures to Janu- 
ary 1, 1915. 
59. Automobile Registrations, Licenses, and Revenues 
in the United States, 1915. 
62. Factors of Apportionment to States under Federal 
aa Road Act Appropriation for the Fiscal Year 
hs 
63. State Highway Mileage and Expenditures to Janu- 
ary 1, 1916. 
65. Rules and Regulations of the Secretary of Agricul- 
ture for Carrying out the Federal Aid Road Act. 
. Width of Wagon Tires Recommended for Loads of 
Varying Magnitude on Earth and Gravel Roads. 
73. Automobile Registrations, Licenses, and Revenues 
in the United States, 1916. 
74. State Highway Mileage and Expenditures for the 
Calendar Year 1916. 


FARMERS’ BULLETIN. 


(The Farmers’ Bulletins are a series of popular treatises issued by the Depart- 
ment of Agriculture. The following list includes only numbers contributed by the 
Office of Public Roads, and should be applied for by numbers, as ‘‘ Farmers’ Bul- 
letin No. 239.’’) 


F. B. *239. The Corrosion of Fence Wire. 5c. 
dll. Sand-Clay and Burnt-Clay Roads. 
F. B. 338. Macadam Roads. 
*403. The Construction of Concrete Fence Posts. 5c. 
*461. The Use of Concrete on the Farm. 
505. Benefits of Improved Roads. 
597. The Road Drag. 


SEPARATE REPRINTS FROM THE YEARBOOK. 


(In applying for these separates the numbers should be given as ‘‘ Yearbook Sep- 
arate No. 638,’’) 


Y. B. Sep. *638. 


ot @ I+ 


State Management of Public Roads; Its Devel- 
opment and Trend. 5c. 

Sewage Disposa! on the Farm. 

727. Design of Public Roads. 

739. Federal Aid to Highways. 


REPRINTS FROM THE JOURNAL OF AGRICULTURAL 
RESEARCH. 


5, No. 17, D-2. Effect of Controllable Variables Upon the 
Penetration Test for Asphalts and 
Asphalt Cements. 

Relation Between Properties of Hardness 
and Toughness of Road-Building Rock. 

Apparatus for Measuring the Wear of 
Concrcte Roads. 

A New fenetration Needle. 

Tests of Three Large-Sized Reinforced- 
Concrete Slabs under Concentrated 
Loading. 

Influence of Grading on the Value of 
Fine Aggregate Used in Portland 
Cement Concrete Road Construction. 
15c. 

Toughness of Bituminous Aggregates. 

Tests of a Large-Sized Reinforced-Con- 
crete Slab Subjected to LEccentrie 
Concentrated Loads. 


oc. 


Vol. 


Vol. 
Vol. 


Vol. 
Vol. 


BOLD. 
5, No. 20, D-4. 


5, No. 24, D-6. 
6, No. 6, D-8. 


*Vol. 10, No. 5, D-12. 


Vol. 10. No. 7, D-13. 
Vol. 11, No 10, D-15. 





*Department supply exhausted. 
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